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ARCHITECT

FISHER HECK ARCHITECTS
915 S. ST. MARY'S STREET
SAN ANTONIO, TX  78205
PH: (210) 299-1500
FAX: (210) 299-1622
CONTACT: CHARLES JOHN
EMAIL:  cjohn@fisherheck.com
www.fisherheck.com

BID DOCUMENTS

CITY REPRESENTATIVE

CITY OF SAN ANTONIO
TRANSPORTATION & CAPITAL IMPROVEMENTS
114 W. COMMERCE
SAN ANTONIO, TX  78205
PH: (210) 207-8203
FAX:
CONTACT: BRIAN OREBAUGH
EMAIL:  brain.orebaugh@sanantonio.gov

OWNER

HEMISFAIR PARK AREA REDEVELOPMENT CORP.
434 S. ALAMO ST.
SAN ANTONIO, TX  78205
PH: (210) 200-9881
FAX:
CONTACT: ROGER TAVARES
EMAIL:  roger.tavares@hemisfair.org
www.hemisfair.org

2 - SWEENEY HOUSE
BUILDING 301

4 - SCHULTZE HOUSE
BUILDING 307

5 - MAYER HALFF HOUSE
BUILDING 308

7 - ACOSTA HOUSE
BUILDING 234

16 - SMITH HOUSE
BUILDING 251

6 - KAMPMANN HOUSE
BUILDING 235

11 - PEREIDA HOUSE
BUILDING 204

13 - KOEHLER HOUSE
BUILDING 247

14 - ESPINOZA HOUSE
BUILDING 246

15 - AMAYA HOUSE
BUILDING 240

STABILIZATION

EXTERIOR REHABILITATION

STRUCTURAL ENGINEER

ALPHA CONSULTING ENGINEERS
13300 OLD BLANCO ROAD, SUITE 326
SAN ANTONIO, TX  78216
PH: (210) 227-3647
FAX:
CONTACT: SCOTT TAK
EMAIL:  stak@alphaconsultingengineers.com
www.alphaconsultingengineers.com

MEP ENGINEER

CLEARY ZIMMERMANN ENGINEERS
1344 S. FLORES, SUITE 101
SAN ANTONIO, TX  78204
PH: (210) 447-6100
FAX: (210) 447-6101
CONTACT: RANDY BARNHILL
EMAIL:  RandyB@ClearyZimmermann.com
www.ClearyZimmermann.com

HISTORIC HOMES STABILIZATION AND REHABILITATION
600 HEMISFAIR PLAZA WAY, SAN ANTONIO, TEXAS 78205

REVISIONS DATE
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DRAWING INDEXLOCATION MAP
GENERAL

G-1 COVER SHEET
G-2 SHEET INDEX AND CODE ANAYLYSIS
G-A1 GENERAL NOTES, ABBREVIATIONS AND SYMBOLS
G-A2 ARCHITECTURAL SITE PLAN
G-A3 TYPICAL DETAILS
G-P0 PLUMBING SYMBOLS AND ABBREVIATION
G-P1 PLUMBING SITE PLAN
G-P2 PLUMBING SCHEDULE AND DETAILS
G-P3 PLUMBING SPECIFICATIONS
G-S0.0 STRUCTURAL NOTES
G-S0.1 STRUCTURAL NOTES
G-S0.2 SPECIAL INSPECTION NOTES
G-S0.3 TYPICAL SECTIONS AND DETAILS

FIRE PROTECTION SYSTEMS
• N/A

AREAS:
• N/A - EXISTING

EGRESS CAPACITY (OCCUPANT LOAD):
• N/A - UNOCCUPIED

5 - MAYER HALFF HOUSE
5-A1 FIRST FLOOR PLAN
5-A2 SECOND FLOOR PLAN, WINDOW SCHEDULE
5-A3 THIRD FLOOR PLAN
5-A4 ROOF PLAN
5-A5 EXTERIOR ELEVATIONS
5-A6 EXTERIOR ELEVATIONS
5-A7 EXTERIOR ELEVATIONS
5-A8 EXTERIOR ELEVATIONS
5-EP1 ELECTRICAL AND PLUMBING PLANS
5-S1 FIRST FLOOR PLAN/ SECTIONS AND DETAILS
5-S2 SECOND FLOOR PLAN
5-S3 THIRD FLOOR PLAN

2 - SWEENEY HOUSE
2-A1 FLOOR PLAN AND ROOF PLAN
2-A2 EXTERIOR ELEVATIONS

4 - SCHULTZE HOUSE
4-A1 FLOOR PLANS
4-A2 ROOF PLAN
4-A3 EXTERIOR ELEVATIONS

6 - KAMPMANN HOUSE
6-A1 FIRST FLOOR PLAN
6-A2 SECOND FLOOR PLAN
6-A3 ROOF PLAN
6-A4 EXTERIOR ELEVATIONS
6-A5 EXTERIOR ELEVATIONS
6-A6 EXTERIOR ELEVATIONS
6-A7 RAMP DETAILS
6-EP1 ELECTRICAL AND PLUMBING PLANS
6-S1 FIRST FLOOR PLAN/ SECTIONS AND DETAILS
6-S3 ROOF PLAN/ SECTIONS AND DETAILS

7 - ACOSTA HOUSE
7-A1 FIRST FLOOR PLAN
7-A2 SECOND FLOOR PLAN
7-A3 THIRD FLOOR PLAN
7-A4 ROOF PLAN
7-A5 EXTERIOR ELEVATIONS
7-A6 EXTERIOR ELEVATIONS
7-A7 EXTERIOR ELEVATIONS
7-S1 FIRST FLOOR PLAN
7-S2 SECOND FLOOR PLAN
7-S3 THIRD FLOOR PLAN

11 - PEREIDA HOUSE
11-A1 FLOOR PLAN
11-A2 ROOF PLAN
11-A3 EXTERIOR ELEVATIONS
11-A4 EXTERIOR ELEVATIONS
11-S1 FLOOR PLAN

13 - KOEHLER HOUSE
13-A1 FLOOR PLAN
13-A2 ROOF PLAN
13-A3 EXTERIOR ELEVATIONS
13-EP1 ELECTRICAL AND PLUMBING PLANS
13-S1 FLOOR PLAN

14 - ESPINOZA HOUSE
14-A1 FLOOR PLAN
14-A2 ROOF PLAN
14-A3 EXTERIOR ELEVATIONS
14-S1 FIRST FLOOR PLAN / SECTION AND DETAILS

15 - AMAYA HOUSE
15-A1 FLOOR PLAN AND ROOF PLAN
15-A2 EXTERIOR ELEVATIONS

16 - SMITH HOUSE
16-A1 FLOOR PLAN AND ROOF PLAN
16-A2 EXTERIOR ELEVATIONS
16-A3 WINDOW AND DOOR DETAILS
16-S1 FLOOR AND ROOF PLANS/ SECTIONS AND DETAILS

HEMISFAIR HISTORIC HOMES
600 Hemisfair Plaza Way
San Antonio, TX 78205

CODE INFO & ANALYSIS
APPLICABLE CODES AND STANDARDS:

THIS PROJECT IS IN THE CITY OF SAN ANTONIO, TEXAS.
THE CITY OF SAN ANTONIO CURRENTLY HAS ADOPTED THE FOLLOWING CODES:

• 2012 INTERNATIONAL EXISTING BUILDING CODE WITH LOCAL AMENDMENTS
• 2012 INTERNATIONAL BUILDING CODE WITH LOCAL AMENDMENTS
• 2012 INTERNATIONAL FIRE CODE WITH LOCAL AMENDMENTS
• 2012 INTERNATIONAL MECHANICAL CODE WITH LOCAL AMENDMENTS
• 2012 INTERNATIONAL PLUMBING CODE WITH LOCAL AMENDMENTS
• 2011 NATIONAL ELECTRICAL CODE WITH LOCAL AMENDMENTS
• 2009 INTERNATIONAL ENERGY CONSERVATION CODE WITH LOCAL AMENDMENTS

OCCUPANCY CLASSIFICATION:
• VARIES

CLASSIFICATION OF WORK:
• MAINTENANCE AND REPAIR

CONSTRUCTION CLASSIFICATION:
• EXISTING

FIRE RESISTANCE RATINGS REQUIRED
• N/A - EXISTING HISTORIC BUILDINGS

REVISIONS DATE
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BUILDING SECTION DESIGNATION
DETAIL NUMBER

ROOM NUMBER DESIGNATION

WINDOW DESIGNATION

EXISTING WALL CONSTRUCTION

NEW WALL INFILL

AREA OF WORK TO BE PERFORMED

KEYNOTE DESIGNATION

EXISTING CONSTRUCTION

AREA OF WORK TO BE PERFORMED

ENLARGED DETAIL DESIGNATION

SHEET  REFERENCE

INTERIOR ELEVATION DESIGNATION

SHEET REFERENCE

EXTERIOR ELEVATION DESIGNATION

SECTION DETAIL DESIGNATION

DETAIL NUMBER/ SHEET REFERENCE

NEW CONSTRUCTION

A101
1

SIM

A101

SHEET REFERENCE

DETAIL NUMBER

DETAIL NUMBER

NORTH ARROW

TRUE NORTH

PL
AN

 N
OR

TH

A101

1

1 1

1

1

A101
1

A101
1
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1
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1

DEMOLITION/EXISTING TO BE REMOVED

SHEET NO.

COPYRIGHT 2014
FISHER*HECK, INC.
ALL RIGHTS RESERVED

PR
O

JE
C

T:

1 2 3 4 5 6 7

A

B

C

D

E

F

91
5 

So
ut

h 
St

. M
ar

y'
s 

St
re

et
Sa

n 
A

nt
on

io
, T

ex
as

 7
82

05
21

0.
29

9.
15

00
 fa

x 
29

9.
15

22

PROJECT NO.

1 2 3 4 5 6 7

7/
2/

20
14

 9
:5

4:
56

 A
M

G-A1

GE
NE

RA
L N

OT
ES

, A
BB

RE
VI

AT
IO

NS
 A

ND
 S

YM
BO

LS

HE
MI

SF
AI

R 
HI

ST
OR

IC
 H

OM
ES

60
0 H

EM
IS

FA
IR

 P
LA

ZA
 W

AY
, S

AN
 A

NT
ON

IO
, T

EX
AS

 78
20

5

1312 A1

HE
MI

SF
AI

R 
HI

ST
OR

IC
 H

OM
ES

 S
TA

BI
LIZ

AT
IO

N 
AN

D 
RE

HA
BI

LIT
AT

IO
N

ABBREVIATIONS
&
@
#
C

ACT
ADDN.
ADDN'L
ADJ
AFF
AHU
ALT
ALUM
APPROX
ARCH

B.O.
BCS
BD
BLDG

CFM
CFT
CJ
CFA
CLLG
CLR
CMU
CO
COL
CONC
CONST CONT
CPT
CPTB
CTB
CWT
CU
CUH
CW

DTL
DIA
DIM
DISP
DN
DS
DW
DWG

E
EA
EJ
ELEV
ELEC
EP
EQ
EQUIP
EWC
EWH
EXH
EXP
EXT

FA
FACP
FD
FE
FEC
FF
FG
FIN
FLR('G)
FO
FT
FTG
FURN
FWC

GA
GALV
GC
GFI
GL
GYP

HB
HC
HWD
HID
HM
HORIZ
HVAC
HW

ID
INCL
INT
INV

JB
JST

K

LAM
LAV
LB
LF
LH
LL
LLH
LLV
LP
LTWT

L

AND
AT
POUND, NUMBER
CENTER LINE

ACOUSTICAL CEILING
ADDITION
ADDITIONAL
ADJUSTABLE
ABOVE FINISHED FLOORS
AIR HANDLING UNIT
ALTERNATE
ALUMINUM
APPROXIMATE
ARCHITECT, ARCHITECTURE

BOTTOM OF
BABY CHANGIN STATION
BOARD
BUILDING

CUBIC FEET PER MINUTE
FERAMIC FLOOR TILE
CONTROL JOINT
CLEAR FLOOR AREA
CEILING
CLEAR
CONCRETE MASONRY UNIT
CLEAN OUT
COLUMN
CONCRETE
CONSTRUCTION-CONTINUOUS
CARPET
CARPET BASE
CERAMIC TILE BASE
CERAMIC WALL TILE
CONDENSING UNIT
CABINET UNIT HEATER
COLD WATER

DETAIL
DIAMTER
DIMENSION
DISPENSER
DOWN
DOWN SPOUT
DUMB WAITER
DRAWING

EAST
EACH
EXPANSION JOINT
ELEVATION
ELECTRICAL
ELECTRICAL PANEL
EQUAL
EQUIPMENT
ELECTRIC WATER COOLER
ELECTRIC WATER HEATER
EXHAUST
EXPANSION
EXTERIOR

FIRE ALARM
FIRE ALARM CONTROL PANEL
FLOOR DRAIN, FIRE DAMPER
FIRE EXTINGUISHER
FIRE EXTINGUISHER CABINET
FINISHED FLOOR
FINISHED GRADE
FINISH(ED)
FLOOR(ING)
FACE OF
FOOT, FEET
FOOTING
FURNISH(ED)
FABRIC WALL COVERING

GAUGE
GALVANIZED
GENERAL CONTRACTOR
GROUND FAULT INTERRUPTER
GLASS
GYPSUM

HOSE BIBB
HOLLOW CORE
HARDWOOD
HIGH INTENSITY DISCHARGE
HOLLOW METAL
HORIZONTAL
HEAT, VENT, A/C
HOT WATER

INSIDE DIAMTER
INCLUDING
INTERIOR
INVERT

JUNCTION BOX
JOIST

KIP (1,000 POUNDS)

LAMINATED
LAVATORY
POUND
LINEAR FEET
LEFT HAND
LIVE LOAD
LONG LEG HORIZONTAL
LONG LEG VERTICAL
LIGHTNING PANEL
LIGHTWEIGHT

MAS
MAX
MDP
MECH
MED
MFR
MH
MN
MISC
MO
MTD
MTL

N
NIC
NO
NOM
NTS

OC
OD
O.H.
OPP
OZ

P
PCF
PERF
PL
PLAM
PLUM
PLF
PLYWD
PR
PSF
PSI
PT
PTD
PVC
PVMT

QT
QTY

R
RB
RCP
RD
RE:
REF
REINF
REQ
REV
RF
RH
RM
RO
ROW
RS
RTU

S
SAN
SAT
SC
SCHED
SECT
SERV
SF
SIM
SPEC
SQ
SS
ST
STD
STL
STRUCT
SUSP
SWG
SYM

T
T&B
T&G
TEL
TEMP
THK
T.O.
TYP
TV

UG
UH
UNO

VB
VCT
VERT
VIF
VWC

W
W/
W/O
WB
WC
WD
WH
WRC
WP
WT
WWF

YD

MASONRY
MAXIMUM
MAIN DISTRIBUTION PANEL
MECHANICAL
MEDIUM
MANUFACTURER
MANHOLE
MINIMUM
MISCELLANEOUS
MASONRY OPENING
MOUNTED
METAL

NORTH
NOT INCONTRACT
NUMBER
NOMINAL
NOT TO SCALE

ON CENTER
OUTSIDE DIAMTER
OPPOSITE HAND
OPPOSITE
OUNCE

PAINT
POUNDS PER CUBIC FOOT
PERFORATED
PLATE
PLASTIC LAMINATE
PLUMBING
POUNDS PER LINEAR FOOT
PLYWOOD
PAIR
POUNDS PER SQUARE FOOT
POUNDS PER SQUARE INCH
POINT
PAINTED
POLYVINYL CHLORIDE
PAVEMENT

QUARRY TILE
QUANTITY

RISER, RADIUS
RUBBER BASE BOARD
REFLECTED CEILING PLAN
ROOF DRAIN
REFER TO
REFRIGERATOR
REINFORCE (D)
REQUIRED
REVISIONS
RESILIENT FLOORING
RIGHT HAND
ROOM
ROUGH OPENING
RIGHT OF WAY
ROUGH SAWN
ROOF TOP UNIT

SOUTH
SANITARY
SUSPENDED ACOUSTICAL TILE
SOLID CORE / OVERFLOW SCUPPER
SCHEDULE
SECTION
SERVICE
SQUARE FEET
SIMILAR
SPECIFICATIONS
SQUARE
STAINLESS STEEL
STORM
STANDARD
STEEL
STRUCTURAL
SUSPENDED
STANDARD WIRE GAUGE
SYMMETRICAL

TREAD
TOP AND BOTTOM
TONGUE AND GROOVE
TELEPHONE
TEMPERATURE, TEMPERED
THICK (NESS)
TOP OF
TYPICAL
TELEVISION

UNDERGROUND
UNIT HEATER
UNLESS NOTED OTHERWISE

YINYL BASE BOARD
YINYL COMPOSITION TILE
VERTICAL
VERIFY IN FIELD
VINYL WALL COVERING

WEST
WITH
WITHOUT
WOOD BASE BOARD
WATER CLOSET
WOOD
WATER HEATER
WESTERN RED CEDAR
WATERPROOF, WORK POINT
WEIGHT
WELDED WIRE FABRIC

YARD

SYMBOLS GENERAL NOTES
1. THESE DOCUMENTS SHOULD NOT BE CONSIDERED AS A COMPLETE SURVEY OF ALL EXISTING CONDITIONS.  THE GENERAL CONTRACTOR SHALL FIELD VERIFY ALL EXISTING

DIMENSIONS AND CONDITIONS, AND NOTIFY THE ARCHITECT OF ANY DISCREPANCIES OR OMISSIONS BETWEEN THE CONTRACT DOCUMENTS AND FIELD CONDITIONS BEFORE
COMMENCING ANY WORK AND REQUEST CLARIFICATION.

2. ALL NOTES REFERENCE NEW WORK UNLESS NOTED AS EXISTING
3. PATCH ALL SURFACES AND AREAS AFFECTED BY DEMOLITION AND PREPARE FOR NEW CONSTRUCTION.
4. THE EXTENT OF DEMOLITION WORK IS SHOWN ON THE DRAWINGS.  IT IS NOT POSSIBLE TO SHOW ALL REQUIRED DEMOLITION, RESTORATION AND PATCHING IN EVERY DETAIL.

THE CONTRACTOR SHALL VISIT THE FACILITIES TO DETERMINE THE EXTENT OF DEMOLITION AND RESTORATION WORK, AND TO FAMILIARIZE HIMSELF WITH THE CONDITIONS
UNDER WHICH THE WORK WILL BE PERFORMED. NO ADDITIONAL COMPENSATION WILL BE ALLOWED FOR ADDITIONAL WORK REQUIRED AS A RESULT OF THE WORK INDICATED
HEREIN OR FOR PATCHING REQUIRED AS A RESULT OF NEW WORK, RESTORATION OR DEMOLITION.

5. AREAS OF CONSTRUCTION SHALL BE SEALED  OFF FROM OCCUPIED AREAS BY A DUST BARRIER  OF FIRE-RETARDANT PLASTIC SHEETING.  TAPE TIGHTLY AROUND PERIMETER
AND AT INTERIOR JOINTS. DAMAGE TO SENSITIVE EQUIPMENT CAUSED  BY CONSTRUCTION DUST SHALL BE REPAIRED BY  THE CONTRACTOR AT NO EXPENSE TO THE OWNER.

6. UNLESS SPECIFICALLY DESIGNATED FOR  SALVAGE, DEMOLITION INCLUDES REMOVAL AND  DISPOSAL OF DEMOLISHED MATERIALS. CONTRACTOR  SHALL PROVIDE SUITABLE
MEANS FOR DISPOSAL OF DEMOLISHED MATERIALS AND CONSTRUCTION DEBRIS.

7. ITEMS INDICATED FOR SALVAGE BY OWNER  SHALL BE REMOVED BY THE CONTRACTOR AND  DELIVERED TO OWNER'S DESIGNATED STORAGE AREA.
8. REMOVE ALL DEBRIS, RUBBISH AND OTHER MATERIALS RESULTING FROM DEMOLITION AND NEW CONSTRUCTION OPERATIONS.
9. ALL MATERIALS NOT DESIGNATED FOR SALVAGE  BY OWNER SHALL BE THE PROPERTY OF THE  CONTRACTOR AND SHALL BE REMOVED FROM THE  SITE AND DISPOSED OF

PROPERLY.
10. REPAIR, AT NO COST TO THE OWNER, DAMAGE CAUSED TO ADJACENT AREAS, MATERIALS AND EQUIPMENT BY DEMOLITION AND NEW CONSTRUCTION OPERATIONS.
11. WHERE PLUMBING FIXTURES ARE INDICATED TO  BE REMOVED, PROPERLY TERMINATE ALL SUPPLY,  WASTE AND VENT LINES BELOW SLAB AND/OR ABOVE FINISHED CEILING

AS APPROPRIATE. WATER SUPPLY LINES SHALL BE REMOVED BACK TO NEAREST LIVE BRANCH LINE. CLOSE VENT PIPES THROUGH ROOF.
12. WHERE ELECTRICAL DEVICES ARE SHOWN TO  BE REMOVED, PROPERLY TERMINATE ALL WIRING.
13. ALL WALL CEILING AND FLOOR CONSTRUCTION WHICH IS AFFECTED BY MEP DEMOLITION IS TO BE PATCHED AND PREPARED FOR NEW CONSTRUCTION.
14. THE GENERAL AND SUBCONTRACTOR(S) MUST COMPLY WITH ALL RULES AND REGULATIONS OF AGENCIES HAVING JURISDICTION AND SHALL CONFORM TO ALL CITY, STATE,

AND FEDERAL CONSTRUCTION SAFETY ADN SANITARY LAWS, CODES, STATUES, AND ORDINANCES.
15. ALL CONDENSATE LINES AND ROOF DOWNSPOUTS SHALL DISCHARGE AT LEAST 1'-0" AWAY FROM STRUCTURE SIDEWALL.

418 REPAIR DAMAGED BEAM AND EXTERIOR WOOD TRIM
420 REPLACE WOOD RAFTERS TO MATCH EXISTINGM SEE STRUCTURAL
421 NEW WOOD SKIRTING W/ LATTICE AT PORCH, SEE DETAIL 6/G-A3
422 NEW WOOD SKIRTING AT PORCH, SEE DETAIL 3/11-A3 SIM.
423 EXISTING DECKING, PREPARE & PAINT
424 EXISTING PORCH SOFFIT, PREPARE & PAINT
425 PREPARE  AND PAINT WOOD COLUMNS, TRIM, RAILIING, ETC.
426 MOVE COLUMN TO END OF BEAM, WRAP WITH 1X TRIM
427 PREPARE AND PAINT WOOD CORNICE AND FRIEZE & COMPONENTS
428 REPAIR AND SECURE LOOSE PIECES OF TRIM
429 REPAIR DAMAGED EXTERIOR DECORATIVE WOOD COMPONENTS
430 REPLACE POST, MATCH EXISTING
431 REPAIR WOOD PANELING, PREPARE AND PAINT
433 RECONSTRUCT WOOD FRAMED PORCH INCLUDING HANDRAILS, NEW STEPS

AND FRETWORK TO MATCH PREVIOUS, PAINT
434 NEW TURNED BALUSTERS & RAILING
435 REPAIR DAMAGED/DETERIORATED WOOD FLOOR FRAMING
436 REPAIR DAMAGED/DETERIORATED WOOD CEILING JOISTS
437 REPAIR DAMAGED/DETERIORATED WOOD STAIR NEWEL POST
438 REPAIR STRUCTURAL 6X6 COLUMN, BY SPLICING NEW SECTION OF 6X6 INTO

EXISTING COLUMN
439 EXISTING PAINTED PLYWOOD TO REMAIN
440 EXISTING WOOD SIDING, PREPARE & PAINT
441 EXISTING WOODEN BRACKETS, PREPARE & PAINT
442 EXISTING DOOR, PREPARE & PAINT
443 REPAIR WOOD WINDOWS AND TRIM, PREPARE & PAINT
444 NEW BOARD & BATTEN WRC SIDING
445 REMOVE DETERIORATED WOOD FLOORING AND REPLACE WITH 3/4" PLYWOOD

DECKING
446 INSTALL PLYWOOD DECKING
447 NEW FLOOR JOISTS
448 NEW WOOD TRIM TO BE SCRIBED TO ADJACENT WALL, FILL VOID WITH BACKER

ROD AND SEALANT PRIOR TO TRIM INSTALLATION
449 REPLACE WOOD DECKING
500 NEW METAL FLASHING
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
502 REPLACE DAMAGED METAL VENT COVER TO MATCH EXISTING, PAINT
503 EXISTING METAL VENT COVERS, PAINT
504 GA. METAL EXTENDED INTO GRADE
505 30"x30" METAL LOUVER W/ SCREEN
506 GALV. MTL. FLASHING AT HEAD OF WINDOW
507 EXISTING METAL TIE-ROD ANCHOR PLATES, PAINT
600 NEW WINDOW AS SCHEDULED
602 NEW WINDOW AND EXTERIOR TRIM, PREPARE & PAINT
603 NEW WINDOW FRAME AND SHUTTER, PREPARE & PAINT
700 NEW DOOR AS SCHEDULED, PREPARE & PAINT
701 EXISTING DOORS TO BE REPAIRED, PREPARE & PAINT
702 REPLACE DAMAGE DOOR FRAME AND TRIM
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING
801 NEW STANDING SEAM METAL ROOF, PAINT
802 NEW HALF ROUND GUTTER WITH DOWNSPOUT
803 NEW DOWNSPOUT
804 EXTEND EXISTING DOWNSPOUT
805 REPAIR ROOF LEAK
806 EXISTING ROOF, PREPARE & PAINT
807 LINE OF ROOF ABOVE
808 LINE OF BUILDING FACE BELOW
809 FLASH ROOF PENETRATIONS
810 REMOVE AND REINSTALL EXISTING GUTTER TO DRAIN TO DOWNSPOUTS
811 EXISTING ROOF TO REMAIN
812 NEW GA. METAL GUTTER
813 NEW SPLASH BLOCK
814 REPLACE DAMAGED GUTTER TO MATCH EXISTING
815 REPAIR DAMAGED DOWNSPOUT
816 NEW MODIFIED BITUMEN ROOF
817 NEW 1x2 WRC DRIP
818 NEW 2x6 FASCIA
819 NEW CRICKET
820 REPLACE DECORATIVE METAL ROOF CAP, MATCH EXISTING PROFILE
900 REPAIR AND STABILIZE ROOF STRUCTURE, SEE STRUCTURAL
901 REPLACE DETERIORATED COLUMN, SEE STRUCTURAL
903 NEW GRADE BEAM, SEE STRUCTURAL
1000 EXTEND EXISTING CONDENSATE LINE TO NEW DRY WELL, 20' AWAY
1001 EXISTING CONDENSING UNIT
1002 REMOVE EXISTING A/C WINDOW UNIT
1003 RELOCATED CONDENSING UNIT 3' MIN. FROM BUILDING
1101 EXISTING ELECTRICAL
1200 NEW SUMP PUMP AND BASIN, SEE MEP
1201 REMOVE ABANDONED VENT

001 REMOVE EXISTING RAMP AND RAILING, SHOWN DASHED
002 REMOVE EXISTING WALL, SHOWN DASHED
003 EXISTING PAVING TO REMAIN
005 BRICK PAVERS TO BE REMOVED BY OTHERS
006 CAREFULLY REMOVE DECORATIVE PRESSED MTL CEILING AND STORE

NON-DETERIORATED PIECES INSIDE HOUSE; INSTALL CEMENTOUS BOARD
CEILING IN PLACE; PAINT

007 EXISTING WOOD ATTIC LOUVER TO REMAIN
008 DEMO EXISTING FLOOR AND WOOD JOISTS
009 DEMO EXISTING WINDOWS
010 EXISTING TRANSFORMER PAD
011 REMOVE EXISTING RAMP AND RAILING, SHOWN DASHED (SALVAGE EXISTING

PAVERS)
012 REMOVE EXISTING BRICK PAVER WALK, SHOWN DASHED
013 REMOVE EXISTING PLAQUE
014 REMOVE EXISTING DOWNSPOUT
016 REMOVE EXISTING CONCRETE STOOP
017 EXISTING RAMP AND HANDRAIL TO REMAIN
100 NEW SPLASH BLOCK
102 RE-GRADE FOR POSITIVE DRAINAGE AWAY FROM BUILDING
103 NEW RAMP
104 EXISTING GRADE LINE, SHOWN DASHED
105 FINISHED GRADE
106 TRIM TREE LIMBS THAT OVERHANG ROOF LINES
107 REMOVE TREE ROOT FROM MASONRY
108 INSTALL CONCRETE BORDER AND SALVAGED PAVERS TO MATCH EXISTING

PATTERN
200 REPAIR PLASTER (LEVEL 1)
201 REPAIR PLASTER (LEVEL 2)
203 REPAIR PLASTER (LEVEL 3)
205 REMOVE DETACHED PLASTER AND REPLASTER WITH ASHLAR STONE JOINT

PATTERN, PAINT
206 REPAIR DAMAGED PLASTER QUIONS
207 REMOVE PLASTER SKIRTING TO EXPOSE LIMESTONE AND REPOINT MORTOR
208 REPAIR & PAINT EXISTING PLASTER
209 REMOVE DOORS & DOOR FRAME. SUPPORT EXISTING MASONRY. INFILL

OPENING W/ MASONRY TO MATCH EXISTING. PLASTER EXTERIOR WALL TO
MATCH EXISTING. PAINT PATCH TO MATCH EXISTING.

211 NEW PLASTER AT CHIMNEY
212 REPAIR EXISTING PLASTER WALL AS REQUIRED BY REMOVAL OF EXISTING

WALLS
300 REPAIR CRACKED STONE SILL
301 REPOINT MORTAR JOINTS IN DASHED AREA
302 OPEN MORTAR JOINTS TO BE REPOINTED
303 EXISTING LIMESTONE STEP TO REMAIN, DO NOT DAMAGE
304 REPAIR DAMAGED LIMESTONE QUIONS
305 REMOVE PLASTER FROM CHIMNEY, REPOINT MASONRY TO STABLIZE AND

PLASTER
306 REPAIR CRACKED STONE LINTEL
307 REMOVE PAINT FROM BRICK
308 REPAIR BRICK CHIMNEY
310 REPAIR DAMAGED STONE
311 REPOINT CHIMNEY
312 REMOVE VENT COVER AND INFILL WITH LIMESTONE
314 REMOVE INAPPROPRIATE MORTAR IN HATCHED AREA AND REPOINT WITH

MORTAR APPOXIMATING ORIGINAL MIX AND COLOR
316 REPLACE CRACKED STONE SILL
317 NEW LIMESTONE HEADER; 8" DEEP
318 EXISTING CONCRETE PAD TO REMAIN
319 CALICHE BLOCK IN-FILL
320 REPAIR CRACK IN MASONRY BY RECONSTRUCTING WALL SO THAT STONE

COURSES SPAN ACROSS LINE OF CRACK.
321 INFILL WALL WITH CALICHE BLOCK MASONRY; REPLASTER EXTERIOR W/

LIME-BASED PLASTER.
323 FILL VOID AT WITH BACKER ROD AND MORTAR TO MATCH EXISTING
324 REPOSITION STONE AT ORINGAL ALIGNMENT
325 REBUILD SECTION OF BRICK WALL
400 REMOVE AND REPLACE TONGUE & GROOVE PORCH DECKING WITH NEW

DECKING TO MATCH EXISTING
401 NEW T&G PORCH DECKING TO MATCH EXISTING
403 REPLACE MISSING DECORATIVE WOOD TRIM TO MATCH EXISTING
404 REPLACE DETERIORATED DECORATIVE WOOD TRIM TO MATCH EXISTING
405 REPLACE DETERIORATED SOFFIT DECKING TO MATCH EXISTING
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
407 REPLACE WOOD LATTICE AND TRIM AT REAR AND FRONT PORCHES
408 REPLACE DETERIORATED COLUMN BASE TRIM
409 NEW WOOD ACCESS PANEL
410 NEW SHUTTERS, PAINT
411 NEW WOOD COLUMNS, PAINT
412 STABILIZE HANDRAIL
413 STABILIZE STAIR
414 NEW STAIRS
415 NEW HANDRAIL, MATCH EXISTING
416 NEW WOOD LOUVER WITH INSECT SCREEN
417 REPAIR DAMAGED BEAM; REMOVE TRIM, REPLACE FRAMING AND REINSTALL

WOOD TRIM AND DECORATIVE WOOD DETAILS

MASTER KEYNOTE LIST
KEYNOTES ARE PLACED ON SHEETS ON AN INDIVIDUAL DRAWING BASIS WHERE APPLICABLE.

REVISIONS DATE



P

P

P

P

P

P

P

P

D
E

E

D
C

A

D

D E

B2

C

D

A
D

D

C
E

D

D B2

D
B2

C

C
D

D

B2

D

B2

A

B2

B2

A

D

NB

NB

NB

NB

T

T

T

T

T

T

T T

T

B1

B1

B1

B1

12
20

0

61
00

61
00

R4100

R4200

R5930

40
50

45
50

40
50

45
50

10960

15
86

0

2000

FOUNDATIO
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222.0000
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2146
12” ELM

2152
13” OAK

2145
20 OAK

GRASS

BRICK WALL

CONCRETE
SIDEWALK

STO
N
E W

A
LK

STONE WALK

BRICK WALK

STEPSWALK
CONC.

BENCH

VILLITA SIGN
HISTORIC LA

STABILIZATION
2 SWEENEY HOUSE
4  SCHULTZE HOUSE
5 MAYER HOUSE
7 ACOSTA HOUSE
16 SMITH HOUSE

EXTERIOR REHABILITATION
6 KAMPMANN HOUSE
11 PEREIDA HOUSE
13 KOEHLER HOUSE
14 ESPINOZA HOUSE
15 AMAYA HOUSE

SITE PLAN KEY

CESAR E. CHAVEZ BLVD

S.
 A

LA
MO

 S
T.

14

13

15

16

6

7

5

4

2

11

YANAGUANA GARDEN AREA OF WORK
BY OTHERS

E. NUEVA/WATER ST. AREA OF WORK

BY OTHERS

MAGIK
THEATRE

EAGER
HOUSE

SCHULTZ
STORE

 INSTITUTO CULTURAL
DE MEXICO

CONVENTION
CENTER

CONVENTION
CENTER

DELIVERES

B-CYCLE
CENTRAL HUB

INDICATED LOCATION OF
CONSTRUCTION FENCE - FINAL
LOCATION TO BE DETERMINED
DURING PRE-CONSTRUCTION
MEETING
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MEETING RAIL

HEAD

SILL

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #2

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #17
& #19a

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #3

SASH FRAME TO MATCH
EXISTING, PAINT

EXISTING WALL
CONSTRUCTION

EXISTING DECORATIVE
TRIM

WINDOW FRAME TO MATCH
EXISTING, PAINT

WINDOW SILL TO MATCH
EXISTING, PAINT

SASH FRAME TO MATCH
EXISTING, PAINT

GLAZING COMPOUND, TYP.

LOWER SASH UPPER SASH

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #4CH

SASH FRAME TO MATCH
EXISTING, PAINT

EXISTING WALL
CONSTRUCTION

EXISTING DECORATIVE
TRIM

WINDOW FRAME TO MATCH
EXISTING, PAINT

WINDOW SILL TO MATCH
EXISTING, PAINT (BELOW)

GLAZING COMPOUND, TYP.

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #2CH

EXISTING BALANCE

EXTERIOR

INTERIOR

LOWER SASH UPPER SASH

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #4CH

SASH FRAME TO MATCH
EXISTING, PAINT

EXISTING WALL
CONSTRUCTION

EXISTING DECORATIVE
TRIM

WINDOW FRAME TO MATCH
EXISTING, PAINT

WINDOW SILL TO MATCH
EXISTING, PAINT (BELOW)

GLAZING COMPOUND, TYP.

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #2CH

EXISTING BALANCE

EXTERIOR

INTERIOR

MEETING RAIL

HEAD

SILL

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #2

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #17
& #19a

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #3

SASH FRAME TO MATCH
EXISTING, PAINT

EXISTING WALL
CONSTRUCTION

EXISTING DECORATIVE
TRIM

WINDOW FRAME TO MATCH
EXISTING, PAINT

WINDOW SILL TO MATCH
EXISTING, PAINT

SASH FRAME TO MATCH
EXISTING, PAINT

GLAZING COMPOUND, TYP.
ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #3

NEW WINDOW SILL, PAINT

EXISTING SASH FRAME,
PAINT

EXISTING WALL
CONSTRUCTION

NEW WINDOW SILL
TO MATCH
EXISTING, PAINT

1x4 TRIM, PAINTED

1x10 TRIM, PAINTED

1x4 TRIM, PAINTED

1x4 TRIM, PAINTED

3/4" LATTICE PANEL,
PAINTED

EXISTING STRUCTURE,
REPLACE ROTTEN BOARDS AS
NECESSARY

GALVANIZED METAL
EXTENDED INTO GRADE

2 1/2"

2"

REHABILITATED DOOR

1X6 TRIM

EXISTING FOUNDATION

WOOD STOP

METAL TRHESHOLD
DOOR SWEEP

NEW 1X6 TRIM

EXISTING MASONRY WALL
W/ PLASTER FINISH

WOOD NAILER

NEW WOOD STOP

3/4
"

3/4"

INTERIOR DOOR, PROPED
OPEN FOR VENTALIATION
OF BUILDING

WOOD STOP
NAILED TO FLOOR

HEAD

SILL

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #8c & #17

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #7
& 8c

SASH FRAME TO MATCH
EXISTING, PAINT

EXISTING WALL
CONSTRUCTION

EXISTING DECORATIVE
TRIM

WINDOW FRAME TO MATCH
EXISTING, PAINT

WINDOW SILL TO MATCH
EXISTING, PAINT

GLAZING COMPOUND, TYP.

WOOD DRIP EDGE TO PATCH
PROFILE OF EXISITNG

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #8c & 17

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #7 & #8c

SASH FRAME TO MATCH
EXISTING, PAINT

EXISTING WALL
CONSTRUCTION

EXISTING DECORATIVE
TRIM

WINDOW FRAME TO MATCH
EXISTING, PAINT

GLAZING COMPOUND, TYP.

EXTERIOR

INTERIOR

MEETING STILES HINGED STILESLATCHED STILES

ACCURATE INTERLOCKING
WEATHERSTRIPS MODEL #1
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 3" = 1'-0"1 WINDOW DETAIL - HEAD/SILL
 3" = 1'-0"3 WINDOW DETAIL - JAMB

 3" = 1'-0"4 WINDOW DETAIL - JAMB

 3" = 1'-0"2 WINDOW DETAIL - HEAD/SILL

 3" = 1'-0"5 WINDOW DETAIL - SILL

 1 1/2" = 1'-0"6 PORCH DETAIL
 1 1/2" = 1'-0"7 TYPICAL THRESHOLD DETAIL

 1 1/2" = 1'-0"8 TYPICAL DOOR HEAD DETAIL, JAMB SIM.

 3" = 1'-0"9 DOOR STOP DETAIL

 3" = 1'-0"11 WINDOW DETAIL - HEAD/SILL

 3" = 1'-0"10 WINDOW DETAIL - HEAD/SILL

 3/4" = 1'-0"12 PROJECT CONSTRUCTION SIGN
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2-A2

2-A2

W1

D1

W2

2-A23

2-A2

W3 W4

D5

D4

D3

W8

W5

W6

312

4

7

5

6

4

2

REMOVE EXISTING
SIDEWALK

EXISTING PORCH FLOOR TO REMAIN

EXISTING
SIDEWALK

EXISTING CURB

NEW CURB

EXISTING
STONE
WALL

REMOVE EXISTING
CONCRETE SLAB

REPLACE ALL
CEILING JOISTS -
TO MATCH
EXISTING

SL
O

PE
 T

O
 D

R
AI

N

EXISTING
CURB

EXISTING CONCRETE
SLAB TO REMAIN

EXISTING PECAN TREE
TO REMAIN

W7

438

438

813813

1

209

209

209

REMOVE EXISTING DOORS -
TRANSOM TO REMAIN

NEW CONCRETE
WALK

EXISTING
SIDEWALK

505

439

803

SAWCUT CONCRETE

8
2-A2

810

814 810

804

804

803

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

GENERAL NOTES:
1. PREPARE AND PAINT DOOR, FRAMES AND TRIM, EXTERIOR.

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. REPLACE EXISTING ENTRY DOORS WITH PANELED CYPRESS WOOD DOORS TO MATCH HISTORIC & TRANSOM
2. NEW FRAME
3. REPAIR BOTTOM 1' OF DOOR FRAME AT ONE SIDE & REPAIR TOP 6" OF DOOR FRAME.

HEAD JAMB. SILL

3'-0"x8'-0"

---

---

---

---

D3

D4

D5

--- --- --- ---

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

-

2, 3

-

-

PR 3'-0"x7'-0"
w/ TRANSOM ---D1 EXIST NEW --- PAINT 2

3'-0"x8'-0"

1'-6"x8'-0"

DOOR SCHEDULE

------

WINDOW SCHEDULE
WINDOW

#
APPROX.

DIMS. REMARKSFINISH
EXT. INT.

HEAD JAMB. SILL

EXIST3'-4"x6'-5" EXIST EXIST CLEAN --

2, 5

W1

W2 EXIST EXIST EXIST

W3

W4

W5

W6

W7

3'-4"x6'-5"

3'-4"x6'-5"

3'-4"x6'-5"

3'-4"x4'-0"

3'-4"x4'-0"

3'-4"x4'-0"

EXISTEXISTEXIST

EXIST EXIST EXIST

EXISTEXISTEXIST

EXIST EXIST EXIST

2/G-A3

--

--

--

--

--

--

CLEAN

CLEAN

CLEAN

CLEAN

CLEAN

PAINT 1

2, 3, 5

REMARKS:
1. REPLICATE (MATCH EXISTING)
2. REHABILITATE (MATCH EXISTING COMPONENTS

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS

3. PREPARE AND PAINT
4. NEW SHUTTER
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

W8 3'-4"x5'-0" EXISTEXISTEXIST --CLEAN

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE. (NO SASH WEIGHTS)
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1 & 2/G-A3 SIM.

3

3

3

3

3

2/G-A3 2/G-A3

SHEET NO.

COPYRIGHT 2014
FISHER*HECK, INC.
ALL RIGHTS RESERVED

PR
O

JE
C

T:

1 2 3 4 5 6 7

A

B

C

D

E

F

91
5 

So
ut

h 
St

. M
ar

y'
s 

St
re

et
Sa

n 
A

nt
on

io
, T

ex
as

 7
82

05
21

0.
29

9.
15

00
 fa

x 
29

9.
15

22

PROJECT NO.

1 2 3 4 5 6 7

7/
2/

20
14

 9
:5

4:
09

 A
M

2-A1

FL
OO

R 
PL

AN
 A

ND
 R

OO
F 

PL
AN

2 -
 SW

EE
NE

Y H
OU

SE
 - S

TA
BI

LIZ
AT

IO
N

60
0 H

EM
IS

FA
IR

 P
LA

ZA
 W

AY
, B

UI
LD

IN
G 

30
1, 

SA
N 

AN
TO

NI
O,

 T
EX

AS
 78

20
5

1312 A1

HE
MI

SF
AI

R 
HI

ST
OR

IC
 H

OM
ES

 S
TA

BI
LIZ

AT
IO

N 
AN

D 
RE

HA
BI

LIT
AT

IO
N

 1/4" = 1'-0"1 FLOOR PLAN
 1/4" = 1'-0"2 ROOF PLAN

KEYNOTE LEGEND
209 REMOVE DOORS & DOOR FRAME. SUPPORT EXISTING MASONRY. INFILL

OPENING W/ MASONRY TO MATCH EXISTING. PLASTER EXTERIOR WALL TO
MATCH EXISTING. PAINT PATCH TO MATCH EXISTING.

438 REPAIR STRUCTURAL 6X6 COLUMN, BY SPLICING NEW SECTION OF 6X6
INTO EXISTING COLUMN

439 EXISTING PAINTED PLYWOOD TO REMAIN
505 30"x30" METAL LOUVER W/ SCREEN
803 NEW DOWNSPOUT
804 EXTEND EXISTING DOWNSPOUT
810 REMOVE AND REINSTALL EXISTING GUTTER TO DRAIN TO DOWNSPOUTS
813 NEW SPLASH BLOCK
814 REPLACE DAMAGED GUTTER TO MATCH EXISTING

REVISIONS DATE



209

318
010

440

804

209

439

505

208

803

813

814

440

010

209

EXISTING WEATHERHEAD,
CONDUIT AND LIGHTS TO BE
REMOVED.

EXISTING TRIM TO BE
MATCHED

803

2x TRIM

1/2" TRIM

CROWN TRIM TO MATCH
EXISTING

NEW 1x12 TRIM
W/ CHAMFERED TO EDGE

PORCH FLOOR

METAL COLUMN BRACKET

PORCH CEILING

SEALANT

6
2-A2

1x TRIM

7"

1/4
"

1'-2 1/2"

EXISTING COLUMN - REMOVE
DETERIORATE WOOD AT
BASE OF COLUMN

1x12  TRIM AT BASE (NEW)

1x6 COLUMN TRIM (NEW)

6'-0"

1'-4" 2" 3'-0" 2" 1'-4"

9'-
0"

7'-
0"

EXISTING TRANSOMS

SAFETY GLASS

NEW SIDELIGHTS
W/WD. PANELS

(SIMILAR TO FRONT ENTRY
 AT PERIEDA HOUSE)

2-A2
7

2-A2
5

813

804

208

810814

208

804

813

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

EXISTING PORCH

NEW CONCRETE WALK

NEW CONCRETE CURB
TO MATCH EXISTING

EXISTING PAVING
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 1/4" = 1'-0"3 EAST ELEVATION

 1/4" = 1'-0"2 NORTH ELEVATION

 1/4" = 1'-0"4 WEST ELEVATION

 1 1/2" = 1'-0"5 COLUMN DETAIL

 1 1/2" = 1'-0"6 COLUMN-DETAIL

 1/2" = 1'-0"7 DOOR ELEV 1/4" = 1'-0"1 SOUTH ELEVATION (FRONT ELEVATION)

KEYNOTE LEGEND
010 EXISTING TRANSFORMER PAD
208 REPAIR & PAINT EXISTING PLASTER
209 REMOVE DOORS & DOOR FRAME. SUPPORT EXISTING MASONRY. INFILL

OPENING W/ MASONRY TO MATCH EXISTING. PLASTER EXTERIOR WALL TO
MATCH EXISTING. PAINT PATCH TO MATCH EXISTING.

318 EXISTING CONCRETE PAD TO REMAIN
439 EXISTING PAINTED PLYWOOD TO REMAIN
440 EXISTING WOOD SIDING, PREPARE & PAINT
505 30"x30" METAL LOUVER W/ SCREEN
803 NEW DOWNSPOUT
804 EXTEND EXISTING DOWNSPOUT
810 REMOVE AND REINSTALL EXISTING GUTTER TO DRAIN TO DOWNSPOUTS
811 EXISTING ROOF TO REMAIN
813 NEW SPLASH BLOCK
814 REPLACE DAMAGED GUTTER TO MATCH EXISTING

REVISIONS DATE

 1 1/2" = 1'-0"8 NEW CURB/SIDEWALK



W20 W19 W18 W17 W16

W22

W21

W14

W15

W9 W10 W11 W12 W13

LINE OF ROOF BELOW
(SEE ROOF PLAN)

4-A3

4-A3

2

4-A3

1

3

W1
D2D1

W2

D4D3

W4

W3
W8

W7

W5W6

803

100

002

803

100

803

100

013815 815

100

100 100

016
016

014

FILL AREA WHERE STOOP REMOVED
TO DRAIN AWAY FROM BUILDING

10'-0"

ELECTRICAL PANEL
TO REMAIN

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

3, 5

WINDOW
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.
HEAD JAMB. SILL

EXIST3'-0"x9'-0" EXIST EXIST PAINT

-- 2, 3

1

3

3

1

3

2,  5

3

3, 5

3, 5

3, 5

3, 5

W1

W2

W3

W4

W5

W6

W7

W8

W9

W10

W11

W12

W13

W14

EXIST EXIST EXIST PAINT

NEW NEW NEW NEW

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

W15 EXIST EXIST EXIST PAINT

W16 EXIST EXIST EXIST PAINT

W17 EXIST EXIST EXIST PAINT

W18 EXIST EXIST EXIST PAINT

W19 EXIST EXIST EXIST PAINT

2, 5W20 EXIST EXIST EXIST PAINT

3, 5W21 EXIST EXIST EXIST PAINT

3, 5W22 EXIST EXIST EXIST PAINT

3'-0"x9'-0"

3'-0"x9'-0"

3

3

-

3, 4, 5

3

3, 5

WINDOW SCHEDULE

--

--

--

--

--

--

--

--

--

--

--

--

--

--

--

--

--

--

--

--

--

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

3'-0"x9'-0"

REMARKS:
1. REPLICATE WINDOW (MATCH EXISTING)
2. REHABILITATE (MATCH EXISTING COMPONENTS

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1 & 2/G-A3 SIM.

GENERAL NOTES:
1. CLEAN, TOUCH UP PAINT AS NECESSARY.

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. CLEAN DOOR AND FRAME.
2. REMOVE PLYWOOD, INSTALL NEW SAFETY GLASS AT TRANSOM.
3. REPLACE MISSING GLASS.
4. REPLACE DETERIORATED PORTIONS OF TRIM AROUND DOOR.

HEAD JAMB. SILL

D2

D3

D4

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT 2

 3'-0"x7'-0"
w/Transom ---D1 EXIST EXIST EXIST PAINT 2

DOOR SCHEDULE
See door repair and specification for additional scope of door repair.

2, 4

2 3'-0"x7'-0"
w/Transom
 3'-0"x7'-0"
w/Transom
 3'-0"x7'-0"
w/Transom

---

---

---
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 1/4" = 1'-0"2 SECOND FLOOR PLAN
 1/4" = 1'-0"1 FIRST FLOOR PLAN

KEYNOTE LEGEND
002 REMOVE EXISTING WALL, SHOWN DASHED
013 REMOVE EXISTING PLAQUE
014 REMOVE EXISTING DOWNSPOUT
016 REMOVE EXISTING CONCRETE STOOP
100 NEW SPLASH BLOCK
803 NEW DOWNSPOUT
815 REPAIR DAMAGED DOWNSPOUT

REVISIONS DATE



NEW MODIFIED BITUMEN
ROOFING AT PORCH ONLY.

STRAIGHTEN BENT GUTTER

OVER FLOW SPOUTOVER FLOW SPOUT

EXISTING CHIMNEY

EXISTING ROOF DRAIN

EXISTING ROOF DRAINEXISTING
ROOF DRAIN

EXISTING
ROOF DRAIN

NEW ROOF DRAIN

NEW ROOF
DRAIN

SL
OP

E SL
OP

E

SL
OP

E

SLOPESLOPE

INSTALL TAPERED INSULATION TO DIVERT
RAIN WATER TO ROOF DRAINS

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 ROOF PLAN
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803

100

803

100

803

100

815

100

803

013

014

100

803

815

100

803

016016

100

803

100

803

100

803

100

803

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"3 EAST ELEVATION

 1/4" = 1'-0"1 SOUTH ELEVATION (FRONT ELEVATION)
 1/4" = 1'-0"2 NORTH ELEVATION

KEYNOTE LEGEND
013 REMOVE EXISTING PLAQUE
014 REMOVE EXISTING DOWNSPOUT
016 REMOVE EXISTING CONCRETE STOOP
100 NEW SPLASH BLOCK
803 NEW DOWNSPOUT
813 NEW SPLASH BLOCK
815 REPAIR DAMAGED DOWNSPOUT

 1/4" = 1'-0"4 WEST ELEVATION

REVISIONS DATE



5-A6 5-A8

5-A5

5-A7

1

11

1

D1

W6

W5

W4

W7

W8

W9

W1

W2

W3

W10

W11

D3

D4

D5

D8

D6

D7

1 2

3

48

9

1201

100

100

D2

008

REFERENCE STRUCTURAL
FOR MASONRY WALL AND

FOUNDATION REPAIRS

REFERENCE STRUCTURAL FOR WORK
ASSOCIATED WITH CONCRETE PORCH

100

100

100

DEMOLISH EXISTING WOOD FRAMED TOILET ADDITION
AND ASSOCIATED MECHANICAL, ELECTRICAL AND
PLUMBING SYSTEMS BACK TO THE NEAREST J-BOX OR
CLEANOUT TO REMAIN

005

435

435

NEW WOOD COLUMN
MATCH EXISTING

NEW HANDRAIL
MATCH EXISTING

SALVAGE EXISTING
SECTION OF HANDRAIL
FOR REPRODUCTION

435

447

446446

447

NEW METAL LOUVER,
PAINTED

INFILL OPENING SANDWICH WALL,
EXTERIOR GRADE PLYWOOD ON
WOOD STUDS, PRIME AND PAINT
EXTERIOR PLYWOOD

WOOD HATCH TO BASEMENT, PAINT

EXISTING GAS METER

DEMO TOP CURB

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. REPLACE DETERIORATED WOOD COMPONENTS TO MATCH HISTORIC
2. PROP OPEN AND INSTALL WOOD DOOR STOP ON ALL INTERIOR DOORS, SEE DETAIL 9/G-A3

HEAD JAMB. SILL

3'-0"x7'-0"
w/ TRANSOM

3'-0"x7'-0"
w/ TRANSOM

3'-0"x7'-0"
w/ TRANSOM -

-

-

-

-

D2

D3

D4

D5

D6

- - - STAIN

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

3'-0"x7'-0"
w/ TRANSOM -D7 EXIST EXIST EXIST PAINT

3'-0"x7'-0"
w/ TRANSOM -D8 EXIST EXIST EXIST PAINT

-D9 EXIST EXIST EXIST PAINT

3'-0"x7'-0"
w/ TRANSOM -D10 EXIST EXIST EXIST PAINT

-D11 EXIST EXIST EXIST PAINT

2'-6"x7'-0"
w/ TRANSOM -D12 EXIST EXIST EXIST PAINT

3'-0"x7'-0"
w/ TRANSOM -D13 EXIST EXIST EXIST PAINT

3'-0"x7'-0"
w/ TRANSOM -D14 EXIST EXIST EXIST PAINT

3'-0"x7'-0"
w/ TRANSOM -D15 EXIST EXIST EXIST PAINT

3'-0"x7'-0"
w/ TRANSOM -D16 EXIST EXIST EXIST PAINT

1, w/ SIDELIGHTS BOTH SIDES

-

-

-

NEW SOLID CORE WOOD DOOR

-

-

-

-

-

-

-

1

-

PR 2'-6"x7'-0"
w/ TRANSOM -D1 EXIST EXIST EXIST STAIN -

3'-0"x7'-0"
w/ TRANSOM

3'-0"x7'-0"
w/ TRANSOM

3'-0"x7'-0"
w/ TRANSOM

PR 2'-6"x7'-0"
w/ TRANSOM

DOOR SCHEDULE
See door repair and restoration specification for additional scope of door repair.

1200

DEMO EXISTING MECHANICAL
EQUIPMENT AND PIPING AND
EXISTING ELECTRICAL DEVICES
AND CONDIUT BACK TO
ELECTRICAL PANEL OR FIRST
GOOD J-BOX

REPAIR VAULTED
BRICK CEILING,
REF. STRUCT.

B

SET IN GRAVEL
SLOPE DIRT FLOOR TO SUMP

1201

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 FIRST FLOOR PLAN

KEYNOTE LEGEND
005 BRICK PAVERS TO BE REMOVED BY OTHERS
008 DEMO EXISTING FLOOR AND WOOD JOISTS
100 NEW SPLASH BLOCK
435 REPAIR DAMAGED/DETERIORATED WOOD FLOOR FRAMING
446 INSTALL PLYWOOD DECKING
447 NEW FLOOR JOISTS
1200 NEW SUMP PUMP AND BASIN, SEE MEP
1201 REMOVE ABANDONED VENT

 1/4" = 1'-0"2 BASEMENT FLOOR PLAN

REVISIONS DATE



5-A6 5-A8

5-A5

5-A7

1

11

1

W12

W13

W14

W15

W26

W27

W16

W17

W18

W19

W20

W22

W23

W24

W25

D9

D10

D11

D12

D16

D13

D14

D15

10

11 12

13

1415

16

17

2'-
0"

8'-
4"

8'-
0"

400

400

800

420

420

420

400

436

436

436

436

436

DEMOLISH EXISTING WOOD FRAMED TOILET ADDITION
AND ASSOCIATED MECHANICAL, ELECTRICAL AND
PLUMBING SYSTEMS BACK TO THE NEAREST J-BOX
OR CLEANOUT TO REMAIN

NEW METAL LOUVER,
PAINTED

NEW WOOD COLUMN,
MATCH EXISTING COLUMNS

NEW HANDRAIL,
MATCH EXISTING

SALVAGE EXISTING
SECTION OF HANDRAIL
FOR REPRODUCTION

9'-
10

 1/
4"

INSTALL NEW BEAM AT
ROOF SOFFIT, ABOVE

NEW HANDRAIL,
MATCH EXISTING

INFILL OPENING WITH EXTERIOR
GRADE PLYWOOD ON WOOD
STUDS, PAINT PLYWOOD

W21

2i, 3

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1 & 2/G-A3 SIM.
3. REMOVE ANY PAINT OVER RUNS ON EXISTING MASONRY FROM PREVIOUS PAINTINGS.

WINDOW
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.
HEAD JAMB. SILL

EXIST

4'-0"x9'-0"

4'-0"x7'-0"

4'-0"x9'-0"

3'-0"x9'-0" EXIST EXIST PAINT

2h, 2i, 3

2i, 3, 5

2i, 3, 6/6 DOUBLE HUNG

2i, 3, 6/6 DOUBLE HUNG

2i, 3, 5, 6/6 DOUBLE HUNG

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3, 5

W1

W2

W3

W4

W5

W6

W7

W8

W9

W10

W11

W12

W13

W14

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

W15 EXIST EXIST EXIST PAINT

W16 EXIST EXIST EXIST PAINT

W17 EXIST EXIST EXIST PAINT

W18 EXIST EXIST EXIST PAINT

W19 EXIST EXIST EXIST PAINT

2i, 3W20 EXIST EXIST EXIST PAINT

3'-0"x9'-0" 2a, 2c, 2i, 3W21 PAINT

3'-0"x3'-0" 2i, 3W22 EXIST EXIST EXIST PAINT

3'-0"x3'-0" 2i, 3W23 EXIST EXIST EXIST PAINT

2i, 3W24 EXIST EXIST EXIST PAINT

2i, 3W25 EXIST EXIST EXIST PAINT

2i, 3W26 EXIST EXIST EXIST PAINT

4'-0"x7'-0" 2i, 3W27 EXIST EXIST EXIST PAINT

2c, 2i, 3, 5W28 EXIST EXIST EXIST PAINT

2i, 3, 5W29 EXIST EXIST EXIST PAINT

3'-0"x4'-0" 2i, 3W30 EXIST EXIST EXIST PAINT

2a, 2i, 3W31 EXIST EXIST EXIST PAINT

2i, 3W32 EXIST EXIST EXIST PAINT

2i, 3W33 EXIST EXIST EXIST PAINT

2i, 3W34 EXIST EXIST EXIST PAINT

2i, 3, REMOVE AND STOREW35 EXIST EXIST EXIST PAINT

4'-0"x9'-0"

3'-0"x9'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x4'-0"

3'-0"x4'-0"

3'-0"x4'-0"

3'-0"x4'-0"

3'-0"x4'-0"

3'-0"x4'-0"

3'-6"x6'-0"

3'-0"x7'-0"

3'-0"x3'-0"

2i, 3

2c, 2i, 3,

2d, 2i, 3, 6/6 DOUBLE HUNG

2d, 2i, 3, 6/6 DOUBLE HUNG

2i, 3

2i, 3

WINDOW SCHEDULE
See window repair and restoration specification for additional scope of window repair.

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

REMARKS:
1. REPLICATE (MATCH -ING)
2. REHABILITATE (MATCH -ING COMPONENTS)

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

EXIST EXIST EXIST

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 SECOND FLOOR PLAN

KEYNOTE LEGEND
400 REMOVE AND REPLACE TONGUE & GROOVE PORCH DECKING WITH NEW

DECKING TO MATCH EXISTING
420 REPLACE WOOD RAFTERS TO MATCH EXISTINGM SEE STRUCTURAL
436 REPAIR DAMAGED/DETERIORATED WOOD CEILING JOISTS
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING

REVISIONS DATE



5-A6 5-A8

5-A5

5-A7

1

11

1

29

30

28

31

32

33

34

35

21

22

26

24 25

23

800

800

420

DEMO EXISTING WOOD FRAMED TOILET ADDITION
AND ASSOCIATED MECHANICAL, ELECTRICAL AND
PLUMBING SYSTEMS BACK TO THE NEAREST J-BOX
OR CLEANOUT TO REMAIN, ALTERNATE BID # X

436436

435

REMOVE EXISTING CASEMENT
WINDOW AND STORE IN ROOM 26,
INSTALL A TEMPORARY LOUVER AND
BUG SCREEN FOR BLDG. VENTILATION

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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KEYNOTE LEGEND
420 REPLACE WOOD RAFTERS TO MATCH EXISTINGM SEE STRUCTURAL
435 REPAIR DAMAGED/DETERIORATED WOOD FLOOR FRAMING
436 REPAIR DAMAGED/DETERIORATED WOOD CEILING JOISTS
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING

 1/4" = 1'-0"1 THIRD FLOOR PLAN

REVISIONS DATE



5-A6 5-A8

5-A5

5-A7

1

11

1

800

800

805

805

DEMO EXISTING WOOD FRAMED TOILET ADDITION
AND ASSOCIATED MECHANICAL, ELECTRICAL AND
PLUMBING SYSTEMS BACK TO THE NEAREST J-BOX
OR CLEANOUT TO REMAIN

800

800

REPLACE THRU-WALL FLASHING,
CONNECT TO INTEGRAL GUTTER

EXTENTS OF WATER DAMAGE BELOW,
EXISTING METAL SHINGLE ROOF

EXTENTS OF WATER DAMAGE,
EXISTING METAL SHINGLE ROOF

NEW FLATLOCK METAL ROOF AND
NEW FLASHING AT ADJACENT WALLS

NEW FLATLOCK METAL ROOF

501

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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KEYNOTE LEGEND
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING
805 REPAIR ROOF LEAK

 1/4" = 1'-0"1 ROOF PLAN

REVISIONS DATE



300314502 502

408

412

EXISTING GRADE

NEW GRADE

324
411

PREP AND PAINT PORCH

411

007

REPLACE INSECT SCREEN AND
REPAIR WOOD JAMB AND SILL

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 SOUTH ELEVATION (FRONT ELEVATION)

KEYNOTE LEGEND
007 EXISTING WOOD ATTIC LOUVER TO REMAIN
300 REPAIR CRACKED STONE SILL
314 REMOVE INAPPROPRIATE MORTAR IN HATCHED AREA AND REPOINT WITH

MORTAR APPOXIMATING ORIGINAL MIX AND COLOR
324 REPOSITION STONE AT ORINGAL ALIGNMENT
408 REPLACE DETERIORATED COLUMN BASE TRIM
411 NEW WOOD COLUMNS, PAINT
412 STABILIZE HANDRAIL
502 REPLACE DAMAGED METAL VENT COVER TO MATCH EXISTING, PAINT

REVISIONS DATE



314

314 502

502 502 502

306

301

300

107

14
'-6

"
1'-

6"

10'-6"
EXISTING GRADE

NEW GRADE

12011201
REBUILD DOOR, SIDELIGHTS AND
WOOD EXTERIOR SURROUND,
SALVAGE SECTIONS OF EXISTING
PROFILES FOR REPLICATION

PREPARE AND PAINT
WOOD ELEMENTS AT
PROJECTION WINDOW

7'-8"

5 1/2"1'-6 1/4"2 1/2"
AS SCHEDULED

( 3'-3 1/2" )2 1/2"1'-6 1/4"5 1/2"

5 1
/2"

AS
 S

CH
ED

UL
ED

( 8
'-0

 1/
2"

 )

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 WEST ELEVATION

KEYNOTE LEGEND
107 REMOVE TREE ROOT FROM MASONRY
300 REPAIR CRACKED STONE SILL
301 REPOINT MORTAR JOINTS IN DASHED AREA
306 REPAIR CRACKED STONE LINTEL
314 REMOVE INAPPROPRIATE MORTAR IN HATCHED AREA AND REPOINT WITH

MORTAR APPOXIMATING ORIGINAL MIX AND COLOR
502 REPLACE DAMAGED METAL VENT COVER TO MATCH EXISTING, PAINT
1201 REMOVE ABANDONED VENT

 1/2" = 1'-0"2 WEST ENTRY ENLARGED ELEVATION

REVISIONS DATE



803

301

CLEAN ALGAE
STAINS ON STONE

403

403

437 403

8'-
0"

1'-
6"

EXISTING GRADE

NEW GRADE

WOOD STUD INFILL WALL
W/EXTERIOR GRADE
PLYWOOD, PAINTED

WOOD STUD INFILL WALL
W/EXTERIOR GRADE
PLYWOOD, PAINTED

ALIGN

ALIGN

2'-0"x3'-8"
LOUVER

2'-0"x3'-8"
LOUVER

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 NORTH ELEVATION

KEYNOTE LEGEND
301 REPOINT MORTAR JOINTS IN DASHED AREA
403 REPLACE MISSING DECORATIVE WOOD TRIM TO MATCH EXISTING
437 REPAIR DAMAGED/DETERIORATED WOOD STAIR NEWEL POST
803 NEW DOWNSPOUT

REVISIONS DATE



300

502 NEW 4X4 COLUMN,
SUPPORTING STAIR

406403

411

412

411

411

415415

415415

NEW WOOD BEAM,
REF. STRUCTURAL

436

FRONT ELEVATION OF PORCH, PREP AND PAINT PORCH AS DESCRIBED IN GENERAL NOTES B

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 EAST ELEVATION

KEYNOTE LEGEND
300 REPAIR CRACKED STONE SILL
403 REPLACE MISSING DECORATIVE WOOD TRIM TO MATCH EXISTING
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
411 NEW WOOD COLUMNS, PAINT
412 STABILIZE HANDRAIL
415 NEW HANDRAIL, MATCH EXISTING
436 REPAIR DAMAGED/DETERIORATED WOOD CEILING JOISTS
502 REPLACE DAMAGED METAL VENT COVER TO MATCH EXISTING, PAINT

REVISIONS DATE











7-A7

1

7-A61

7-A5 2

7-A5

1

1 2

3

4

5

15

16

17

18

1112

6

1314

7

8

15

9

10

D1

D2

3 1

2

4

5

418

006

UP

UP

DN

DN

2'-0"4'-7 1/2"2'-0"

433

436

435

100

100

100

100

100

100

DEMO EXISTING TWO-STORY WOOD PORCH,
ROOF RAFTERS AND ROOF DECK TO REMAIN,

SALVAGE  ARCHITECTURAL ELEMENTS FOR
REPRODUCTION

445

4'-
0"

2'-0"

2
7-A7

418 449

423423

424424

006

INSTALL 3/4" PLYWOOD
WHERE INTERIOR FINISHES

WERE REMOVED
INSTALL 3/4" PLYWOOD

WHERE INTERIOR FINISHES
WERE REMOVED

INSTALL 3/4" PLYWOOD
WHERE INTERIOR FINISHES
WERE REMOVED

425425

425425

017

003

003

EXISTING HANDRAIL
TO REMAIN

436

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.
HEAD JAMB. SILL

-

-

-

D2

D3

D4

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT 1

PAIR 3'-0"x7'-0"
w/Transom -D1 EXIST EXIST EXIST PAINT 1, 3

DOOR SCHEDULE
See door repair and specification for additional scope of door repair.

-

- 3'-0"x7'-0"
w/Transom
 3'-0"x7'-0"
w/Transom
 3'-0"x7'-0"
w/Transom

REMARKS:
1. REPLACE CRACKED PANEL
2. PROP OPEN AND INSTALL WOOD DOOR STOP ON ALL INTERIOR DOORS, SEE DETAIL 9/G-A3
3. REPLACE MISSING PANE OF GLASS

WINDOW SCHEDULE
WINDOW

#
APPROX.

DIMS. REMARKSFINISH
EXT. INT.

HEAD JAMB. SILL

3'-0"x9'-1" PAINT --W1

W2 PAINT

See window repair and Stabilization specification for additional scope of window repair.

W3

W4

W5

W6

W7

W8

W9

3'-0"x9'-1"

3'-0"x7'-0"

5'-0"x7'-0"

3'-0"x9'-0"

3'-0"x7'-0"

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

--

--

--

--

--

--

--

--

W10

W11

W12

W13

W14

W15

W16

W17

W18

W20

W21

W22

W23

W24

W25

W26

W27

W28

W29

W30

W31

W32

W33

W34

W35

W36

W37

W38

W39

W40

W41

W42

W43

PAINT --

3'-0"x7'-0" PAINT --

PAINT --

PAINT --

PAINT --

3'-0"x7'-0" 1/G-A3 3/G-A3 1/G-A3 PAINT --

1'-6"x2'-6" PAINT --

1'-6"x4'-0" PAINT --

PAINT --

3'-0"x9'-1" PAINT --

1'-6"x5'-0" PAINT --

PAINT --

PAINT --

3'-0"x7'-0" PAINT --

2'-6"x7'-0" PAINT --

3'-0"x7'-0" PAINT --

3'-0"x7'-0" PAINT --

PAINT --

PAINT --

PAINT --

PAINT --

3'-0"x6'-0" PAINT --

3'-0"x7'-0" PAINT --

3'-0"x7'-0" PAINT --

1'-6"x4'-0" PAINT --

3'-0"x9'-0" PAINT --

3'-0"x9'-0" PAINT --

3'-0"x7'-0" PAINT --

3'-0"x7'-0" PAINT --

3'-0"x7'-0" PAINT --

PAINT --

PAINT --

3'-0"x7'-0" PAINT --

2i, 3

3'-0"x7'-0"

1'-6"x5'-0"

1'-6"x5'-0"

2i, REPLACE MEETING RAIL

2i, REPLACE MEETING RAIL

W44 2'-0"x2'-6" PAINT --

W45 2'-0"x2'-6" PAINT --

W46 2'-0"x2'-6" PAINT --

W47 PAINT --

W48 PAINT --

2i, 5

2i, REINSTALL WINDOW

3'-0"x7'-0"

1'-6"x4'-0"

1'-6"x4'-0"

2i, 3

2i, 3

1

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0" 2i, 3

2i, 3

2i, 3

2i, 3

2i, REPLACE MEETING RAIL

2i, 5, REPLACE MEETING RAIL

1, MATCH W44

1, MATCH W45

2i, 3

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0" 2i, 3

2i, 3

2i, 3

2i, 3

2i, 5

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

3'-0"x7'-0"

W49 PAINT -- 1, MATCH W46

W50 1'-6"x2'-6" PAINT -- 2h, 2i

W51 1'-6"x2'-6" PAINT -- 2i, 5

2'-0"x2'-6"

2'-0"x2'-6"

2'-0"x2'-6"

REMARKS:
1. REPLICATE (MATCH -ING)
2. REHABILITATE (MATCH -ING) COMPONENTS

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

2i, 3

2i, 3

2i, 3

2i, 3

1

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

2i, 3

EXIST EXIST EXIST

PAINT

1

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

EXIST EXIST EXIST

1/G-A3 3/G-A3 1/G-A3

11/G-A3 10/G-A3 11/G-A3

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1 & 2/G-A3 SIM.

11/G-A3 10/G-A3 11/G-A3

11/G-A3 10/G-A3 11/G-A3

1/G-A3 3/G-A3 1/G-A3
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 1/4" = 1'-0"1 FIRST FLOOR PLAN

KEYNOTE LEGEND
003 EXISTING PAVING TO REMAIN
006 CAREFULLY REMOVE DECORATIVE PRESSED MTL CEILING AND STORE

NON-DETERIORATED PIECES INSIDE HOUSE; INSTALL CEMENTOUS BOARD
CEILING IN PLACE; PAINT

017 EXISTING RAMP AND HANDRAIL TO REMAIN
100 NEW SPLASH BLOCK
418 REPAIR DAMAGED BEAM AND EXTERIOR WOOD TRIM
423 EXISTING DECKING, PREPARE & PAINT
424 EXISTING PORCH SOFFIT, PREPARE & PAINT
425 PREPARE  AND PAINT WOOD COLUMNS, TRIM, RAILIING, ETC.
433 RECONSTRUCT WOOD FRAMED PORCH INCLUDING HANDRAILS, NEW STEPS

AND FRETWORK TO MATCH PREVIOUS, PAINT
435 REPAIR DAMAGED/DETERIORATED WOOD FLOOR FRAMING
436 REPAIR DAMAGED/DETERIORATED WOOD CEILING JOISTS
445 REMOVE DETERIORATED WOOD FLOORING AND REPLACE WITH 3/4" PLYWOOD

DECKING
449 REPLACE WOOD DECKING

REVISIONS DATE



7-A7

1

7-A61

7-A5 2

7-A5

1

D4

D3

20

32

21 22 23

24

25

26

39

40

41

42

43

3334

27

353637

28

29

38

30

31

6

78

9

10

11

12

UPDN

DN

433

445

435

2
7-A7

INSTALL 3/4" PLYWOOD
WHERE INTERIOR FINISHES

WERE REMOVED

423

424

423

424

425425

425425

435

445

445

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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KEYNOTE LEGEND
423 EXISTING DECKING, PREPARE & PAINT
424 EXISTING PORCH SOFFIT, PREPARE & PAINT
425 PREPARE  AND PAINT WOOD COLUMNS, TRIM, RAILIING, ETC.
433 RECONSTRUCT WOOD FRAMED PORCH INCLUDING HANDRAILS, NEW STEPS

AND FRETWORK TO MATCH PREVIOUS, PAINT
435 REPAIR DAMAGED/DETERIORATED WOOD FLOOR FRAMING
445 REMOVE DETERIORATED WOOD FLOORING AND REPLACE WITH 3/4" PLYWOOD

DECKING

 1/4" = 1'-0"1 SECOND FLOOR PLAN

REVISIONS DATE



7-A7

1

7-A61

7-A5 2

7-A5

1

44 45 46

4748

13

51

50

DN

007

007

007

007

009009

49

2
7-A7

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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KEYNOTE LEGEND
007 EXISTING WOOD ATTIC LOUVER TO REMAIN
009 DEMO EXISTING WINDOWS

 1/4" = 1'-0"1 THIRD FLOOR PLAN

REVISIONS DATE



7-A7

1

7-A61

7-A5 2

7-A5

1

801

812

812

812812812

812

812

812

812

812812

2
7-A7

801

501

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

SHEET NO.

COPYRIGHT 2014
FISHER*HECK, INC.
ALL RIGHTS RESERVED

PR
O

JE
C

T:

1 2 3 4 5 6 7

A

B

C

D

E

F

91
5 

So
ut

h 
St

. M
ar

y'
s 

St
re

et
Sa

n 
A

nt
on

io
, T

ex
as

 7
82

05
21

0.
29

9.
15

00
 fa

x 
29

9.
15

22

PROJECT NO.

1 2 3 4 5 6 7

7/
2/

20
14

 9
:5

4:
37

 A
M

7-A4

RO
OF

 P
LA

N

7 -
 A

CO
ST

A 
HO

US
E -

 ST
AB

ILI
ZA

TIO
N

60
0 H

EM
IS

FA
IR

 P
LA

ZA
 W

AY
, B

UI
LD

IN
G 

23
4, 

SA
N 

AN
TO

NI
O,

 T
EX

AS
 78

20
5

1312 A1

HE
MI

SF
AI

R 
HI

ST
OR

IC
 H

OM
ES

 S
TA

BI
LIZ

AT
IO

N 
AN

D 
RE

HA
BI

LIT
AT

IO
N

KEYNOTE LEGEND
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
801 NEW STANDING SEAM METAL ROOF, PAINT
812 NEW GA. METAL GUTTER

 1/4" = 1'-0"1 ROOF PLAN

REVISIONS DATE



310

301

316

105 SLOPE GRADESLOPE GRADE

301

106

301 301

301

600

REPLACE DETERIORATED WOOD,
PRIME AND PAINT

300

801

325

301 301

433

301

802802

317

300

801

017

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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KEYNOTE LEGEND
017 EXISTING RAMP AND HANDRAIL TO REMAIN
105 FINISHED GRADE
106 TRIM TREE LIMBS THAT OVERHANG ROOF LINES
300 REPAIR CRACKED STONE SILL
301 REPOINT MORTAR JOINTS IN DASHED AREA
310 REPAIR DAMAGED STONE
316 REPLACE CRACKED STONE SILL
317 NEW LIMESTONE HEADER; 8" DEEP
325 REBUILD SECTION OF BRICK WALL
433 RECONSTRUCT WOOD FRAMED PORCH INCLUDING HANDRAILS, NEW STEPS

AND FRETWORK TO MATCH PREVIOUS, PAINT
600 NEW WINDOW AS SCHEDULED
801 NEW STANDING SEAM METAL ROOF, PAINT
802 NEW HALF ROUND GUTTER WITH DOWNSPOUT

 1/4" = 1'-0"1 NORTH ELEVATION (FRONT ELEVATION)
 1/4" = 1'-0"2 EAST ELEVATION

REVISIONS DATE



REPOINT 100% OF WEST FACADE

802802802

802

317317

317

600

801

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 WEST ELEVATION

KEYNOTE LEGEND
317 NEW LIMESTONE HEADER; 8" DEEP
600 NEW WINDOW AS SCHEDULED
801 NEW STANDING SEAM METAL ROOF, PAINT
802 NEW HALF ROUND GUTTER WITH DOWNSPOUT

REVISIONS DATE



1 1/2" GALVANIZED TUBING
HANDRAIL, PAINTED

NEW WOOD NEWEL POST, PAINTED
PROFILE SIMILAR TO COLUMN

STANDING SEAM METAL ROOF
ON EXISTING 1X12 DECKING

ON EXISTING 2X ROOF JOISTS

NEW ROOF RAFTERS AND DECKING,
REBUILD TO MATCH ADJACENT

NEW TURNED POST
TO MATCH EXISTING

7-A7
3

7-A7
4

PRESURE TREATED 2X
STEPS AND STRINGER

NEW WOOD COLUMNS, PAINTED
MATCH EXISTING PROFILE

METAL HANDRAIL, PAINTED

NEW WOOD RAILING,
PAINTED

NEW WOOD SOFFIT, PAINTED
MATCH EXISTING BEADBOARD

1/8" SLOPE

1/8" SLOPE

RETURN HANDRAIL
TO WOOD POST

RETURN HANDRAIL
TO WOOD POST

NEW WOOD NEWEL POST, PAINTED
PROFILE SIMILAR TO COLUMN

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

2X WOOD RAIL CAP, PAINTED
MATCH EXISTING PROFILE

1X1 WOOD BALUSTERS,
PAINTED

2X WOOD BOTTOM RAIL, PAINTED
MATCH EXISTING PROFILE

2'-
3"

2 1
/2"

2'-
5 3

/4"

1 1/2" DIA. PIPE, PAINTED

1" DIA. POST, CENTERED BEHIND COLUMN,
4' SPACING MAX, PAINTED

RAIL MOUNTED TO WOOD
POST W/ 4" DIA. MTL PLATE,
GUARDRAIL SPANS
BETWEEN COLUMNS

NEW WOOD COLUMN, PAINTED
MATCH EXISTING PROFILE

TOP RAIL CHAMFERED, PAINTED
1" TRIM, ON ALL SIDES
OF CEILING, PAINTED

2X BOTTOM RAIL, SLOPE TO DRAIN, PAINTED

1x1 WOOD BALUSTERS, PAINTED

3'-
0"

2X  GIRDER BEAM, PAINTED
LET INTO COLUMN BEYOND

1X FACIA, PAINTED

2X4, PAINTED

EXISTING RAFTERS

NEW METAL ROOF ON
EXISTING 1X12 DECKING

NEW GUTTER, TYPICAL

433

802

801

301

301

301

301

301

317 317

317

BEFORE PORCH REPAIR IS ACCOMPLISHED,
REPOINT AREA OF REAR WALL UNDER PORCH FLOOR

600600600

2
7-A7

801

METAL HANDRAIL, PAINTED

EXISTING RAMP NOT SHOWN,
RAMP SHOULD BE REPAIRED AND PAINTED
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KEYNOTE LEGEND
301 REPOINT MORTAR JOINTS IN DASHED AREA
317 NEW LIMESTONE HEADER; 8" DEEP
433 RECONSTRUCT WOOD FRAMED PORCH INCLUDING HANDRAILS, NEW STEPS

AND FRETWORK TO MATCH PREVIOUS, PAINT
600 NEW WINDOW AS SCHEDULED
801 NEW STANDING SEAM METAL ROOF, PAINT
802 NEW HALF ROUND GUTTER WITH DOWNSPOUT

 1/2" = 1'-0"2 PORCH SECTION

REVISIONS DATE

 1 1/2" = 1'-0"3 PORCH DETAIL

 1 1/2" = 1'-0"4 PORCH DETAIL

 1/4" = 1'-0"1 SOUTH ELEVATION









16-A2

801

802

16-A2 4

16-A2

1

16-A2

2

3

INSTALL NEW
FASCIA & 1x2 DRIP

NEW CRICKET.
FRAMED AT UPPER
SLOPE OF CHIMNEY.

NEW GALV. SHT.
METAL CAP, TO
CLOSE CHIMNEY
FLUES

NEW GALV. SHT.
METAL CAP, TO
CLOSE CHIMNEY
FLUES

2
16-A3

1
16-A3

D1

W3

W2W1

D2 W4

2

3

1

16-A2

EXISTING SLAB TO REMAIN

203

16-A2 4

16-A2

1

16-A2

2

3

1001

319

SALVAGE EXISTING
WOOD STUDS AND
RE-BUILD ON NEW
GRADE BEAM

SALVAGE EXISTING
WOOD STUDS AND
RE-BUILD ON NEW
GRADE BEAM

2
16-A3

GENERAL NOTES:
1. Prepare and paint door, frames and trim (exterior).

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. CLEAN AND PAINT

HEAD JAMB. SILL

3'-0"x5'-8"D2 5/16-A3 5/16-A3 6/16-A3 PAINT

3'-0"x7'-0"D1 EXIST EXIST EXIST PAINT -

DOOR SCHEDULE
See door repair and specification for additional scope of door repair.

WINDOW SCHEDULE
WINDOW

#
APPROX.

DIMS. REMARKSFINISH
EXT. INT.

HEAD JAMB. SILL

EXIST3'-0"x5'-0" EXIST EXIST PAINT --

3

W1

W2 EXIST EXIST EXIST

W3

3'-0"x5'-0"

2'-0"x2'-0"

2/G-A3

--

--

PAINT

PAINT

REMARKS:
1. REPLICATE (MATCH EXISTING)
2. REHABILITATE (MATCH EXISTING COMPONENTS

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1 & 2/G-A3 SIM.

3

MATCH EXISTING

4--PAINTW4

3'-0"x5'-0" 2/G-A3 2/G-A3

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"2 ROOF PLAN
 1/4" = 1'-0"1 FLOOR PLAN (FRONT ELEVATION)

KEYNOTE LEGEND
203 REPAIR PLASTER (LEVEL 3)
319 CALICHE BLOCK IN-FILL
801 NEW STANDING SEAM METAL ROOF, PAINT
802 NEW HALF ROUND GUTTER WITH DOWNSPOUT
1001 EXISTING CONDENSING UNIT

REVISIONS DATE



813

803

812

211

211

500

441

203
321

1
16-A3

903

500

203

444

813

803

801

812

603

444

700

903

500

211

2
16-A3

500

211

16-A3
4

16-A3
3

602

441

506

203

320

211

500

444

903

211

500

203

801

817

818

441

442

443

500

211

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"4 SOUTH ELEVATION

 1/4" = 1'-0"2 WEST ELEVATION

KEYNOTE LEGEND
203 REPAIR PLASTER (LEVEL 3)
211 NEW PLASTER AT CHIMNEY
320 REPAIR CRACK IN MASONRY BY RECONSTRUCTING WALL SO THAT STONE

COURSES SPAN ACROSS LINE OF CRACK.
321 INFILL WALL WITH CALICHE BLOCK MASONRY; REPLASTER EXTERIOR W/

LIME-BASED PLASTER.
441 EXISTING WOODEN BRACKETS, PREPARE & PAINT
442 EXISTING DOOR, PREPARE & PAINT
443 REPAIR WOOD WINDOWS AND TRIM, PREPARE & PAINT
444 NEW BOARD & BATTEN WRC SIDING
500 NEW METAL FLASHING
506 GALV. MTL. FLASHING AT HEAD OF WINDOW
602 NEW WINDOW AND EXTERIOR TRIM, PREPARE & PAINT
603 NEW WINDOW FRAME AND SHUTTER, PREPARE & PAINT
700 NEW DOOR AS SCHEDULED, PREPARE & PAINT
801 NEW STANDING SEAM METAL ROOF, PAINT
803 NEW DOWNSPOUT
812 NEW GA. METAL GUTTER
813 NEW SPLASH BLOCK
817 NEW 1x2 WRC DRIP
818 NEW 2x6 FASCIA
903 NEW GRADE BEAM, SEE STRUCTURAL

 1/4" = 1'-0"3 NORTH ELEVATION

 1/4" = 1'-0"1 EAST ELEVATION (FRONT ELEVATION)

REVISIONS DATE



EXISTING CONC.
FLOOR

2X6 PLATE

NEW REINF. CONC.
GRADE BEAM - REF. TO
STRUCT.

NEW GRADE

BATTEN 1X2

1X12 WRC SIDING

EXTERIOR SHEATHING

BATT INSULATION

SALVAGE EXISTING WOOD STUDS

5/8"   GYPSUM WALL BOARD

2X6 WOOD FRAMING

5/8"   GYPSUM WALL BOARD

BATT INSULATION

1x12 VERTICAL WRC BOARDS

EXTERIOR SHEATHING

1X8 WRC

GA. SHEET METAL
GUTTER

NEW STANDING SEAM
METAL ROOF

OMIT CURB AT
DOORWAY

4"

3 1
/2"

1x2 WRC BATTENS

NEW 1x2 WRC DRIP

1x6 BRACING ON INTERIOR
SIDE OF DOOR

1X6 VERTICAL T&G
L.S.Y.P. BOARDS

NEW 1x4 ROUGH-SAWN
WRC TRIM

3'-0"

5'-
8"

1x6 BRACING ON INTERIOR
SIDE OF DOOR

NEW 1x4 ROUGH-SAWN
WRC TRIM

1x6 VERTICAL T&G
L.S.Y.P. BOARDS

CALICHE WALL

 EXISTING
PLASTER

1X2 WRC

1 X WRC
FASCIA

S.S. METAL  ROOF
DRIP EDGE

EXISTING ROOF DECK
(REPLACE DAMAGED WD.)

5 1/2"

EXTERIOR SHEATHING

1x12 VERTICAL
WRC  BOARDS

1x2 WRC BATTEN

1x4 ROUGH-SAWN
WRC TRIM

2"

1x4 ROUGH-SAWN
WRC-TRIM

NEW GRADE

DOOR STOP

METAL TRHESHOLD

1x6 VERTICAL T&G
L.S.Y.P. BOARDS

EXISTING FOUNDATION

DOOR TRIM
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 1 1/2" = 1'-0"2 WALL SECTION

 1 1/2" = 1'-0"3 DOOR & FRAME ELEVATION

 1 1/2" = 1'-0"4 WINDOW SHUTTER & FRAME ELEVATION

 1 1/2" = 1'-0"1 EAVE DETAIL

 1 1/2" = 1'-0"5 DOOR JAMB (HEAD SIM.)

 1 1/2" = 1'-0"6 DOOR SILL

REVISIONS DATE





6-A5 1

6-A52

6-A4

2

6-A63

6-A6 1

6-A6

2

D1

D2

D3

D4

D5

D6

W17

W18

W19

W20

W16

W15

W14

W13

W4 W3

W2 W1

W8

W7

W6

W5W10

W12

W9

W11

1

3

4

6

2

5

D7

103

100

410
410

410

003

108

011

303

400

400

804

100

803

803

100

005005

423

424

423

424

10011001

6-A7
1

003

012012

012

012

400

UP

UP

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

GENERAL NOTES:
1. Prepare and paint door, frames and trim (exterior and interior).

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. REPLACE TRANSOM GLAZING WITH CLEAR SINGLE PANE GLASS.
2. INSTALL NEW TRANSOM GLAZING WITH CLEAR SINGLE PANE GLASS.

HEAD JAMB. SILL

3'-0"x8'-0" w/
TRANSOM

3'-0"x8'-0"
w/ TRANSOM

PR 2'-4"x8'-6"
w/ TRANSOM -

-

-

-

-

D2

D3

D4

D5

D6

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

2'-6"x6'-6" -D7 EXIST EXIST EXIST PAINT

PR 2'-0"x9'-0" -D8 EXIST PAINT

-D9 EXIST PAINT

PR 3'-0"x9'-0"D10 EXIST EXIST EXIST PAINT

D11 EXIST PAINT

2'-8"x7'-6" w/
TRANSOMD12 EXIST EXIST EXIST PAINT

3'-0"x8'-0"D13 EXIST EXIST EXIST PAINT

3'-0"x8'-0"D14 EXIST EXIST EXIST PAINT

3'-0"x8'-0"D15 EXIST EXIST EXIST PAINT

3'-0"x9'-0"D16 EXIST EXIST EXIST PAINT

3'-0"x7'-0" w/
TRANSOMD17 EXIST EXIST EXIST PAINT

-

-

-

-

1

-

-

-

-

-

-

-

-

-

-

1

PR 2'-6"x8'-6"
w/ TRANSOM -D1 EXIST EXIST EXIST PAINT 2

3'-0"x8'-0"
w/ TRANSOM
PR 1'-6"x8'-0"
w/ TRANSOM

PR 2'-0"x9'-0"

PR 2'-0"x9'-0"

DOOR SCHEDULE
See door repair and restoration specification for additional scope of door repair.

-

-

-

-

-

-

-

-

EXIST EXIST

EXIST EXIST

EXIST EXIST

1200

901

SLOPE DIRT FLOOR TO SUMP

B
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 1/4" = 1'-0"1 FIRST FLOOR PLAN

KEYNOTE LEGEND
003 EXISTING PAVING TO REMAIN
005 BRICK PAVERS TO BE REMOVED BY OTHERS
011 REMOVE EXISTING RAMP AND RAILING, SHOWN DASHED (SALVAGE EXISTING

PAVERS)
012 REMOVE EXISTING BRICK PAVER WALK, SHOWN DASHED
100 NEW SPLASH BLOCK
103 NEW RAMP
108 INSTALL CONCRETE BORDER AND SALVAGED PAVERS TO MATCH EXISTING

PATTERN
303 EXISTING LIMESTONE STEP TO REMAIN, DO NOT DAMAGE
400 REMOVE AND REPLACE TONGUE & GROOVE PORCH DECKING WITH NEW

DECKING TO MATCH EXISTING
410 NEW SHUTTERS, PAINT
423 EXISTING DECKING, PREPARE & PAINT
424 EXISTING PORCH SOFFIT, PREPARE & PAINT
803 NEW DOWNSPOUT
804 EXTEND EXISTING DOWNSPOUT
901 REPLACE DETERIORATED COLUMN, SEE STRUCTURAL
1001 EXISTING CONDENSING UNIT
1200 NEW SUMP PUMP AND BASIN, SEE MEP

 1/4" = 1'-0"2 BASEMENT PLAN

REVISIONS DATE



6-A5 1

6-A52

6-A4

1

6-A4

2

6-A63

6-A6 1

6-A6

2

D10

D9 D8

D11

D12

D16

D17

D15

D14

D13

W28

W29

W23

W24

W25

W26

W21W22

W30

W31

W32

W33

W34

W35

W36

W37 W27

11

13

12

14
16

803

803

400

423

424

423

424

423

424
DN

DN

SEE STRUCTURAL FOR FRAMING
REPAIRS IN ATTIC

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

3, 4

WINDOW
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. REPLICATE (MATCH EXISTING)
2. REHABILITATE (MATCH EXISTING COMPONENTS

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER (ALTERNATE 1)
5. REPLACE MISSING/BROKEN GLASS PANEL(S)
6. REMOVE TINTED FILM

HEAD JAMB. SILL

EXIST

3'-6"x10'-6"

3'-6"x6'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x10'-6" EXIST EXIST PAINT PAINT

3, 4

2a, 3

2a, 3

3, 6

3, 5, 6

3, 6

3, 6

3

3

3, 4

3, 5, 6

3, 6

W1

W2

W3

W4

W5

W6

W7

W8

W9

W10

W11

W12

W13

W14

EXIST EXIST EXIST PAINT

EXIST EXIST 5/G-A3 PAINT

EXIST EXIST 5/G-A3 PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

W15 EXIST EXIST EXIST PAINT

W16 EXIST EXIST EXIST PAINT

W17 EXIST EXIST EXIST PAINT

W18 EXIST EXIST EXIST PAINT

W19 EXIST EXIST EXIST PAINT

3, 5, 6W20 EXIST EXIST EXIST PAINT

3'-6"x8'-0" 3W21 EXIST EXIST EXIST PAINT

3'-6"x8'-0" 3W22 EXIST EXIST EXIST PAINT

3'-6"x6'-0" 3, 5, 6W23 EXIST EXIST EXIST PAINT

3, 6W24 EXIST EXIST EXIST PAINT

3, 5, 6W25 EXIST EXIST EXIST PAINT

3, 6W26 EXIST EXIST EXIST PAINT

3'-6"x6'-0" 3W27 EXIST EXIST EXIST PAINT

3, 6W28 EXIST EXIST EXIST PAINT

3, 6W29 EXIST EXIST EXIST PAINT

3'-6"x6'-0" 3, 6W30 EXIST EXIST EXIST PAINT

3, 6W31 EXIST EXIST EXIST PAINT

3, 6W32 EXIST EXIST EXIST PAINT

3, 6W33 EXIST EXIST EXIST PAINT

3W34 EXIST EXIST EXIST PAINT

3W35 EXIST EXIST EXIST PAINT

3W36 EXIST EXIST EXIST PAINT

3, 6W37 EXIST EXIST EXIST PAINT

3'-6"x10'-6"

3'-6"x10'-6"

3'-6"x10'-6"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3'-6"x6'-0"

3, 6

3, 6

3, 6

3, 6

3, 6

3, 6

WINDOW SCHEDULE
See window repair and restoration specification for additional scope of window repair.

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1 & 2/G-A3 SIM.

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

PAINT

ALTERNATE 4:
ELIMINATE GENERALS #1 & #2 LISTED ABOVE.
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 1/4" = 1'-0"1 SECOND FLOOR PLAN

KEYNOTE LEGEND
400 REMOVE AND REPLACE TONGUE & GROOVE PORCH DECKING WITH NEW

DECKING TO MATCH EXISTING
423 EXISTING DECKING, PREPARE & PAINT
424 EXISTING PORCH SOFFIT, PREPARE & PAINT
803 NEW DOWNSPOUT

REVISIONS DATE



6-A5 1

6-A52

6-A4

1

6-A4

2

311

501

311

501

311

501

311

501

308

308

801

801801

801801

801801

801801

806806

806806

806806

806806

806806

811811

808

808

808808

808808

501

810

816816

819

819

PROVIDE NEW PLYWOOD DECKING
AS REQUIRED FROM ROOF REPAIR

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 ROOF PLAN

KEYNOTE LEGEND
308 REPAIR BRICK CHIMNEY
311 REPOINT CHIMNEY
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
801 NEW STANDING SEAM METAL ROOF, PAINT
806 EXISTING ROOF, PREPARE & PAINT
808 LINE OF BUILDING FACE BELOW
810 REMOVE AND REINSTALL EXISTING GUTTER TO DRAIN TO DOWNSPOUTS
811 EXISTING ROOF TO REMAIN
816 NEW MODIFIED BITUMEN ROOF
819 NEW CRICKET
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2
3
5

803

406

403

803

102
102

301301

104

427
427427

425425

425425

427427

810

311

501

311

501

308

311

501

311

501

308

801 806806

428

102

100
804

410410410410

417

406

404

403

104

304

503503304 301

427427

427

406

306

303422

425425

425425

404

428428

302

1002

311

501

311

501

806

312

103

404

304

301

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

SHEET NO.

COPYRIGHT 2014
FISHER*HECK, INC.
ALL RIGHTS RESERVED

PR
O

JE
C

T:

1 2 3 4 5 6 7

A

B

C

D

E

F

91
5 

So
ut

h 
St

. M
ar

y'
s 

St
re

et
Sa

n 
A

nt
on

io
, T

ex
as

 7
82

05
21

0.
29

9.
15

00
 fa

x 
29

9.
15

22

PROJECT NO.

1 2 3 4 5 6 7

7/
2/

20
14

 9
:5

4:
31

 A
M

6-A4

EX
TE

RI
OR

 E
LE

VA
TI

ON
S

6 -
 K

AM
PM

AN
N 

HO
US

E -
 R

EH
AB

ILI
TA

TIO
N

60
0 H

EM
IS

FA
IR

 P
LA

ZA
 W

AY
, B

UI
LD

IN
G 

23
5, 

SA
N 

AN
TO

NI
O,

 T
EX

AS
 78

20
5

1312 A1

HE
MI

SF
AI

R 
HI

ST
OR

IC
 H

OM
ES

 S
TA

BI
LIZ

AT
IO

N 
AN

D 
RE

HA
BI

LIT
AT

IO
N

 1/4" = 1'-0"1 SOUTH ELEVATION

 1/4" = 1'-0"2 NORTH ELEVATION

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
102 RE-GRADE FOR POSITIVE DRAINAGE AWAY FROM BUILDING
103 NEW RAMP
104 EXISTING GRADE LINE, SHOWN DASHED
301 REPOINT MORTAR JOINTS IN DASHED AREA
302 OPEN MORTAR JOINTS TO BE REPOINTED
303 EXISTING LIMESTONE STEP TO REMAIN, DO NOT DAMAGE
304 REPAIR DAMAGED LIMESTONE QUIONS
306 REPAIR CRACKED STONE LINTEL
308 REPAIR BRICK CHIMNEY
311 REPOINT CHIMNEY
312 REMOVE VENT COVER AND INFILL WITH LIMESTONE
403 REPLACE MISSING DECORATIVE WOOD TRIM TO MATCH EXISTING
404 REPLACE DETERIORATED DECORATIVE WOOD TRIM TO MATCH EXISTING
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
410 NEW SHUTTERS, PAINT
417 REPAIR DAMAGED BEAM; REMOVE TRIM, REPLACE FRAMING AND REINSTALL

WOOD TRIM AND DECORATIVE WOOD DETAILS
422 NEW WOOD SKIRTING AT PORCH, SEE DETAIL 3/11-A3 SIM.
425 PREPARE  AND PAINT WOOD COLUMNS, TRIM, RAILIING, ETC.
427 PREPARE AND PAINT WOOD CORNICE AND FRIEZE & COMPONENTS
428 REPAIR AND SECURE LOOSE PIECES OF TRIM
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
503 EXISTING METAL VENT COVERS, PAINT
801 NEW STANDING SEAM METAL ROOF, PAINT
803 NEW DOWNSPOUT
804 EXTEND EXISTING DOWNSPOUT
806 EXISTING ROOF, PREPARE & PAINT
810 REMOVE AND REINSTALL EXISTING GUTTER TO DRAIN TO DOWNSPOUTS
1002 REMOVE EXISTING A/C WINDOW UNIT

REVISIONS DATE



410410

406

429

304

503503503502

104

102301

304

804

427427

427427

425425

425425

100

803

428

427427

406 406

425425

311

501

311

501

311

501

801806806

6-A5
3

103

507507

507507

507

507

427

300 300

300300300

302

301301503 503503 503 502

104

102

302

427

1201

501

308

311

501

311311
900

801

806

801

501

448

507

507

323

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

MODIFY EXISTING RAILING
FOR NEW RAMP ENTRANCE,
PAINT

EXISTING COLUMN

NEW POST W/ 1x BASE TRIM,
PAINT

RAMP HANDRAIL, SHOWN
DASHED

EQ. 3'-0" EQ.

6'-11 1/2" ±

7 3
/4"

 ±
2'-

9 1
/4"

 ±

GALVANIZED METAL
EXTENDED INTO GRADE

1x10 SKIRT BOARD, PAINT

LOCATION OF NEW RAMP
SHOWN HATCHED

NEW WOOD DECK, PAINT

EXTEND NEW NEWEL POST
THROUGH FLOOR AND
ATTACH TO FLOOR FRAMING
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 1/4" = 1'-0"2 EAST ELEVATION

 1/4" = 1'-0"1 WEST ELEVATION

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
102 RE-GRADE FOR POSITIVE DRAINAGE AWAY FROM BUILDING
103 NEW RAMP
104 EXISTING GRADE LINE, SHOWN DASHED
300 REPAIR CRACKED STONE SILL
301 REPOINT MORTAR JOINTS IN DASHED AREA
302 OPEN MORTAR JOINTS TO BE REPOINTED
304 REPAIR DAMAGED LIMESTONE QUIONS
308 REPAIR BRICK CHIMNEY
311 REPOINT CHIMNEY
323 FILL VOID AT WITH BACKER ROD AND MORTAR TO MATCH EXISTING
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
410 NEW SHUTTERS, PAINT
425 PREPARE  AND PAINT WOOD COLUMNS, TRIM, RAILIING, ETC.
427 PREPARE AND PAINT WOOD CORNICE AND FRIEZE & COMPONENTS
428 REPAIR AND SECURE LOOSE PIECES OF TRIM
429 REPAIR DAMAGED EXTERIOR DECORATIVE WOOD COMPONENTS
448 NEW WOOD TRIM TO BE SCRIBED TO ADJACENT WALL, FILL VOID WITH

BACKER ROD AND SEALANT PRIOR TO TRIM INSTALLATION
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
502 REPLACE DAMAGED METAL VENT COVER TO MATCH EXISTING, PAINT
503 EXISTING METAL VENT COVERS, PAINT
507 EXISTING METAL TIE-ROD ANCHOR PLATES, PAINT
801 NEW STANDING SEAM METAL ROOF, PAINT
803 NEW DOWNSPOUT
804 EXTEND EXISTING DOWNSPOUT
806 EXISTING ROOF, PREPARE & PAINT
900 REPAIR AND STABILIZE ROOF STRUCTURE, SEE STRUCTURAL
1201 REMOVE ABANDONED VENT

 1/2" = 1'-0"3 RAILING ELEVATION
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200

403

403403

803

100

816

500

500

816500 403

427427

803

100

406

428

301

816

500

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"3 EAST ELEVATION
 1/4" = 1'-0"2 SOUTH ELEVATION

 1/4" = 1'-0"1 WEST ELEVATION

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
200 REPAIR PLASTER (LEVEL 1)
301 REPOINT MORTAR JOINTS IN DASHED AREA
403 REPLACE MISSING DECORATIVE WOOD TRIM TO MATCH EXISTING
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
427 PREPARE AND PAINT WOOD CORNICE AND FRIEZE & COMPONENTS
428 REPAIR AND SECURE LOOSE PIECES OF TRIM
500 NEW METAL FLASHING
803 NEW DOWNSPOUT
816 NEW MODIFIED BITUMEN ROOF

REVISIONS DATE



5'-6"
(1:12 SLOPE)
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3"3'-2 1/2"3"1'-9 1/2"
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26
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" ±
16

'-0
"

3" 5'-0" CLEAR 3"

3"
5'-

0"
 C

LE
AR

3"

1'-
9 1

/2"
3"

3'-
2 1

/2"
3"

3
6-A5

2
6-A7

2
6-A7

1'-
0"

NEW HANDRAIL

NEW T&G DECKING

EXISTING PORCH RAIL
TO BE MODIFIED

EXISTING PORCH
DECK

NEW CONCRETE
SIDEWALK

NEW PAVING BY
OTHERS

NEW PAVING BY
OTHERS

EXISTNG STORM
DRAIN INLET

1/2" EXPANSION
JOINT

1/2" EXPANSION
JOINT

CONTROL JOINT @
5' O.C. MAX

LOCATION OF NEW
TREE BY OTHERS

4
6-A7

3
6-A7

4" CONCRETE SIDEWALK
WITH THICKEN EDGE
DOWEL BAR

1/2" EXPANSION JOINT

4" CONCRETE WITH
THICKEN EDGE

NEW HANDRAIL

2x8 JOIST @ 12" O.C.
1-1/2' x 1-1/2"
GALV ANGLE

5/4" WOOD DECKING

SLOPE TO DRAIN

1x TRIM, PAINT

PORCH RAILING BEYOND

6-A7
3

4'-0"

2'-
10

"

4"

1-1/2" x 1-1/2" GALV. TS,
PAINT

1-1/2" x 1" GALV. TS, PAINT

3/4" x 3/4" GALV. TS,
PAINT

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

NEW HANDRAIL

2x8 JOIST @
12" O.C.

5/4" T & G DECKING

PORCH RAILING

EXISTING FRAMING, REPLACE
ROTTEN BOARDS AS NECESSARY

GALVANIZED METAL
EXTENDED INTO GRADE

1x12 SKIRT BOARD,
PAINT

EXISTING PORCH DECKING

EXTEND NEW NEWEL POST
THROUGH FLOOR AND ATTACH
TO FLOOR FRAMING
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 3/8" = 1'-0"1 06_RAMP
 3/4" = 1'-0"2 RAMP DETAIL

 1 1/2" = 1'-0"3 HANDRAIL DETAIL

 3/4" = 1'-0"4 RAMP DETAIL
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11-A3

1

11-A3

2

11-A4 1

11-A42

D1

D6D2

D3

D4

D5

W1 W2

W3 W4

W11

W12

W13

W14

W5

W6

W7

W8

W9

W10

31

2

4

5

6

7

100

804

100

804

011

418

410410
400

410

400400

400400

002

100

804

424

424424

434434 434

1001

108

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

2, 3, 4, 5

GENERAL NOTES:
1. Prepare and paint door, frames and trim (exterior and interior).

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. FULLY RESTORE DOOR
2. REPLACE THRESHOLD WITH NEW OAK THRESHOLD TO MATCH HISTORIC
3. NEW PANELED CYPRESS DOOR WITH DIVIDED LIGHT
4. REPLACE SIDELIGHT GLAZING WITH CLEAR TEMPERED GLASS
5. REPLACE TRANSOM GLAZING WITH CLEAR SINGLE PANE GLASS

HEAD JAMB. SILL

EXIST

PR 1'-6"x7'-0"
w/ TRANSOM

3'-0"x7'-6"

3'-0"x7'-6"

3'-0"x7'-6"

3'-0"x7'-0" w/
TRANSOM

3'-0"x7'-6" w/
TRANSOM &
SIDELIGHT

EXIST EXIST PAINT PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

1, 2

1, 2

1, 2

1, 2

1, 2

D1

D2

D3

D4

D5

D6

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

DOOR SCHEDULE
See door repair and restoration specification for additional scope of door repair.

2a, 2c, 2i, 3

WINDOW SCHEDULE
WINDOW

#
APPROX.

DIMS. REMARKSFINISH
EXT. INT.

REMARKS:
1. REPLICATE (MATCH EXISTING)
2. REHABILITATE (MATCH EXISTING COMPONENTS)

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER (ALTERNATE 2)
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

HEAD JAMB. SILL

EXIST

3'-0"x4'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0"

3'-0"x8'-0" EXIST EXIST PAINT PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

2a, 2b, 2c, 2i, 3

2c, 2i, 3, 4

2a, 3, 4

1

1

1

1

1

1

3, 4

1

3

2d, 3

W1

W2

W3

W4

W5

W6

W7

W8

W9

W10

W11

W12

W13

W14

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

PAINT

PAINT

PAINT

PAINT

EXIST EXIST EXIST PAINT

PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

See window repair and restoration specification for additional scope of window repair.

PAINT

PAINT

1/G-A3 3/G-A3 1/G-A3

1/G-A3 3/G-A3 1/G-A3

2/G-A3 4/G-A3 2/G-A3

2/G-A3 4/G-A3 2/G-A3

2/G-A3 4/G-A3 2/G-A3

2/G-A3 4/G-A3 2/G-A3

2/G-A3 4/G-A3 2/G-A3

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1 & 2/G-A3 SIM.
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 1/4" = 1'-0"1 FLOOR PLAN

KEYNOTE LEGEND
002 REMOVE EXISTING WALL, SHOWN DASHED
011 REMOVE EXISTING RAMP AND RAILING, SHOWN DASHED (SALVAGE EXISTING

PAVERS)
100 NEW SPLASH BLOCK
108 INSTALL CONCRETE BORDER AND SALVAGED PAVERS TO MATCH EXISTING

PATTERN
400 REMOVE AND REPLACE TONGUE & GROOVE PORCH DECKING WITH NEW

DECKING TO MATCH EXISTING
410 NEW SHUTTERS, PAINT
418 REPAIR DAMAGED BEAM AND EXTERIOR WOOD TRIM
424 EXISTING PORCH SOFFIT, PREPARE & PAINT
434 NEW TURNED BALUSTERS & RAILING
804 EXTEND EXISTING DOWNSPOUT
1001 EXISTING CONDENSING UNIT

NEW ACCESSIBLE RAMP
WILL BE PROVIDED UNDER
SITE WORK PACKAGE

REVISIONS DATE



801801

801

405

420

405

800
800

800

305

501

305

501

305

501
806806

806806

806806

806806

806806

808808

808

808808

819

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 ROOF PLAN

KEYNOTE LEGEND
305 REMOVE PLASTER FROM CHIMNEY, REPOINT MASONRY TO STABLIZE AND

PLASTER
405 REPLACE DETERIORATED SOFFIT DECKING TO MATCH EXISTING
420 REPLACE WOOD RAFTERS TO MATCH EXISTINGM SEE STRUCTURAL
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING
801 NEW STANDING SEAM METAL ROOF, PAINT
806 EXISTING ROOF, PREPARE & PAINT
808 LINE OF BUILDING FACE BELOW
819 NEW CRICKET

REVISIONS DATE



206

206205

501

305

406

200

100

804

410410410410

418 801

504422

425425

427427

427

806

434434

11-A3
4

804

100

804

100

504 422

305

501

305

501

305

203

500 801

425425

427427 427

800 806806

404

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

4"
5 1

/2"
1'-

7"
2 1

/2"
1 1

/2"

2'-
8 1

/2"

1x6 TRIM, PAINT

4x6 BOTTOM RAIL, PAINT

EXISTING FRAMING, REPLACE
ROTTEN BOARDS AS
NECESSARY

GALVANIZED METAL
EXTENDED INTO GRADE

1x12 SKIRT BOARD,
PAINT

1x2 TRIM, PAINT

EXISTING PORCH DECKING

BLOCKING SUPPORT AT MID
SPAN, PAINT

MODIFY EXISTING COLUMN
BASE TRIM AS REQUIRED FOR
INSTALLATION OF RAILING

WOOD BALUSTER, PAINT

1x3 TRIM, PAINT

3/4" QUARTER ROUND, PAINT

TOP RAIL, PAINT

WOOD RAIL CAP, PAINT

6 1/2"

3 1/2"

2 1/2"

REPLACE EXISTING COLUMN
TRIM, PAINT 11-A3

5

2"

7'-1 1/2" ±

EQ. EQ.

3 1/2" 3 1/2"3 1/2" 3 1/2"

7'-2 1/4" ±

EQ. EQ.

7" TYP.

3
11-A3

GALVANIZED METAL
EXTENDED INTO GRADE

1x12 SKIRT BOARD, PAINT
1x2 TRIM, PAINT

WOOD BALUSTER,
PAINT

WOOD RAIL CAP,
PAINT

BLOCKING SUPPORT
AT MID SPAN, PAINT

MODIFY EXISTING COLUMN
BASE TRIM AS REQUIRED FOR
INSTALLATION OF RAILING

BOTTOM RAIL, PAINT

2 1
/2"

1'-
3"

 (P
OR

TI
ON

 T
O 

BE
 T

UR
NE

D)
1 1

/2"

1/4
"

2"
1/4

"
3/4

"
1/4

"
9"

1/4
"

2"
1/4

"

1"
3 1

/2"
3 1

/2"
1"

2 1/2"

3 1/2"

1'-
7"

1 1/2"

2 1/2"

3 1/2"

R 1 1/4"

R 1 1/8"

R 1'-0"

R 1'-0"

R 1 1/8"
R 3/8"

R 1 1/4"

6'-11 1/2" ±

3
11-A3

GALVANIZED METAL
EXTENDED INTO GRADE

1x12 SKIRT BOARD, PAINT
1x2 TRIM, PAINT

WOOD BALUSTER, PAINT

WOOD RAIL CAP, PAINT

MODIFY EXISTING COLUMN
BASE TRIM AS REQUIRED FOR
INSTALLATION OF RAILING

BOTTOM RAIL, PAINT

EQ. EQ.

3 1/2"
3 1/2"

7" TYP.

BLOCKING SUPPORT
AT MID SPAN, PAINT
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 1/4" = 1'-0"2 WEST ELEVATION

 1/4" = 1'-0"1 EAST ELEVATION

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
200 REPAIR PLASTER (LEVEL 1)
203 REPAIR PLASTER (LEVEL 3)
205 REMOVE DETACHED PLASTER AND REPLASTER WITH ASHLAR STONE JOINT

PATTERN, PAINT
206 REPAIR DAMAGED PLASTER QUIONS
305 REMOVE PLASTER FROM CHIMNEY, REPOINT MASONRY TO STABLIZE AND

PLASTER
404 REPLACE DETERIORATED DECORATIVE WOOD TRIM TO MATCH EXISTING
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
410 NEW SHUTTERS, PAINT
418 REPAIR DAMAGED BEAM AND EXTERIOR WOOD TRIM
422 NEW WOOD SKIRTING AT PORCH, SEE DETAIL 3/11-A3 SIM.
425 PREPARE  AND PAINT WOOD COLUMNS, TRIM, RAILIING, ETC.
427 PREPARE AND PAINT WOOD CORNICE AND FRIEZE & COMPONENTS
434 NEW TURNED BALUSTERS & RAILING
500 NEW METAL FLASHING
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
504 GA. METAL EXTENDED INTO GRADE
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING
801 NEW STANDING SEAM METAL ROOF, PAINT
804 EXTEND EXISTING DOWNSPOUT
806 EXISTING ROOF, PREPARE & PAINT

 1 1/2" = 1'-0"3 RAILING DETAIL

 1/2" = 1'-0"4 RAILING ELEVATION

 3" = 1'-0"5 BALUSTER DETAIL

 1/2" = 1'-0"6 RAILING ELEVATION

REVISIONS DATE



305

501
305

501

203203

427427

800

800800
806

806

203

804

100

500801

425425

504422

501

305

200201

206

206

804

100

427427

427

427427

806
806

305

434
11-A3

6

212

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 NORTH ELEVATION

 1/4" = 1'-0"2 SOUTH ELEVATION

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
200 REPAIR PLASTER (LEVEL 1)
201 REPAIR PLASTER (LEVEL 2)
203 REPAIR PLASTER (LEVEL 3)
206 REPAIR DAMAGED PLASTER QUIONS
212 REPAIR EXISTING PLASTER WALL AS REQUIRED BY REMOVAL OF EXISTING

WALLS
305 REMOVE PLASTER FROM CHIMNEY, REPOINT MASONRY TO STABLIZE AND

PLASTER
422 NEW WOOD SKIRTING AT PORCH, SEE DETAIL 3/11-A3 SIM.
425 PREPARE  AND PAINT WOOD COLUMNS, TRIM, RAILIING, ETC.
427 PREPARE AND PAINT WOOD CORNICE AND FRIEZE & COMPONENTS
434 NEW TURNED BALUSTERS & RAILING
500 NEW METAL FLASHING
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
504 GA. METAL EXTENDED INTO GRADE
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING
801 NEW STANDING SEAM METAL ROOF, PAINT
804 EXTEND EXISTING DOWNSPOUT
806 EXISTING ROOF, PREPARE & PAINT

REVISIONS DATE





13-A3 1
13-A32

13-A3

4

13-A3

3

D2
D3

D1

D4

D5

W10

W1 W2 W3 W4

W11

W12

W13

W14

W6

W5

W8

W7

1

2 3

4 5

6

7

001

410410 410410401401

401401

401401

415

100

803

100

803

1003
ALIGN

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

1200

SLOPE DIRT FLOOR TO SUMP

3, 4

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1

& 2/G-A3 SIM.

WINDOW
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. REPLICATE (MATCH EXISTING)
2. REHABILITATE (MATCH EXISTING COMPONENTS)

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER (ALTERNATE 3)
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

HEAD JAMB. SILL

EXIST

3'x8'

3'x8'

2'-10 x 6'-6

2'-10"x8'-0"

2'-10"x8'-0"

3'x8'

3'x8' EXIST EXIST PAINT PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

3, 4

3, 4

3, 4

2b, 2a, 3

2a, 3

3

3

3

3

2a, 3

2b, 3

2a, 2h, 3

W1

W2

W3

W4

W5

W6

W7

W8

W9

W10

W11

W12

W13

W14

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

3'x8'

3'x8'

3'x8'

2'-10 x 6'-6

3'x8'

2'-10 x 6'-6

2'-10 x 6'-6

2f, 3, 4

WINDOW SCHEDULE
See window repair and restoration specification for additional scope of window repair.

GENERAL NOTES:
1. Prepare and paint door, frames and trim (exterior and interior).

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. REPLACE MISSING TRIM AT TRANSOM
2. REPLACE WEATHER STRIPPING
3. NEW PANEL DOOR. REF. 5/13-A3

HEAD JAMB. SILL

2'-0"x7-0"

PR 2'-0"x7-0" PRIME

PRIME

PRIME

PRIME

D2

D3

D4

D5

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

2

-

-

1

PR 2'-0"x7'-0" PRIMED1 EXIST EXIST EXIST PAINT 3

3-0"x7'-0"

3'-0"x7-0"

DOOR SCHEDULE
See door repair and restoration specification for additional scope of door repair.
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 1/4" = 1'-0"1 FLOOR PLAN
 1/4" = 1'-0"2 BASEMENT PLAN

KEYNOTE LEGEND
001 REMOVE EXISTING RAMP AND RAILING, SHOWN DASHED
100 NEW SPLASH BLOCK
401 NEW T&G PORCH DECKING TO MATCH EXISTING
410 NEW SHUTTERS, PAINT
415 NEW HANDRAIL, MATCH EXISTING
803 NEW DOWNSPOUT
1003 RELOCATED CONDENSING UNIT 3' MIN. FROM BUILDING
1200 NEW SUMP PUMP AND BASIN, SEE MEP

NEW ACCESSIBLE RAMP
WILL BE PROVIDED UNDER
SITE WORK PACKAGE

REVISIONS DATE



804

810

804

810

806

806

806

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

SHEET NO.

COPYRIGHT 2014
FISHER*HECK, INC.
ALL RIGHTS RESERVED

PR
O

JE
C

T:

1 2 3 4 5 6 7

A

B

C

D

E

F

91
5 

So
ut

h 
St

. M
ar

y'
s 

St
re

et
Sa

n 
A

nt
on

io
, T

ex
as

 7
82

05
21

0.
29

9.
15

00
 fa

x 
29

9.
15

22

PROJECT NO.

1 2 3 4 5 6 7

7/
2/

20
14

 9
:5

4:
45

 A
M

13-A2

RO
OF

 P
LA

N

13
 - K

OE
HL

ER
 H

OU
SE

 - R
EH

AB
ILI

TA
TIO

N
60

0 H
EM

IS
FA

IR
 P

LA
ZA

 W
AY

, B
UI

LD
IN

G 
24

7, 
SA

N 
AN

TO
NI

O,
 T

EX
AS

 78
20

5

1312 A1

HE
MI

SF
AI

R 
HI

ST
OR

IC
 H

OM
ES

 S
TA

BI
LIZ

AT
IO

N 
AN

D 
RE

HA
BI

LIT
AT

IO
N

 1/4" = 1'-0"1 ROOF PLAN

KEYNOTE LEGEND
804 EXTEND EXISTING DOWNSPOUT
806 EXISTING ROOF, PREPARE & PAINT
810 REMOVE AND REINSTALL EXISTING GUTTER TO DRAIN TO DOWNSPOUTS

REVISIONS DATE



410410410410 406428

407700414

102

104

207

207

301

301

308

308

100

803

803

100 415415 207 421 430

415

307

104

102

421414

431

207

301

308 308

415415

421 207

501

409

308

308

200

104

102

100 803
13-A3

6

421 430

104

102

207

307307

200

302302

421

415

301

301

803100207

308308

300 300

7'-
0"

2'-0" 2'-0"

5"
3'-

5"
3'-

2"

5" 1'-2" 5"

1'-
10

"
8"

8"

3'-4"

1'-
6"

 ±

3/4" X 3" TRIM

PLYWOOD

1" X 6" CUT TO FIT

1"

1"

EXISTING WALL

7
13-A3

EXISTING WALL

1X6

1X3

1" PLYWOOD

2X6 FRAME

SLOPE FOR
POSITIVE DRAINAGE

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"4 13_EAST
 1/4" = 1'-0"3 WEST ELEVATION

 1/4" = 1'-0"2 NORTH ELEVATION

 1/4" = 1'-0"1 SOUTH ELEVATION

 1/2" = 1'-0"5 EAST DOOR

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
102 RE-GRADE FOR POSITIVE DRAINAGE AWAY FROM BUILDING
104 EXISTING GRADE LINE, SHOWN DASHED
200 REPAIR PLASTER (LEVEL 1)
207 REMOVE PLASTER SKIRTING TO EXPOSE LIMESTONE AND REPOINT MORTOR
300 REPAIR CRACKED STONE SILL
301 REPOINT MORTAR JOINTS IN DASHED AREA
302 OPEN MORTAR JOINTS TO BE REPOINTED
307 REMOVE PAINT FROM BRICK
308 REPAIR BRICK CHIMNEY
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
407 REPLACE WOOD LATTICE AND TRIM AT REAR AND FRONT PORCHES
409 NEW WOOD ACCESS PANEL
410 NEW SHUTTERS, PAINT
414 NEW STAIRS
415 NEW HANDRAIL, MATCH EXISTING
421 NEW WOOD SKIRTING W/ LATTICE AT PORCH, SEE DETAIL 6/G-A3
428 REPAIR AND SECURE LOOSE PIECES OF TRIM
430 REPLACE POST, MATCH EXISTING
431 REPAIR WOOD PANELING, PREPARE AND PAINT
501 PROVIDE NEW FLASHING FROM CHIMNEY TO ROOF
700 NEW DOOR AS SCHEDULED, PREPARE & PAINT
803 NEW DOWNSPOUT

 1" = 1'-0"6 BASEMENT ACCESS PANEL
 1" = 1'-0"7 ACCESS PANEL DETAIL

REVISIONS DATE







14-A3

14-A3

14-A3

14-A3

4

3

2

1

D1

W3

1

2

4

6

7

3

5

W4W2W1

W13

W14

W9

W8

W7

W6

W5

W10

W11

W12

D2 D3 D4

D5

D6

D7

401401

401401

401401

401401

001

415

100

803

100

803

1001

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

FILL WITH 4'-0" OF GRAVEL

GENERAL NOTES:
1. Prepare and paint door, frames and trim (exterior and interior).

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. REPLACE MISSING TRIM AT TRANSOM
2. NEW PANEL DOOR, REF. 6/14-A3

HEAD JAMB. SILL

2'-8"x7-0"

3'-0"x7-0"

3'-0"x7-0" PRIME

PRIME

PRIME

PRIME

PRIME

D2

D3

D4

D5

D6

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

3'-0"x7-0" PRIMED7 EXIST EXIST EXIST PAINT

-

-

-

1

-

-

PR 2'-0"x7'-0" PRIMED1 EXIST EXIST EXIST PAINT -

2'-0"x6'-0"

3'-0"x7-0"

DOOR SCHEDULE
See door repair and restoration specification for additional scope of door repair.

2c

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1 &

2/G-A3 SIM.

WINDOW
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. REPLICATE (MATCH EXISTING)
2. REHABILITATE (MATCH EXISTING COMPONENTS

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER (ALTERNATE 3)
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

HEAD JAMB. SILL

EXIST

3'-6"x10'-6"

3'-6"x6'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x10'-6" EXIST EXIST PAINT PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

PRIME

2b

3

2b

2e

2e, 2f

2a, 2i

2a, 2f

2a, 2i, 5

3

2i

3

2a

W1

W2

W3

W4

W5

W6

W7

W8

W9

W10

W11

W12

W13

W14

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

EXIST EXIST EXIST PAINT

3'-6"x10'-6"

3'-6"x10'-6"

3'-6"x10'-6"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3'-6"x8'-0"

3

WINDOW SCHEDULE
See window repair and restoration specification for additional scope of window repair.
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 1/4" = 1'-0"1 FLOOR PLAN

 1/4" = 1'-0"2 BASEMENT PLAN

KEYNOTE LEGEND
001 REMOVE EXISTING RAMP AND RAILING, SHOWN DASHED
100 NEW SPLASH BLOCK
401 NEW T&G PORCH DECKING TO MATCH EXISTING
415 NEW HANDRAIL, MATCH EXISTING
803 NEW DOWNSPOUT
1001 EXISTING CONDENSING UNIT

NEW ACCESSIBLE RAMP
WILL BE PROVIDED UNDER
SITE WORK PACKAGE

REVISIONS DATE



800

800

800

800

810 810

420

820

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 ROOF PLAN

KEYNOTE LEGEND
420 REPLACE WOOD RAFTERS TO MATCH EXISTINGM SEE STRUCTURAL
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING
810 REMOVE AND REINSTALL EXISTING GUTTER TO DRAIN TO DOWNSPOUTS
820 REPLACE DECORATIVE METAL ROOF CAP, MATCH EXISTING PROFILE

REVISIONS DATE



104

102

406

801

414

803

100

803

100

415

207
207

428428

415415415

301

820

200

201

405

407

301

801

102

104

414 415

820

207301421504

415

413

104

102

800

421504

406

200

803

810

100

820

200 200

200

200 200

301

300

207

800

407

809809

104

102

310

803 100

810

409

428428

14-A3
8

820

EXISTING WALL

1X3

1" PLYWOOD

SLOPE FOR POSITIVE
DRAINAGE

3'-4"

VE
RI

FY
1'-

6"

3/4" X 3" TRIM

EXTERIOR GRADE PLYWOOD, PAINT

1"

1"

EXISTING WALL

7
13-A3

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"4 EAST ELEVATION
 1/4" = 1'-0"3 WEST ELEVATION

 1/4" = 1'-0"2 NORTH ELEVATION

 1/4" = 1'-0"1 SOUTH ELEVATION

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
102 RE-GRADE FOR POSITIVE DRAINAGE AWAY FROM BUILDING
104 EXISTING GRADE LINE, SHOWN DASHED
200 REPAIR PLASTER (LEVEL 1)
201 REPAIR PLASTER (LEVEL 2)
207 REMOVE PLASTER SKIRTING TO EXPOSE LIMESTONE AND REPOINT MORTOR
300 REPAIR CRACKED STONE SILL
301 REPOINT MORTAR JOINTS IN DASHED AREA
310 REPAIR DAMAGED STONE
405 REPLACE DETERIORATED SOFFIT DECKING TO MATCH EXISTING
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
407 REPLACE WOOD LATTICE AND TRIM AT REAR AND FRONT PORCHES
409 NEW WOOD ACCESS PANEL
413 STABILIZE STAIR
414 NEW STAIRS
415 NEW HANDRAIL, MATCH EXISTING
421 NEW WOOD SKIRTING W/ LATTICE AT PORCH, SEE DETAIL 6/G-A3
428 REPAIR AND SECURE LOOSE PIECES OF TRIM
504 GA. METAL EXTENDED INTO GRADE
800 REPLACE DAMAGED/DETERIORATED ROOF, MATCH EXISTING
801 NEW STANDING SEAM METAL ROOF, PAINT
803 NEW DOWNSPOUT
809 FLASH ROOF PENETRATIONS
810 REMOVE AND REINSTALL EXISTING GUTTER TO DRAIN TO DOWNSPOUTS
820 REPLACE DECORATIVE METAL ROOF CAP, MATCH EXISTING PROFILE

 1" = 1'-0"7 ACCESS PANEL DETAIL

 1" = 1'-0"8 BASEMENT ACEESS PANEL

REVISIONS DATE





15-A2

2

15-A2 3
15-A21

15-A2

4

D2

D1

W1

W2

2

1

A/C

807

426426

100

803

100

803

1001

15-A2
7

10001000

426

15-A2

2

15-A2 3
15-A21

15-A2

4

802

808

805805

809

809

802

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS

1, 2, 3, 4

GENERAL NOTES:
1. Prepare and paint door, frames and trim (exterior and interior).

DOOR
#

APPROX.
DIMS. REMARKSFINISH

EXT. INT.

REMARKS:
1. FULLY RESTORE DOOR
2. NEW FRAME AND TRIM TO MATCH HISTORIC
3. REMOVE EXTERIOR PAD LOCK AND REPLACE WITH NEW HISTORIC HARDWARE
4. PROVIDE NEW WEATHERSTRIPPING AND THRESHOLD

HEAD JAMB. SILL

4/15-A1

2'-8"x6'-8"

PR 1'-10" x
6'-8" w/

TRANSOM
4/15-A1 5/15-A1 PAINT PRIME

PRIME 1, 2, 3, 4

D1

D2 4/15-A1 4/15-A1 5/15-A1 PAINT

DOOR SCHEDULE
See door repair and restoration specification for additional scope of door repair.

1

GENERAL NOTES:
1. ALL WINDOWS ARE TO BE MADE OPERABLE.
2. PROVIDE NEW WEATHERSTRIPPING ON ALL WINDOWS - REFER TO 1

& 2/G-A3 SIM.

WINDOW SCHEDULE
WINDOW

#
APPROX.

DIMS. REMARKSFINISH
EXT. INT.

REMARKS:
1. REPLICATE (NEW "TWO OVER TWO" DOUBLE HUNG WINDOWS, MATCH EXISTING COMPONENTS)
2. REHABILITATE (MATCH EXISTING COMPONENTS)

a. REPLACE SILL, SLOPE FOR POSITIVE DRAINAGE
b. REPLACE UPPER SASH
c. REPLACE LOWER SASH
d. REPLACE MUNTINS
e. REPLACE RIGHT JAMB
f. REPLACE LEFT JAMB
g. REPLACE HEAD
h. REPLACE TRIM/MOLDINGS
i. INSTALL NEW GLAZING COMPOUND

3. PREPARE AND PAINT
4. NEW SHUTTER (ALTERNATE 3)
5. REPLACE MISSING/BROKEN GLASS PANEL(S)

HEAD JAMB. SILL

2/G-A3

2'-2"x3'-1"

2'-4"x3'-2" 3/G-A3 2/G-A3 PAINT PRIME

PRIME 1

W1

W2 2/G-A3 3/G-A3 2/G-A3 PAINT

See window repair and restoration specification for additional scope of window repair.

1x6  TRIM

EXISTING  DOOR,
REF. SCHEDULE

8
G-A3

7
G-A3

8
G-A3
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 1/4" = 1'-0"2 FLOOR PLAN
 1/4" = 1'-0"1 ROOF PLAN

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
426 MOVE COLUMN TO END OF BEAM, WRAP WITH 1X TRIM
802 NEW HALF ROUND GUTTER WITH DOWNSPOUT
803 NEW DOWNSPOUT
805 REPAIR ROOF LEAK
807 LINE OF ROOF ABOVE
808 LINE OF BUILDING FACE BELOW
809 FLASH ROOF PENETRATIONS
1000 EXTEND EXISTING CONDENSATE LINE TO NEW DRY WELL, 20' AWAY
1001 EXISTING CONDENSING UNIT

 1/2" = 1'-0"3 NEW DOOR FRAME AND TRIM

REVISIONS DATE



802802

100

802802

100

104

102

201 201 201

15-A2
5

802802

100

102

426

426

104

701

600

15-A2
6

406

802802

100

702

104

102

201

201

201

701

600

500

1101

1101

809

805805

809

802802

100

100

802802

416

500

406

1000 1001

428

104

102

201 201201201 11011101

2'-
6 ±

2'-2" ±

NEW 1X6 TRIM

3/4
"

1'-
0"

3/4
"

4X4 POST  RELOCATE
TO END  OF BEAM

NEW 1X12 BASE TRIM WITH
CHAMFERED TOP EDGE

10
"

EXISTING 8X4 BEAM

NEW 1X6 TRIM
AROUND EXISTING
4X4 COLUMN

2X2 TRIM

1" 1"

1X1 TRIM

EXISTING RELOCATED
4X4 COLUMN

NEW 1X6 TRIM

NEW 1X12 BASE TRIM WITH
CHAMFERED TOP EDGE

GENERAL NOTES
A. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,

TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC.
(EXTERIOR REHABILITATED HOMES).

B. PREPARE & PAINT ALL WOOD SURFACES INCLUDING DOORS, WINDOWS,
TRIM, PORCH DECKS & CEILINGS, COLUMNS, RAILING FASCIA, ETC. (FRONT
ELEVATIONS - STABILIZED HOMES).

C. PREPARE & PAINT ALL EXTERIOR PLASTER (EXTERIOR REHABILITATED
HOMES).

D. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 3/11-A3 & PAINT.  FOR PORCHES WITH DECKS < 14".

E. REMOVE & REPLACE ALL PORCH SKIRTING; REPLACE WITH NEW LATTICE
PANELS AS DETAILED IN 6/G-A3 & PAINT.  FOR PORCHES WITH DECKS > 14".

F. INSTALL SPLASH BLOCKS AT ALL DOWNSPOUTS.
G. REMOVE ALL PLANTS WITHIN 3' OF BUILDING.
H. REMOVE ALL PLANTS GROWING UNDER REAR PORCHES OR LATTICE

PANELS.
I. SECURE LOOSE GUARDRAILS AND HANDRAILS.
J. SECURE MISC. WOOD TRIM AND SHOE MOLDING TO PROVIDE TIGHT

CONDITION; REPAINT.
K. EXISTING MECHANICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING

IS VACANT.
L. EXISTING ELECTRICAL SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
M. EXISTING PLUMBING SYSTEM TO REMAIN OPERATIONAL WHILE BUILDING IS

VACANT.
N. REMOVE ALL VEGETATION WITHIN 3' TO 5' OF BUILDING
O. INSTALL ICE & WATER SHIELD MEMBRANE AT METAL ROOF SLOPES BELOW

3/12
P. REMOVE ALL DEBRIS FROM ROOFS & GUTTERS
Q. ADJUST GUTTERS TO DRAIN TO DOWNSPOUTS
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 1/4" = 1'-0"1 EAST ELEVATION

 1/4" = 1'-0"4 NORTH ELEVATION

 1/4" = 1'-0"2 SOUTH ELEVATION

 1/4" = 1'-0"3 WEST ELEVATION

 1" = 1'-0"5 POST DETAIL

KEYNOTE LEGEND
100 NEW SPLASH BLOCK
102 RE-GRADE FOR POSITIVE DRAINAGE AWAY FROM BUILDING
104 EXISTING GRADE LINE, SHOWN DASHED
201 REPAIR PLASTER (LEVEL 2)
406 REPLACE DETERIORATED FASCIA AND TRIM TO MATCH EXISTING
416 NEW WOOD LOUVER WITH INSECT SCREEN
426 MOVE COLUMN TO END OF BEAM, WRAP WITH 1X TRIM
428 REPAIR AND SECURE LOOSE PIECES OF TRIM
500 NEW METAL FLASHING
600 NEW WINDOW AS SCHEDULED
701 EXISTING DOORS TO BE REPAIRED, PREPARE & PAINT
702 REPLACE DAMAGE DOOR FRAME AND TRIM
802 NEW HALF ROUND GUTTER WITH DOWNSPOUT
805 REPAIR ROOF LEAK
809 FLASH ROOF PENETRATIONS
1000 EXTEND EXISTING CONDENSATE LINE TO NEW DRY WELL, 20' AWAY
1001 EXISTING CONDENSING UNIT
1101 EXISTING ELECTRICAL

 1" = 1'-0"6 COLUMN TOP DETAIL

 1 1/2" = 1'-0"7 ENLARGED COLUMN DETAIL, TYP.

REVISIONS DATE




