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SECTION 00 3100
AVAILABLE PROJECT INFORMATION

PART 1  GENERAL
1.01 EXISTING CONDITIONS

A. Certain information relating to existing conditions and structures is available to bidders but will
not be part of the Contract Documents.  A summary table provides an overveiw of the surveys,
followed by a report per structure.  Each structure has an independent survey, which consists
of a Limited Asbestos Survey and Lead Based Paint Survey provided by Argus Environmental
Consultants, LLC.

B. Original copies are available as an attachment to this section as follows:
C. Lead Based Paint and Asbestos Containing Material Summary Table:  Entitled Hemisfair

Historic Homes Conditions Assessment Project - Lead Based Paint (LBP) and Asbestos
Containing Material (ACM) Survey, dated October 25, 2013.  The table summarizes the
following surveys:
1. Limited Asbestos and Lead Based Paint Survey for the Sweeney House #301, Hemisfair

Park Historical Homes, Located in San Antonio, Texas.  Argus Environmental Consultants
Project No. 1308285ARG.

2. Limited Asbestos and Lead Based Paint Survey for the Schultze House #307, Hemisfair
Park Historical Homes, Located in San Antonio, Texas.  Argus Environmental Consultants
Project No. 1308296ARG.

3. Limited Asbestos and Lead Based Paint Survey for the Mayer/Halff House #308,
Hemisfair Park Historical Homes, Located in San Antonio, Texas.  Argus Environmental
Consultants Project No. 1308315ARG.

4. Limited Asbestos and Lead Based Paint Survey for the Acosta/ Halff House #234,
Hemisfair Park Historical Homes, Located in San Antonio, Texas.  Argus Environmental
Consultants Project No. 1308286ARG.

5. Limited Asbestos and Lead Based Paint Survey for the Smith House #251, Hemisfair Park
Historical Homes, Located in San Antonio, Texas.  Argus Environmental Consultants
Project No. 1309314ARG.

6. Limited Asbestos and Lead Based Paint Survey for the Kampmann/ Solomon/ Halff House
#245, Hemisfair Park Historical Homes, Located in San Antonio, Texas.  Argus
Environmental Consultants Project No. 1308297ARG.

7. Limited Asbestos and Lead Based Paint Survey for the Pereida House #204, Hemisfair
Park Historical Homes, Located in San Antonio, Texas.  Argus Environmental Consultants
Project No. 1308298ARG.

8. Limited Asbestos and Lead Based Paint Survey for the Koehler House #247, Hemisfair
Park Historical Homes, Located in San Antonio, Texas.  Argus Environmental Consultants
Project No. 1309312ARG.

9. Limited Asbestos and Lead Based Paint Survey for the Espinoza House #246, Hemisfair
Park Historical Homes, Located in San Antonio, Texas.  Argus Environmental Consultants
Project No. 1308299ARG.

10. Limited Asbestos and Lead Based Paint Survey for the Amaya House #403, Hemisfair
Park Historical Homes, Located in San Antonio, Texas.  Argus Environmental Consultants
Project No. 1309313ARG.

D. Supplemental Pre-Renovation Asbestos Survey HemisFair Park Homes Acosta, Mayer, &
Kampmann/Solomon House by STC Environmental Services Inc., STC Project No. 14044.

E. Closeout Reports of Asbestos Abatement Activities
1. Closeout Report of Asbestos Abatement Activities, Mayer/Halff house #308, Dated June

16, 2014, dated June 16, 2014.
2. Closeout Report of Asbestos Abatement Activities, Acosta/Halff house #234, Dated June

16, 2014, dated June 16, 2014.
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00 3100 - 2 AVAILABLE PROJECT INFORMATION

3. Closeout Report of Asbestos Abatement Activities, Kampmann/ Solomon/ Halff house
#235, dated June 16, 2014.

PART 2  PRODUCTS (NOT USED)
PART 3  EXECUTION (NOT USED)

END OF SECTION
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EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313215
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

SWEENEY HOUSE / 1308285ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

301-1A

161313215-0001

WALL SYSTEM -
SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

301-1B

161313215-0002

WALL SYSTEM -
SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

301-1C

161313215-0003

WALL SYSTEM -
SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Glass5% Quartz5%
Non-fibrous (other)90%

301-2A

161313215-0004

WALL SYSTEM -
PLASTER

Gray None Detected
Non-Fibrous
Homogeneous

Quartz10%
Non-fibrous (other)90%

301-2B

161313215-0005

WALL SYSTEM -
PLASTER

Gray None Detected
Non-Fibrous
Homogeneous

Quartz20%
Non-fibrous (other)80%

301-2C

161313215-0006

WALL SYSTEM -
PLASTER

Gray None Detected
Non-Fibrous
Homogeneous

Quartz20%
Non-fibrous (other)80%

301-3A

161313215-0007

WALL SYSTEM -
SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

1Test Report PLM-7.28.9  Printed: 8/22/2013 10:01:42 AM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 09:53:50

Craig Nixon (12)
Jadda Moffett (23)



EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313215
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

SWEENEY HOUSE / 1308285ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

301-3B

161313215-0008

WALL SYSTEM -
SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

301-3C

161313215-0009

WALL SYSTEM -
SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

301-4A-Drywall

161313215-0010

WALL SYSTEM -
GYP0SUM
BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose20%
Glass2%

Gypsum70%
Non-fibrous (other)8%

301-4A-Texture

161313215-0010A

WALL SYSTEM -
GYP0SUM
BOARD

Tan/White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-4B

161313215-0011

WALL SYSTEM -
GYP0SUM
BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose20%
Glass2%

Gypsum70%
Non-fibrous (other)8%

301-4C-Drywall

161313215-0012

WALL SYSTEM -
GYP0SUM
BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose35% Gypsum60%
Non-fibrous (other)5%

301-4C-Texture

161313215-0012A

WALL SYSTEM -
GYP0SUM
BOARD

Tan/White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

2Test Report PLM-7.28.9  Printed: 8/22/2013 10:01:42 AM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 09:53:50

Craig Nixon (12)
Jadda Moffett (23)



EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313215
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

SWEENEY HOUSE / 1308285ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

301-5A

161313215-0013

CEILING
SYSTEM - JOINT
COMPOUND

White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-5B

161313215-0014

CEILING
SYSTEM - JOINT
COMPOUND

White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-5C

161313215-0015

CEILING
SYSTEM - JOINT
COMPOUND

White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-6A

161313215-0016

CEILING
SYSTEM -
ACOUSTIC TILE

Gray/White None Detected
Fibrous
Homogeneous

Cellulose70%
Min. Wool10%

Perlite15%
Non-fibrous (other)5%

301-6B

161313215-0017

CEILING
SYSTEM -
ACOUSTIC TILE

Gray/White None Detected
Fibrous
Homogeneous

Cellulose70%
Min. Wool10%

Perlite15%
Non-fibrous (other)5%

301-6C

161313215-0018

CEILING
SYSTEM -
ACOUSTIC TILE

Gray/White None Detected
Fibrous
Homogeneous

Cellulose40%
Min. Wool40%

Perlite15%
Non-fibrous (other)5%

301-7A

161313215-0019

HVAC SYSTEM
DUCT - MASTIC

Black None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100%

301-7B

161313215-0020

HVAC SYSTEM
DUCT - MASTIC

Black None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100%

3Test Report PLM-7.28.9  Printed: 8/22/2013 10:01:42 AM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 09:53:50

Craig Nixon (12)
Jadda Moffett (23)



EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313215
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

SWEENEY HOUSE / 1308285ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

301-7C

161313215-0021

HVAC SYSTEM
DUCT - MASTIC

Black None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100%

301-8A

161313215-0022

WALL SYSTEM
RM A W WALL -
GYPSUM BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose20% Gypsum70%
Non-fibrous (other)10%

301-8B

161313215-0023

WALL SYSTEM
RM A W WALL -
GYPSUM BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose20% Gypsum70%
Non-fibrous (other)10%

301-8C

161313215-0024

WALL SYSTEM
RM A W WALL -
GYPSUM BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose35% Gypsum60%
Non-fibrous (other)5%

301-9A

161313215-0025

WALL SYSTEM
RM A W WALL -
JOINT
COMPOUND

White
Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-9B

161313215-0026

WALL SYSTEM
RM A W WALL -
JOINT
COMPOUND

White
Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-9C

161313215-0027

WALL SYSTEM
RM A W WALL -
JOINT
COMPOUND

White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

4Test Report PLM-7.28.9  Printed: 8/22/2013 10:01:42 AM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 09:53:50

Craig Nixon (12)
Jadda Moffett (23)



EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313215
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

SWEENEY HOUSE / 1308285ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

301-10A

161313215-0028

WALL SYSTEM
RM A W WALL -
SURFACE
TEXTURE

White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-10B

161313215-0029

WALL SYSTEM
RM A W WALL -
SURFACE
TEXTURE

White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-10C

161313215-0030

WALL SYSTEM
RM A W WALL -
SURFACE
TEXTURE

White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

301-11A

161313215-0031

THERMAL
SYSTEM
PIPING -
INSULATION

Brown None Detected
Fibrous
Homogeneous

Cellulose70%
Glass15%

Non-fibrous (other)15%

301-11B

161313215-0032

THERMAL
SYSTEM
PIPING -
INSULATION

Brown/Black/Yello
w

None Detected

Fibrous
Homogeneous

Cellulose70%
Glass15%

Non-fibrous (other)15%

301-11C

161313215-0033

THERMAL
SYSTEM
PIPING -
INSULATION

Black/Silver/Yello
w

None Detected

Fibrous
Heterogeneous

Glass10%
Cellulose40%

Non-fibrous (other)50%

5THIS IS THE LAST PAGE OF THE REPORT.Test Report PLM-7.28.9  Printed: 8/22/2013 10:01:42 AM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 09:53:50

Craig Nixon (12)
Jadda Moffett (23)











ConcentrationAnalyzed NotesRDLLab ID: Lead

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

Attn: Elizabeth Aguilar
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/21/13 9:30 AM

1308285ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/16/2013Collected:

161313260
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext. wall
Desc: white

0.036 % wt8/26/20130001 0.010

Client Sample Collected: 8/16/2013Pb1

% wt

Site: Ext window & door frame
Desc: Dk. Green

0.58 % wt8/26/20130002 0.10

Client Sample Collected: 8/16/2013Pb2

% wt

Site: Ext window & door frame
Desc: Lt. Green

0.096 % wt8/26/20130003 0.010

Client Sample Collected: 8/16/2013Pb3

% wt

Site: Ext. Porch ceiling
Desc: Lt. Blue

8.2 % wt8/26/20130004 0.40

Client Sample Collected: 8/16/2013Pb4

% wt

Site: Int. wall
Desc: White/Blue

0.99 % wt8/26/20130005 0.10

Client Sample Collected: 8/16/2013Pb5

% wt

Site: Int. wall
Desc: White

2.4 % wt8/26/20130006 0.20

Client Sample Collected: 8/16/2013Pb6

% wt

Site: Int. wood ceiling
Desc: Blue

5.8 % wt8/26/20130007 0.40

Client Sample Collected: 8/16/2013Pb7

% wt

Site: Int. window
Desc: Yellow/green/beige

2.3 % wt8/26/20130008 0.10

Client Sample Collected: 8/16/2013Pb8

% wt

Site: Int. walls
Desc: Tan/Purple/Blue

3.3 % wt8/26/20130009 0.10

Client Sample Collected: 8/16/2013Pb9

% wt

Site: Int. walls Room B
Desc: Tan/Blue/Green/Orange

0.95 % wt8/26/20130010 0.10

Client Sample Collected: 8/16/2013Pb10

% wt

Page 1 of 2Test Report PB w/RDL-7.26.0   Printed: 9/4/2013 8:35:32 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP. The QC data associated with these results included in this report meet the method QC requirements,
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected. EMSL bears no responsibility for sample collection activities. Samples received in
good condition unless otherwise noted. * slight modifications to methods applied. "<" (less than) result signifies that the analyte was not detected at or above the reporting limit.
Measurement of uncertainty is available upon request.
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN AIHA-LAP, LLC--ELLAP 157245, OH E10040

Initial report from 09/04/2013 08:35:32



ConcentrationAnalyzed NotesRDLLab ID: Lead

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

Attn: Elizabeth Aguilar
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/21/13 9:30 AM

1308285ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/16/2013Collected:

161313260
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Site: Int. Ceiling
Desc: Rust/grey

0.89 % wt8/26/20130011 0.10

Client Sample Collected: 8/16/2013Pb11

% wt

Site: Int. Ceiling GB
Desc: White

0.091 % wt8/26/20130012 0.010

Client Sample Collected: 8/16/2013Pb12

% wt

Page 2 of 2Test Report PB w/RDL-7.26.0   Printed: 9/4/2013 8:35:32 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP. The QC data associated with these results included in this report meet the method QC requirements,
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected. EMSL bears no responsibility for sample collection activities. Samples received in
good condition unless otherwise noted. * slight modifications to methods applied. "<" (less than) result signifies that the analyte was not detected at or above the reporting limit.
Measurement of uncertainty is available upon request.
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN AIHA-LAP, LLC--ELLAP 157245, OH E10040

Initial report from 09/04/2013 08:35:32























































































































EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313216
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

ACOSTA/HALFF HOUSE / 1308286ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

234-1A

161313216-0001

PLASTER WALL
SYS - SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

234-1B

161313216-0002

PLASTER WALL
SYS - SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

234-1C

161313216-0003

PLASTER WALL
SYS - SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

234-2A

161313216-0004

WALL SYSTEM -
PLASTER

Gray None Detected
Non-Fibrous
Homogeneous

Quartz30%
Non-fibrous (other)70%

234-2B

161313216-0005

WALL SYSTEM -
PLASTER

Gray None Detected
Non-Fibrous
Homogeneous

Quartz30%
Non-fibrous (other)70%

234-2C

161313216-0006

WALL SYSTEM -
PLASTER

Gray None Detected
Non-Fibrous
Homogeneous

Quartz20%
Non-fibrous (other)80%

234-3A

161313216-0007

THERMAL
SYSTEM - PIPE
WRAP

Brown/Silver None Detected
Fibrous
Heterogeneous

Cellulose50%
Glass10%

Non-fibrous (other)40%

234-3B

161313216-0008

THERMAL
SYSTEM - PIPE
WRAP

Brown/Silver None Detected
Fibrous
Heterogeneous

Cellulose50%
Glass10%

Non-fibrous (other)40%

1Test Report PLM-7.28.9  Printed: 8/22/2013 2:11:16 PM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 14:08:42

Craig Nixon (23)
Jadda Moffett (10)



EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313216
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

ACOSTA/HALFF HOUSE / 1308286ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

234-3C

161313216-0009

THERMAL
SYSTEM - PIPE
WRAP

Brown/Silver None Detected
Fibrous
Heterogeneous

Cellulose50%
Glass10%

Non-fibrous (other)40%

234-4A-Drywall

161313216-0010

CEILING
SYSTEM - GYP
BRD & JC

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose75% Gypsum15%
Non-fibrous (other)10%

234-4A-Joint
Compound
161313216-0010A

CEILING
SYSTEM - GYP
BRD & JC

White/Yellow

Inseparable paint / coating layer included in analysis

Non-Fibrous

Homogeneous

Chrysotile2%Non-fibrous (other)98%

234-4B-Drywall

161313216-0011

CEILING
SYSTEM - GYP
BRD & JC

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose25% Gypsum70%
Non-fibrous (other)5%

234-4B-Joint
Compound
161313216-0011A

CEILING
SYSTEM - GYP
BRD & JC

Stop Positive (Not Analyzed)

234-4C-Drywall

161313216-0012

CEILING
SYSTEM - GYP
BRD & JC

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose20% Gypsum70%
Non-fibrous (other)10%

234-4C-Joint
Compound
161313216-0012A

CEILING
SYSTEM - GYP
BRD & JC

Stop Positive (Not Analyzed)

234-5A

161313216-0013

CEILING
SYSTEM -
ACOUSTIC TILE

Tan/White None Detected
Fibrous
Homogeneous

Cellulose40%
Min. Wool40%

Perlite15%
Non-fibrous (other)5%

2Test Report PLM-7.28.9  Printed: 8/22/2013 2:11:16 PM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 14:08:42

Craig Nixon (23)
Jadda Moffett (10)



EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313216
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

ACOSTA/HALFF HOUSE / 1308286ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

234-5B

161313216-0014

CEILING
SYSTEM -
ACOUSTIC TILE

Tan/White None Detected
Fibrous
Homogeneous

Cellulose40%
Min. Wool40%

Perlite15%
Non-fibrous (other)5%

234-5C

161313216-0015

CEILING
SYSTEM -
ACOUSTIC TILE

Tan/White None Detected
Fibrous
Homogeneous

Cellulose40%
Min. Wool40%

Perlite15%
Non-fibrous (other)5%

234-6A

161313216-0016

WALL SYSTEM -
GYPSUM BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose30%
Glass<1%

Gypsum65%
Non-fibrous (other)5%

234-6B

161313216-0017

WALL SYSTEM -
GYPSUM BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose25% Gypsum70%
Non-fibrous (other)5%

234-6C

161313216-0018

WALL SYSTEM -
GYPSUM BOARD

Brown/White None Detected
Fibrous
Heterogeneous

Cellulose20% Gypsum70%
Non-fibrous (other)10%

234-7A

161313216-0019

WALL SYSTEM -
JNT COMPND

White
Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

234-7B

161313216-0020

WALL SYSTEM -
JNT COMPND

White
Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

234-7C

161313216-0021

WALL SYSTEM -
JNT COMPND

White
Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

3Test Report PLM-7.28.9  Printed: 8/22/2013 2:11:16 PM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 14:08:42

Craig Nixon (23)
Jadda Moffett (10)



EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313216
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

ACOSTA/HALFF HOUSE / 1308286ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

234-8A

161313216-0022

WALL SYSTEM -
SURFACE
TEXTURE

White/Pink

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

234-8B

161313216-0023

WALL SYSTEM -
SURFACE
TEXTURE

White
Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

234-8C

161313216-0024

WALL SYSTEM -
SURFACE
TEXTURE

White

Inseparable paint / coating layer included in analysis

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

234-9A

161313216-0025

PLASTER WALL
SYS - SURFACE
TEXTURE

Tan/White

Inseparable paint / coating layer included in analysis
The sample group is not homogeneous

Non-Fibrous
Homogeneous

Chrysotile<1%Non-fibrous (other)100%

234-9B

161313216-0026

PLASTER WALL
SYS - SURFACE
TEXTURE

White/Yellow None Detected

Inseparable paint / coating layer included in analysis
The sample group is not homogeneous

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

234-9C

161313216-0027

PLASTER WALL
SYS - SURFACE
TEXTURE

White None Detected

Inseparable paint / coating layer included in analysis
The sample group is not homogeneous

Non-Fibrous
Homogeneous

Non-fibrous (other)100%

234-10A

161313216-0028

HVAC SYSTEM
DUCT - MASTIC

White
Fibrous
Homogeneous

Chrysotile25%Cellulose50% Non-fibrous (other)25%

4Test Report PLM-7.28.9  Printed: 8/22/2013 2:11:16 PM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 14:08:42

Craig Nixon (23)
Jadda Moffett (10)



EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

161313216
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Attn: Mark Freemyer
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/19/13 8:10 AM

ACOSTA/HALFF HOUSE / 1308286ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/22/2013Analysis Date:
8/16/2013Collected:

Sample Description Appearance % Type

AsbestosNon-Asbestos

% Fibrous % Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using
Polarized Light Microscopy

234-10B

161313216-0029

HVAC SYSTEM
DUCT - MASTIC

Stop Positive (Not Analyzed)

234-10C

161313216-0030

HVAC SYSTEM
DUCT - MASTIC

Stop Positive (Not Analyzed)

234-11A

161313216-0031

HVAC SYSTEM
DUCT -
VIBRATION
DAMPER

Black

Sample does not match descriptiion on COC.

Non-Fibrous
Homogeneous

Chrysotile3%Non-fibrous (other)97%

234-11B

161313216-0032

HVAC SYSTEM
DUCT -
VIBRATION
DAMPER

Stop Positive (Not Analyzed)

234-11C

161313216-0033

HVAC SYSTEM
DUCT -
VIBRATION
DAMPER

Stop Positive (Not Analyzed)

234-12A

161313216-0034

FLOOR SYS 
CARPET -
CARPET MASTIC

Tan/White/Black None Detected
Non-Fibrous
Homogeneous

Non-fibrous (other)100%

234-12B

161313216-0035

FLOOR SYS 
CARPET -
CARPET MASTIC

Red/Black None Detected
Fibrous
Homogeneous

Synthetic90% Non-fibrous (other)10%

234-12C

161313216-0036

FLOOR SYS 
CARPET -
CARPET MASTIC

Gray/Red/Black None Detected
Fibrous
Homogeneous

Synthetic90% Non-fibrous (other)10%

5THIS IS THE LAST PAGE OF THE REPORT.Test Report PLM-7.28.9  Printed: 8/22/2013 2:11:16 PM

Richard Harding, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis. This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no
responsibility for sample collection activities or analytical method limitations. Interpretation and use of test results are the responsibility of the client. This report must not be used by the client to claim
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL
recommends gravimetric reduction prior to analysis. Samples received in good condition unless otherwise noted. Estimated accuracy, precision and uncertainty data available upon request. Unless
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN NVLAP Lab Code 200188-0, AZ0939, CA 2575, CO AL-15132, TX 300262

Initial report from 08/22/2013 14:08:42

Craig Nixon (23)
Jadda Moffett (10)











ConcentrationAnalyzed NotesRDLLab ID: Lead

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

Attn: Elizabeth Aguilar
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/21/13 9:30 AM

1308286ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/16/2013Collected:

161313258
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Site: Int. door frames
Desc: Brown/green

10 % wt8/27/20130001 0.50

Client Sample Collected: 8/16/20131

% wt

Site: Int. Rt. Inside back door
Desc: Green/grey

18 % wt8/27/20130002 0.50

Client Sample Collected: 8/16/20132

% wt

Site: Int. walls
Desc: grey

6.7 % wt8/27/20130003 1.0

Client Sample Collected: 8/16/20133

% wt

Site: Int. ceiling
Desc: yellow

0.045 % wt8/27/20130004 0.010

Client Sample Collected: 8/16/20134

% wt

Site: Int. Metal Ceiling
Desc: Dk. Yellow

25 % wt8/27/20130005 1.0

Client Sample Collected: 8/16/20135

% wt

Site: Int. Window frames
Desc: Brown/cream

5.8 % wt8/27/20130006 0.50

Client Sample Collected: 8/16/20136

% wt

Site: Int. Window frames
Desc: Lt. Brown/white

7.7 % wt8/27/20130007 0.50

Client Sample Collected: 8/16/20137

% wt

Site: Ext. Trim
Desc: Tan

18 % wt8/27/20130008 0.50

Client Sample Collected: 8/16/20138

% wt

Site: Ext. Trim
Desc: Orange

12 % wt8/27/20130009 0.50

Client Sample Collected: 8/16/20139

% wt

Site: Ext. Trim
Desc: Dk. Green

<0.014 % wt8/27/20130010 0.014

Client Sample Collected: 8/16/201310

% wt

Page 1 of 3Test Report PB w/RDL-7.26.0   Printed: 9/4/2013 8:37:01 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP. The QC data associated with these results included in this report meet the method QC requirements,
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected. EMSL bears no responsibility for sample collection activities. Samples received in
good condition unless otherwise noted. * slight modifications to methods applied. "<" (less than) result signifies that the analyte was not detected at or above the reporting limit.
Measurement of uncertainty is available upon request.
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN AIHA-LAP, LLC--ELLAP 157245, OH E10040

Initial report from 09/04/2013 08:37:01



ConcentrationAnalyzed NotesRDLLab ID: Lead

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

Attn: Elizabeth Aguilar
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/21/13 9:30 AM

1308286ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/16/2013Collected:

161313258
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext. Porch ceiling
Desc: Blue

0.049 % wt8/27/20130011 0.016

Client Sample Collected: 8/16/201311

% wt

Site: Int. 2nd FL. Stair Hall
Desc: Brown/yellow

0.24 % wt8/27/20130012 0.010

Client Sample Collected: 8/16/201312

% wt

Site: Int. Trim 2nd FL
Desc: Lt. Green

20 % wt8/27/20130013 0.50

Client Sample Collected: 8/16/201313

% wt

Site: Int. walls
Desc: Lt. Yellow/white

0.015 % wt8/27/20130014 0.010

Client Sample Collected: 8/16/201314

% wt

Site: Int. 2nd wanscott Front
Mid.
Desc: Red

22 % wt8/27/20130015 0.50

Client Sample Collected: 8/16/201315

% wt

Site: Int. Trim door frame
Desc: Dk. Blue

13 % wt8/27/20130016 0.50

Client Sample Collected: 8/16/201316

% wt

Site: Int. wall
Desc: Dk. Green

0.92 % wt8/27/20130017 0.10

Client Sample Collected: 8/16/201317

% wt

Site: Int. Women's RR
Desc: Pink/tan/white

20 % wt8/27/20130018 1.0

Client Sample Collected: 8/16/201318

% wt

Site: Int. Men's RR
Desc: Blue/green

0.24 % wt8/27/20130019 0.010

Client Sample Collected: 8/16/201319

% wt

Site: Int. 2nd stairs to 3rd
Desc: Red

25 % wt8/27/20130020 1.0

Client Sample Collected: 8/16/201320

% wt
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Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP. The QC data associated with these results included in this report meet the method QC requirements,
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected. EMSL bears no responsibility for sample collection activities. Samples received in
good condition unless otherwise noted. * slight modifications to methods applied. "<" (less than) result signifies that the analyte was not detected at or above the reporting limit.
Measurement of uncertainty is available upon request.
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN AIHA-LAP, LLC--ELLAP 157245, OH E10040

Initial report from 09/04/2013 08:37:01



ConcentrationAnalyzed NotesRDLLab ID: Lead

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B*/7000B)

EMSL Analytical, Inc.
2001 East 52nd St., Indianapolis, IN 46205
Phone/Fax: (317) 803-2997 / (317) 803-3047
http://www.EMSL.com indianapolislab@emsl.com

Attn: Elizabeth Aguilar
Argus Environmental
10004 Wurzbach Road
Suite 247
San Antonio, TX 78230-2214

Received: 08/21/13 9:30 AM

1308286ARG

Fax: (210) 342-9027
Phone: (210) 493-2560

Project:

8/16/2013Collected:

161313258
CustomerID: ARGU52
CustomerPO:
ProjectID:

EMSL Order:

Site: Int. 2nd wall Front middle
Desc: Pea green

20 % wt8/27/20130021 0.50

Client Sample Collected: 8/16/201321

% wt

Site: Int. 3rd wall
Desc: Olive

0.010 % wt8/27/20130022 0.010

Client Sample Collected: 8/16/201322

% wt

Site: Int. 3rd wall
Desc: White

0.32 % wt8/27/20130023 0.010

Client Sample Collected: 8/16/201323

% wt

Site: 1st Metal Ceiling
Desc: Yellow/tan

23 % wt8/27/20130024 0.50

Client Sample Collected: 8/16/201325

% wt

Page 3 of 3Test Report PB w/RDL-7.26.0   Printed: 9/4/2013 8:37:01 AM

Doug Wiegand, Laboratory Manager
or other approved signatory

Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP. The QC data associated with these results included in this report meet the method QC requirements,
unless specifically indicated otherwise. Unless noted, results in this report are not blank corrected. EMSL bears no responsibility for sample collection activities. Samples received in
good condition unless otherwise noted. * slight modifications to methods applied. "<" (less than) result signifies that the analyte was not detected at or above the reporting limit.
Measurement of uncertainty is available upon request.
Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN AIHA-LAP, LLC--ELLAP 157245, OH E10040

Initial report from 09/04/2013 08:37:01
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