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Environmental Services Inc. 
Geologists and Environmental Scientists 
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February 21, 2014 
 

Ms. Juliana Morelli 
Atkins 
10100 Reunion Place 
Suite 850 
San Antonio, Texas 78216 
 
Re: Supplemental Pre-Renovation Asbestos Survey 
 HemisFair Park Homes 

Acosta, Mayer, & Kampmann/Solomon House 
434 S. Alamo Street 
San Antonio, Texas 78205 

 STC Project No. 14044 
 

 
 
 
Ms. Morelli: 
 
On January 31 and February 11, 2014 a supplemental pre-renovation asbestos survey was 
conducted at the above referenced locations by a state licensed asbestos inspector. It is our 
understanding that this asbestos survey is for the proposed renovations at the above referenced 
address. In summary, ten (10) additional samples were collected and six (6) of the samples 
revealed the presence of asbestos at a concentration greater than 1%. Additional details 
regarding the survey are presented below. 
 
 
PROJECT INFORMATION 
 
A supplemental pre-demolition asbestos containing materials survey was accomplished at the 
site by Mr. E. Karlton Halbert, an EPA accredited and Texas licensed asbestos inspector 
(Texas State License Number 602302 expiration August 22, 2015).  The survey is considered 
supplemental to a previous survey conducted at the site by Argus Environmental Consultants 
in 2013. This supplemental survey expands the scope of the work to include interior HVAC 
duct mastic, black TSI mastic, vibration dampners, and white mud joints which were not 
tested in the original survey. A copy of the original Argus survey report is presented in 
Appendix A.  
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The supplemental survey was conducted on January 31 and February 11, 2014 in accordance 
with Texas Department of State Health Services (TDSHS) Texas Asbestos Health Protection 
Rules (TAHPR) revised in March 2003.  In order to prove that a building material is not 
asbestos containing, these regulations require that a minimum of three (3) samples be tested 
from each homogeneous area.  A homogeneous area is a location or locations where the 
building materials appear similar in nature and date of construction. 
 
 
LIMITED ASBESTOS CONTAINING MATERIALS SURVEY PROTOCOL 
 
The purpose of the asbestos survey is to attempt to identify asbestos containing materials.  In 
general, the Environmental Protection Agency (EPA) classifies ACM into three categories: 
Surfacing, which includes sprayed on or troweled on materials; Thermal, which includes 
insulation and materials associated with heating, hot/cold water systems and HVAC systems; and 
Miscellaneous, which includes ceiling and floor tiles, roofing materials and all other materials 
which do not fall into the two previous categories.  In addition, identified ACM material is 
further defined as "Friable" or "Non-friable".  "Friable" material is defined as materials, when 
dry, can easily be pulverized, crushed or reduced to powder by hand pressure.  "Non-Friable" 
material is defined as those materials containing asbestos that are firmly bound by a matrix such 
as plastic, cement, etc., that if handled carefully, will not become friable.  The EPA defines 
asbestos containing material (ACM) as any material or product, which contains greater than 1% 
asbestos.   
 
Prior to obtaining any bulk samples, the areas of homogenous material construction are identified 
to assure that each area is included in the sampling plan.  A "homogeneous area" indicates an 
area of surfacing material, thermal system insulation material, or miscellaneous material that is 
uniform in color and texture that is used throughout the facility during construction.  A minimum 
of three (3) representative samples are then obtained from each area.  
 
Materials not sampled during this inspection included concrete materials, ceramic tile, wood 
framing, carpet, PVC pipe and hidden and inaccessible components. 
 
 
RESULTS OF THE INSPECTION 
 
The supplemental inspection of site revealed the following additional suspect materials were 
present.  
 
Acosta House 
 

 Vibration Damper 
 Pipe TSI Black Mastic 
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Kampmann/Solomon House 
 

 HVAC Black Duct Mastic 
 White Mud Joint on Pipe – Basement ( one sample only) 

 
A total of ten (10) bulk samples were collected and immediately placed in plastic bags, sealed 
and assigned a unique number for transport to a Texas licensed asbestos laboratory for 
analysis. EMLab P&K in Ft. Lauderdale, Florida was the selected laboratory for analysis.  
The DSHS License Number for this laboratory is 300396. 
 
Six (6) of the samples indicated a concentration of asbestos greater than one percent. A 
complete copy of the analytical laboratory report is presented in Appendix B. 
 
Additional information concerning the asbestos containing materials identified in the 
supplemental survey is presented below. 
 

 Black Mastic on Pipe TSI – Acosta House Crawl Space and Attic – Approximately 52 
linear feet – Item 8 

 Black Mastic on HVAC Ducts – Kampmann/Solomon House Crawl Space – 
Approximately 42 linear feet were visible – Potential for more under other parts of 
building – Item 9 

 
 
SUMMARY OF ALL ASBESTOS MATERIALS  
 
In conjunction with the survey by Argus, a total of nine different asbestos building materials 
were identified in the various buildings.  These asbestos materials are designated Items 1 
through 9 on Table I.  The locations of these designated asbestos items is shown on Figures 1 
through 9. 
 
It should also be noted that the quantities of asbestos materials were increased due to the 
supplemental survey.  The asbestos quantities of some materials inventoried by STC also 
varied from the estimates noted in the original survey.  These variances are shown on Table I. 
 
 
OTHER INFORMATION 
 
It is recommended that this supplemental survey be provided to the designated asbestos 
abatement contractor for purposes of bidding. 
 
The supplemental survey also identified areas of the buildings which were not accessed and 
therefore not addressed in either of the surveys that were performed.  These areas are located 
on the third floor of the Mayer Building and the crawl space of the Kampmann Building.  
These areas are shown on Figures 8 and 9. 
 
 





Table I

HemisFair Park Homes

Asbestos Summary Table

Item Number Location
Material 

Description

Original 

Survey 

Estimated 

Quantity

Supplemental 

Survey Estimated 

Quantity

Figure Reference and 

Comments

Item1 1st floor & NW Room
Sheetrock w/Joint 

comp.
560 sq ft 510 sq ft Fig ‐ 2

Item2 Attic & Crawl Space HVAC Bk. Duct Mastic 180 Linear feet 192 lf Fig ‐ 1 & 4

Item 3 Attic & Crawl Space
White Vibration 

Damper
(1) one (2) two Fig ‐ 1 & 4

Item 4 Attic & Crawl Space Black pipe TSI mastic NA 50 lf Fig ‐ 1 & 4

Item 5
1st, 2nd, Basement, & 

crawl space

Cream color pipe TSI 

mastic
120 linear feet 231 linear feet Fig ‐ 5, 6, & 7

Item 6
1st, 2nd, Basement, & 

crawl space
Black pipe TSI mastic 100 linear feet 231 linear feet Fig ‐ 5, 6, & 7

Item 7 2nd floor
Stainless steel sink 

insulation
2 ‐ linear feet 2 ‐ linear feet Fig ‐ 7

Item 8 Basement Black TSI Wrap 12 linear feet 52 linear feet visible

Fig ‐ 9

50 linear feet disturbed on 

ground. Some material possibly 

removed after Sept. 2013

Large area not surveyed

Item 9 Crawl space
Black Mastic on HVAC 

ducts
0 42 linear feet visible Fig ‐ 9 

Mayer/Halff House #308

Acosta/Halff House #234

Kampmann/

Solomon/Halff House #245

Table I ‐ HemisFair Park Homes ‐ Asbestos Summary Table ‐ 14044.xlsx Page 1 of 1
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Environmental Services Inc.
Geologists and Environmental ScientistsSTC ACOSTA CRAWL SPACE FIG. 1

28'

0 10 FT

Crawl Space Access Holes
Item 2: HVAC Black Duct Mastic
118 Linear Feet
Item 3: White Vibration Damper - One

LEGEND - Items to be removed

Item 4: Pipe TSI Black Mastic
46 Linear Feet



N

Environmental Services Inc.
Geologists and Environmental ScientistsSTC ACOSTA FIRST FLOOR FIG. 2

28'

0 10 FT

LEGEND - Items to be removed

Item 1: Sheetrock with Joint Compound
on Ceiling - Approximately 510 square feet
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Geologists and Environmental ScientistsSTC ACOSTA SECOND FLOOR FIG. 3

28'

0 10 FT

No Asbestos on this Floor
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Geologists and Environmental ScientistsSTC ACOSTA  ATTIC FIG. 4

28'

0 10 FT

LEGEND - Items to be removed

Item 3: White Vibration Damper - One

Item 2: HVAC Black Duct Mastic
Approximately 74 linear feet

Additional HVAC Duct Work
Does Not appear to have insulation

Item 4: Pipe TSI Black Mastic
4 Linear Feet
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Environmental Services Inc.
Geologists and Environmental ScientistsSTC MAYER CRAWL SPACE & BASEMENT FIG. 5

37'

In Crawl Space

0 15 FT

Item 5 & 6: Cream color pipe TSI
& Black pipe TSI Mastic
Approximately 152 linear feet
To be removed

Basement
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Geologists and Environmental ScientistsSTC MAYER FIRST FLOOR & CEILING FIG. 6

37'

In Ceiling Space

0 15 FT

Basement

Item 5 & 6: Cream color pipe TSI
& Black pipe TSI Mastic
Approximately 150 linear feet
To be removed
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Environmental Services Inc.
Geologists and Environmental ScientistsSTC MAYER SECOND FLOOR & CEILING FIG. 7

37'

0 15 FT
Item 7: White Sink Undercaoting
One sink to be removed

Item 5 & 6: Cream color pipe TSI
& Black pipe TSI Mastic
Approximately 160 linear feet
To be removed

In Ceiling Space



N

Environmental Services Inc.
Geologists and Environmental ScientistsSTC MAYER ATTIC/THIRD FLOOR FIG. 8

37'

0 15 FT

No Asbestos on this Floor

Not
Surveyed
(inaccessible)
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Geologists and Environmental ScientistsSTC KAMPMANN BASEMENT AND CRAWL SPACE FIG. 9

55'

0 10 FT

Basement

10 LF Apparently removed
after Sept. 2013

Item 8
2 Linear Feet Intact

LEGEND - Items to be removed

Item 8: Black TSI Wrap - Undisturbed
Approximately 2 linear feet
Item 9: HVAC Duct Mastic - Black
Approximately 42 visible linear feet
In crawl space 

Not
Surveyed

(inaccessible)

Item 8
Disturbed TSI Wrap
on Ground
Approximately 50 LF

Not surveyed

Item 8 
Disturbed  Area
50 linear feet

Sample of white
mud on pipe joint -
additonal test needed
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APPENDIX A 
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