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ARCHITECTURAL DRAWING SYMBOLS

DOOR TAG

DETAIL
CALL-OUT

STRUCTURAL
COLUMN(S)

CENTER LINE

##
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SIM
BUILDING
SECTION

WINDOW TYPE

WALL/ PARTITION
TYPE

SPOT ELEVATION
MARKER

ROOM NAME

###.#

ROOM NAME /
NUMBER FIRE EXTINGUISHER

CABINET AND FIRE
EXTINGUISHER.
COORDINATE FINAL
LOCATION WITH FIRE
MARSHALL OR FIRE
DEPARTMENT
INSPECTOR.

EXPANSION JOINT/
CONTROL JOINT

##/A#.##

Ref
INTERIOR OR
EXTERIOR
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## / ###

SIM.
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SIM
WALL
SECTION
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A#.##

SIM
DETAIL
SECTION
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/## A##.#

WINDOW DETAIL

REVISION TAG##

CASEWORK TYPE##

NORTH ARROWPLAN

TRUE

ROOF TYPE###.##

FEC

ARCHITECTURAL GENERAL NOTES
1. THE INTENT OF THE DRAWINGS AND SPECIFICATIONS IS TO PROVIDE FOR A WATERTIGHT

& WEATHERTIGHT BUILDING. THE CONTRACTOR SHALL REVIEW ALL DETAILS RELATING TO
THIS INTENT AND BY BIDDING OR ENTERING INTO THIS CONSTRUCTION CONTRACT
WARRANTS FOR ONE FULL YEAR THE ADEQUACY OF THESE DETAILS.
SHOULD THE CONTRACTOR TAKE EXCEPTION TO THESE DETAILS, HE SHALL NOTIFY THE
ARCHITECT PRIOR TO BIDDING.  ANY DEVIATION FROM THIS GENERAL INTENT SHOULD BE
BROUGHT TO THE ATTENTION OF THE ARCHITECT FOR CLARIFICATION.

2. THE INTENT OF THE DRAWINGS AND SPECIFICATIONS IS TO PROVIDE FOR A PLUMB,
LEVEL, AND SQUARE STRUCTURE UNLESS OTHERWISE NOTED.  ANY DEVIATION FROM
THIS GENERAL INTENT SHOULD BE BROUGHT TO THE ATTENTION OF THE ARCHITECT
FOR CLARIFICATION.

3. THE BUILDING SHALL BE CONSTRUCTED IN FULL COMPLIANCE WITH ALL APPLICABLE
CODES, ORDINANCES AND REGULATIONS AS WELL AS THE DRAWINGS AND
SPECIFICATIONS.  ANY CODE DEFICIENCIES IN THE DRAWINGS RECOGNIZED BY THE
CONTRACTOR SHOULD BE BROUGHT TO THE ATTENTION OF THE ARCHITECT FOR
CLARIFICATION.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE ACCURATE PLACEMENT OF THE
BUILDING ON THE SITE AND VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS.
DISCREPANCIES BETWEEN DRAWINGS AND ACTUAL SITE CONDITIONS SHALL BE
BROUGHT TO THE ATTENTION OF THE ARCHITECT BEFORE BIDDING THE PROJECT OR
THE COMMENCEMENT OF WORK.  THE OWNER SHALL NOT BE RESPONSIBLE FOR
CHANGES TO THE WORK DUE TO THE FAILURE OF THE CONTRACTOR TO FAMILIARIZE
HIMSELF WITH EXISTING CONDITIONS.

5. DO NOT SCALE DRAWINGS: ALL DIMENSIONS SHALL HAVE PREFERENCE OVER SCALE
AND BE FIELD VERIFIED AND COORDINATED WITH WORK OF ALL TRADES.
IF NO DIMENSIONS ARE GIVEN OR DISCREPANCIES FOUND, THE CONTRACTOR
SHALL NOTIFY THE ARCHITECT FOR CLARIFICATION BEFORE BIDDING OR 
COMMENCING THE WORK.

6. DETAILS ARE INTENDED TO SHOW METHOD AND MANNER OFACCOMPLISHING WORK.
MINOR MODIFICATIONS MAY BE REQUIREDTO SUIT JOB DIMENSIONS OR CONDITIONS,
ALL INCLUDED AS PART OF THE WORK.

7. THE CONTRACTOR SHALL PROVIDE ALL PERMITS AND INSPECTION NECESSARY
FOR THE PROPER EXECUTION OF THE WORK IN ACCORDANCE WITH APPLICABLE
CODES AND GOVERNING REGULATIONS.

8. THE CONTRACTOR SHALL VERIFY THE SIZES AND LOCATIONS OF ALL MECHANICAL
AND ELECTRICAL EQUIPMENT PADS AND BASES, AS WELL AS POWER, WATER AND
DRAIN REQUIREMENTS FOR SUCH EQUIPMENT WITH EQUIPMENT MFG.
DEVIATION OF THE AFOREMENTIONED REQUIREMENTS SHOULD BE BROUGHT TO THE
ATTENTION OF THE ARCHITECT FOR CLARIFICATION.

9. ALL WALL WIDTHS ARE SHOWN AND DIMENSIONED WITH NOMINAL DIMENSIONS.
(I.E. 8" CMU= 7 5/8"). DIMENSIONS FOR FRAMED WALLS ARE SHOWN TO FACE OF STUDS
AND/OR FACE OF BLOCK

ARCHITECTURAL

EARTH,
COMPACT FILL

SAND/ MORTAR/
PLASTER/ CUT STONE

FILL/ GRAVEL

CONCRETE

COMMON/
FACE BRICK

CONCRETE BLOCK

RUBBLE/STONE

ALUMINUM

STEEL/ OTHER
METALS

BLOCKING
(NON-CONTINUOUS)

BLOCKING
(CONTINUOUS)

FINISHED WOOD

PLYWOOD

GLASS

BATT/ LOOSE FILL
INSULATION

RIGID INSULATION

GYPSUM WALLBOARD

STUCCO

PLASTIC

STONE

MATERIAL SYMBOLS

ARCHITECTURAL ABBREVIATIONS

ABBREV. DESCRIPTION ABBREV.

A/C
ACOUS  
AD
ADJ
AFF
ALT
ALUM
ARCH
ASPH

BD
BLDG
BLK
BLKG
BM
BSMT
BW

CLO
CLG
CLR
CM
CMU
COL
CONC
CONT
CONST
CORR
CT
CTR
CTSK
CU FT

D
DIA
DIM
DISP
DN
DR
DET
DWG

E
EA
EDF
EIFS

EJ
EL
ELECT
ELEV
EQ
EQUIP
EW
EWC
EXH
EXIST
EXP
EXT

FF
FHC
FIN
FIXT
FL
FLASH
FL.D.
FLEX
FLUOR
FT

GA
GAL
GC
GI
GR
GRD
GYP BD
GWB

HB
HDW
HM
HORIZ
HR
HT
HVAC

ID
INFO
INSUL
INT

AIR CONDITIONING
ACOUSTICAL
AREA DRAIN
ADJUSTABLE
ABOVE FINISHED FLOOR
ALTERNATIVE
ALUMINUM
ARCHITECT(URAL)
ASPHALT

BOARD
BUILDING
BLOCK
BLOCKING
BEAM
BASEMENT
BOTH WAYS

CLOSET
CEILING
CLEAR(ANCE)
CENTIMETER
CONCRETE MASONRY UNIT
COLUMN
CONCRETE
CONTINUOUS
CONSTRUCTION
CORRIDOR
CERAMIC TILE
CENTER
COUNTERSUNK
CUBIC FOOT

DEPTH
DIAMETER
DIMENSION
DISPENSER
DOWN
DOOR
DETAIL
DRAWING

EAST
EACH
ELECTRIC DRINKING FOUNTAIN
EXTERIOR INSULATION & FINISH
SYSTEM
EXPANSION JOINT
ELEVATION
ELECTRICAL
ELEVATOR
EQUAL
EQUIPMENT
EACH WAY
ELECTRIC WATER COOLER
EXHAUST
EXISTING
EXPANSION
EXTERIOR

FINISHED FLOOR
FIRE HOSE CABINET
FINISH(ED)
FIXTURE
FLOOR
FLASHING
FLOOR DRAIN
FLEXIBLE
FLUORESCENT
FEET

GAUGE
GALVANIZED
GENERAL CONTRACTOR
GALVANIZED IRON
GUARDRAIL
GRADE
GYPSUM WALLBOARD
GYPSUM WALLBOARD

HOSE BIBB
HARDWARE
HOLLOW METAL
HORIZONTAL
HANDRAIL
HEIGHT
HEATING, VENTILATING, & AIR
CONDITIONING

INSIDE DIAMETER
INFORMATION
INSULATION
INTERIOR

DESCRIPTION

JAN
JT

LAM
LAV
LH
LT

MAS
MAT
MAX
MECH
MEP

MET
MFG
MFR
MIN
MISC

N
NIC
NO OR #
NRC

NTS

OA
OC
OH
OD
OPNG
OPP
OVH

PART
PCF
PLAS
PLA
PSF
PSI
PT
PVC
PLYWD
PNL

R
R/A
REINF.
REQ'D
RD
RE
REBAR
RES
RH
RM

S
SCHED
SHT
SIM
SPEC
SQ
SS
STC

STD
STL
STRUCT

T
TOC
THK
TOS
T/R
TYP

UL

VCT
VERT
VEST
VWC

W
W/
WC
WD

YD

JANITOR
JOINT

LAMINATE
LAVATORY
LEFT HAND
LIGHT

MASONRY
MATERIAL
MAXIMUM
MECHANICAL
MECHANICAL, ELECTRICAL
& PLUMBING
METAL
MANUFACTURING
MANUFACTURER
MINIMUM
MISCELLANEOUS

NORTH
NOT IN CONTRACT
NUMBER
NOISE REDUCTION
COEFFICIENT
NOT TO SCALE

OUTSIDE AIR
ON CENTER
OPPOSITE HAND
OUTSIDE DIAMETER
OPENING
OPPOSITE
OVERHEAD

PARTITION
POUNDS PER CUBIC FOOT
PLASTER
PLASTIC
POUNDS PER SQUARE FOOT
POUNDS PER SQUARE INCH
PAINTED
POLYVINYL CHLORIDE
PLYWOOD
PANEL

RADIUS, STAIR RISER
RETURN AIR
REINFORCED, REINFORCING
REQUIRED
ROOF DRAIN
REFER TO
REINFORCING BAR
RESILIENT
RIGHT HAND
ROOM

SOUTH
SCHEDULED, SCHEDULE
SHEET
SIMILAR
SPECIFICATIONS
SQUARE
STAINLESS STEEL
SOUND TRANSMISSION
COEFFICIENT

STANDARD
STEEL
STRUCTURE

STAIR TREAD
TOP OF CURB ELEVATION
THICK(NESS)
TOP OF SLAB, TOP OF STEEL
TOILET ROOM
TYPICAL

UNDERWRITER'S
LABORATORIES

VINYL COMPOSITION TILE
VERTICAL
VESTIBULE
VINYL WALL COVERING

WEST, WIDTH, WIDE
WITH
WATER CLOSET
WOOD

YARD
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SHEET INDEX,
ABBREVIATIONS,

LEGENDS &
SYMBOLS

G0.1

SHEET INDEX
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SHEET NAME

STRUCTURAL

S1.0 3D VIEWS

S1.1 STRUCTURAL NOTES

S1.2 STRUCTURAL NOTES

S1.3 SPECIAL INSPECTIONS

11/07/14 S2.1 PIER PLAN

11/07/14 S2.2 FOUNDATION FRAMING PLAN - BASE BID

11/07/14 S2.2A FOUNDATION FRAMING PLAN - ALTERNATES

11/07/14 S2.3 LOW ROOF FRAMING PLAN - BASE BID

11/07/14 S2.3A LOW ROOF FRAMING PLAN - ALTERNATES

11/07/14 S2.4 HIGH ROOF FRAMING PLAN

S3.1 BUILDING CROSS SECTIONS

S3.2 ELEVATIONS

11/07/14 S3.3 BRACE ELEVATIONS AND DETAILS

S4.1 SECTIONS AND DETAILS

S4.2 SECTIONS AND DETAILS

S4.3 SECTIONS AND DETAILS

S5.1 TYPICAL STEEL DETAILS

S5.2 SECTIONS AND DETAILS

S5.3 SECTIONS AND DETAILS

11/07/14 S5.4 SECTIONS AND DETAILS

S6.1 TYPICAL CMU DETAILS

S7.1 SCHEDULES

MEP

M001 MECHANICAL LEGENDS, SYMBOLS, SCHEDULES & ABBREVIATIONS

M002 MECHANICAL SCHEDULES

11/07/14 M101 LEVEL 1 - FLOOR PLAN HVAC

M201 MECHANICAL DETAILS

11/07/14 E001 ELECTRICAL LEGEND, SYMBOLS & ABBREVIATIONS

11/07/14 E002 SITE PLAN - ELECTRICAL

11/07/14 E101 LEVEL 1 - FLOOR PLAN - LIGHTING

11/07/14 E102 LEVEL 2 - FLOOR PLAN - LIGHTING

11/07/14 E201 LEVEL 1 - FLOOR PLAN - POWER/SIGNAL

11/07/14 E301 LEVEL 1 - PARTIAL FLOOR PLANS - ELECTRICAL ALT #1

E401 ONE-LINE DIAGRAM - ELECTRICAL

E501 ELECTRICAL PANEL SCHEDULES

E601 ELECTRICAL DETAILS

P001 PLUMBING LEGEND, SYMBOLS, SCHEDULES & ABBREVIATIONS

P101 LEVEL 1 - FLOOR PLAN - PLUMBING

P201 PLUMBING DETAILS

P301 PLUMBING RISERS

TECHNOLOGY

T0.00 TECHNOLOGY SYMBOLS, LEGEND AND ABBREVIATIONS

T1.01 TECHNOLOGY SITE PLAN

11/07/14 T2.01 TECHNOLOGY FLOOR PLAN - BASE BID

T2.02 TECHNOLOGY FLOOR PLAN - ALTERNATE

AV2.01 AUDIO/VISUAL FLOOR PLAN - BASE BID

AV2.02 AUDIO/VISUAL FLOOR PLAN - ALTERNATE

TS2.01 SECURITY FLOOR PLAN - BASE BID

11/07/14 TS2.02 SECURITY FLOOR PLAN - ALTERNATE

T3.00 MDF ROOM LAYOUT AND RACK ELEVATION

T4.00 TECHNOLOGY TYPICAL DETAILS

T4.01 TECHNOLOGY TYPICAL LABELING SCHEME AND BLOCK DIAGRAMS

AV4.00 AUDIO/VISUAL TYPICAL DETAILS

AV4.01 AUDIO/VISUAL SIGNAL FLOW DIAGRAMS

AV4.02 AUDIO/VISUAL RACK ELEVATION AND EQUIPMENT SCHEDULES

TS4.00 SECURITY TYPICAL DETAILS

TS4.01 SECURITY EQUIPMENT SCHEDULE
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SHEET NAME

GENERAL

G0.0 COVER

11/07/14 G0.1 SHEET INDEX, ABBREVIATIONS, LEGENDS & SYMBOLS

G0.2 ADA ACCESSIBILITY STANDARDS

G0.3 ADA ACCESSIBILITY STANDARDS

G0.4 CODE ANALYSIS

CIVIL

C1.0 OFFSITE SANITARY SEWER IMPROVEMENTS COVER SHEET

C1.1 SANITARY SEWER PLAN AND PROFILE

C1.2 UTILITY DETAILS

C2.0 DIMENSIONAL CONTROL, STRIPING AND SIGNAGE PLAN

C3.0 GRADING PLAN

C3.1 SUBFLOOR GRADING

C4.0 UTILITY SITE PLAN

C4.1 UTILITY DETAILS

C5.0 STORM WATER POLLUTION PREVENTION PLAN

C5.1 STORM WATER POLLUTION PREVENTION PLAN DETAIL

C5.2 STORM WATER POLLUTION PREVENTION PLAN NARRATIVE

C5.3 ENVIRONMENTAL PERMITS, ISSUES AND COMMITMENTS EPIC

C6.0 DETAILS

C6.1 DETAILS

C6.2 DETAILS

C6.3 DETAILS

C7.0 FIRE PROTECTION SITE PLAN

LANDSCAPE

11/07/14 TP1.0 TREE PRESERVATION PLAN

TP1.1 TREE PRESERVATION NOTES & DETAILS

11/07/14 LP1.0 TREE PLANTING PLAN

LP1.1 PLANTING PLAN

11/07/14 LP1.2 PLANTING PLAN

LP2.0 PLANTING DETAILS

LP3.0 PLANTING DETAILS

11/07/14 LP3.1 PLANTING NOTES AND DETAILS

IR1.0 IRRIGATION PLAN

11/07/14 IR1.1 IRRIGATION PLAN

11/07/14 IR1.2 TREE BUBBLER PLAN

IR1.3 IRRIGATION DETAILS

ARCHITECTURAL

11/07/14 A1.01 SITE PLAN

11/07/14 A2.01 FOUNDATION SLAB PLAN

11/07/14 A2.02 FLOOR PLAN - BASE BID

A2.03 CLERESTORY PLAN - BASE BID

11/07/14 A2.04 ROOF PLAN AND ROOF TYPES

11/07/14 A2.11 FLOOR FINISHES PLAN - WITH ALTERNATE

11/07/14 A2.12 FURNITURE PLAN - WITH ALTERNATE

11/07/14 A2.21 REFLECTED CEILING PLAN - LOW

11/07/14 A2.22 REFLECTED CEILING PLAN - HIGH

A2.31 ALTERNATE PLANS AND RCPs

11/07/14 A3.00 EXTERIOR 3D VIEWS

A3.01 EXTERIOR ELEVATIONS

A3.02 EXTERIOR ELEVATIONS

A3.11 BUILDING SECTIONS

A3.12 BUILDING SECTIONS

A3.13 BUILDING SECTIONS

A3.14 BUILDING SECTIONS

A3.15 BUILDING SECTIONS

A3.21 WALL SECTIONS

A3.22 WALL SECTIONS

A3.23 WALL SECTIONS

11/07/14 A3.24 WALL SECTIONS

A3.25 WALL SECTIONS

A3.26 WALL SECTIONS - ALTERNATE

A4.01 ENLARGED PLANS AND RESTROOM ELEVATIONS

11/07/14 A5.01 INTERIOR ELEVATIONS

11/07/14 A5.02 INTERIOR ELEVATIONS

11/07/14 A5.03 INTERIOR ELEVATIONS

A5.04 INTERIOR ELEVATIONS

A5.05 INTERIOR ELEVATIONS

A5.11 MILLWORK DETAILS

A5.12 MILLWORK DETAILS

11/07/14 A5.21 MISCELLANEOUS INTERIOR DETAILS

A5.22 MISCELLANEOUS INTERIOR DETAILS

11/07/14 A6.01 ROOM FINISH AND DOOR SCHEDULES

A6.02 WINDOW TYPES

A6.11 WINDOW DETAILS

A6.12 WINDOW DETAILS

A6.21 DOOR DETAILS

11/07/14 A7.01 MISC. DETAILS

11/07/14 A7.02 MISC. EXTERIOR DETAILS

A8.01 PLAN DETAILS

A8.02 PLAN DETAILS

A8.03 PLAN DETAILS

A8.04 PLAN DETAILS

A8.11 SECTION DETAILS

A8.12 SECTION DETAILS

A9.01 WALL TYPES

11/07/14 A10.01 SIGNAGE PLAN - WITH ALTERNATE

A10.11 SIGNAGE DETAILS

A10.12 SIGNAGE DETAILS

11/07/14 A10.13 SIGNAGE DETAILS
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01

02

02

02

02

02

02

11 SPACES

13 SPACES12 REGULAR, 1 HANDICAP

12 SPACES10 REGULAR, 2 HANDICAP

4 SPACES

01

03

03

03

0304

04

04

04

17
02

06

08

04

04

05

6 SPACES

3
SPACES

09

10

11

95' - 6"

96' - 0"

100' - 0"

100' - 0"

52 TOTAL
PARKING
SPACES

4 SPACES

12

13

ALTERNATE #1
(BASE BID -
FOUNDTATION)

14

15

11

10

10

16

18

19

20

20

20

20

19

19

10

01

21

22

99' - 8"

04

02 / A1.01

01 / A2.31

Sim

23

23

23

23

07

KEYNOTES: SITE PLAN

PROPERTY LINE

CONCRETE WALK

01

02

ASPHALT PAVING, REF: CIVIL03

CONCRETE CURB, REF: CIVIL04

EXISTING TREE TO REMAIN, PROTECT
DURING CONSTRUCTION05

LOADING AREA06

SIDEWALK DRAIN, REFER CIVIL FOR
DETAIL AND LOCATION

07

PLAY AREA; PLAYGROUND
EQUIPMENT AND GROUND
SURFACING BY OTHERS.

08

DECOMPOSED GRANITE WALK09

STORM DRAIN GRATE, REF: CIVIL10

CONCRETE STORM DRAIN OUTLET,
REF: CIVIL

11

FLAG POLE, REF: 05/A1.0112

BICYCLE RACK (6)13

ALTERNATE #2 - GALVANIZED STEEL
TRELLIS SYSTEM WITH STRUCTURAL
STEEL COLUMNS AT 8'-0" O.C.

14

15 MONUMENT SIGN

16 XFRM UTILITY POLE

17 MOUNTABLE CURB

18 MAN HOLE, REFER TO CIVIL

19 30 FT. PIPELINE EASEMENT

20 LIGHT POLE

21 28' OVERHEAD POWER EASERMENT

22 ROOF SCUPPER CATCH BASIN TROUGH

23
ROOF LINES (SHOWN DASHED) -
BASE BID

C
L

E
A

R

1
' -

 6
"

6' - 0" CLEAR

3
' -

 4
"

7' - 10"

CAST-IN-PLACE CONCRETE
TROUGH, BOARD FORM FINISH
INSIDE AND OUTSIDE

03

A1.01

GRATE INLET, REFER TO CIVIL

PROVIDE GALV. STEEL EMBED
U-BOLT ANCHOR, COORDINATE
EXACT LOCATION WITH GUTTER
AND RAIN CHAIN ABOVE

GALV. STEEL COVER PLATE WITH
WELDED 1" X 1 1/2" STEEL BARS

2
' -

 0
" 

O
P

E
N

IN
G

6' - 6" OPENING

CONCRET FOOTING SLOPED TO
GRATE INLET, REFER TO CIVIL

R
E

F
E

R
C

IV
IL

2
' -

 0
"

2' - 6"

GRATE INLET SET IN CONCRETE
FOOTING, REFER TO CIVIL

CONCRETE FOOTING,
REFER TO CIVIL

SET ON BED OF EPOXY SEALANT

CAST-IN-PLACE 3000 PSI
CONCRETE TROUGH, CONT. #3
BARS (HORIZONTAL) @ 8" O.C. AND
#3 BARS @ 12" O.C. (VERTICAL)

LOOSE COBBLE,
REFER TO LANDSCAPE

04 / A1.01

3/8" GALV. STEEL COVER
PLATE, EMBEDDED

3' - 4"

1' - 8" 1' - 8"

6
"

6
"

F
O

O
T

IN
G

 D
E

P
T

H
 D

E
T

E
R

M
IN

E
D

 B
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 F
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A
G
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 D
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N
 E

N
G

IN
E

E
R

H
E

IG
H

T
 A

S
 S

P
E

C
IF

IE
D

1/2" 2' - 0" 2' - 0" 1/2"

2
"

6" DIA. BALL

STANDARD TRUCK

LOCKABLE CLEAT COVER

FLAG POLE AS SPECIFIED

ALUMINUM FLASH COLLAR

HARDWOOD WEDGES

CEMENT TOPPING WITH
TROWELLED FINISH

EXPANSION JOINT AND SEALANT ALL
OF THE WAY AROUND

CONCRETE BASE, 3000 PSI

16 GA. GALVANIZED CORRUGATED
SLEEVE.
FILL WITH SAND, DRY PACK

4 WELDED STRING CENTERING WEDGES

18"X18"X1/2" STEEL BASE PLATE

9"X9"X1/2" PLATE SUPPORT

3/4" DIA. STEEL GROUND SPIKE WELDED
TO PLATES

1
/2

"

1/2"

8"

3/8" GALV. STEEL PLATE

6" CAST-IN-PLACE
CONCRETE, REINFORCED

STEEL PLATE EMBED
ANCHOR @ 2' - 0" O.C. MAX.

CONCRETE REVEAL

1" X 1/2" GALV. STEEL
BARS WELDED TO
PLATE, REFER TO PLAN
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SITE PLAN

A1.01
 1" = 20'-0"01 SITE PLAN

PLAN

TRUE

 1/2" = 1'-0"02 PLAN - CONCRETE TROUGH

 1/2" = 1'-0"03 SECTION - CONCRETE TROUGH

 1/2" = 1'-0"05 FLAG POLE DETAIL

 1 1/2" = 1'-0"04 DETAIL - TROUGH RIM
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24

6

8

8

10

10

12

12

35

79.E

9.B11.B

E E

B B

A A

D D

C

F F

10.1 8.6

10.9

1.9

8.1

11.2 6.5 5.5 3.7

B.4

C.4

1

B.9

B.6

5.1

E.5
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FOUNDATION
SLAB PLAN

A2.01NTS01 FOUNDATION SLAB PLAN - BASE PLAN

1. ALL DIMENSIONS ARE FROM COLUMN
CENTER LINES, FACE OF CMU AND
CONCRETE WALLS, OR FACE OF
WOOD AND/OR METAL STUDS, U.N.O.
EXTERIOR WALL FRAMING IS
DIMENSIONED TO THE FACE OF STUD,
AND DO NOT INCLUDE PREFINISHED
EXTERIOR METAL WALL PANEL
THICKNESS.

2. CONTRACTOR TO VERIFY ALL
CONDITIONS AND PLAN DIMENSIONS
PRIOR TO BEGINNING ANY
CONSTRUCTION OR FABRICATION,
AND NOTIFY ARCHITECT IN WRITING
OF ANY DISCREPANCIES.

3. CONTRACTOR TO PROVIDE TREATED
WOOD BLOCKING AS NECESSARY FOR
ANY WALL MOUNTED ITEMS OR
ACCESSORIES.

4. ALL DOORS TO BE 4" FROM FACE OF
ADJACENT GYPSUM BOARD OF
PERPINDICULAR WALL TO EDGE OF
DOOR, U.N.O. IF A DIMENSION IS
SHOWN, THIS WILL NOT INDICATE
DISTANCE FROM FACE OF GYPSUM
BOARD TO EDGE.

5. PROVIDE CONTROL JOINTS (C.J.) AT
ALL HEADS OF DOOR JAMBS AND
CASED OPENINGS, AND ALL HEADS
AND SILLS OF ALL WINDOWS.

6. CONTRACTOR SHALL VERIFY ALL
DIMENSIONS TO ENSURE PROPER FIT
PRIOR TO MANUFACTURING ANY
MILLWORK OR ORDERING ANY
SPECIALTY ITEMS OR EQUIPMENT.

7. REFER TO TEXAS ACCESSIBILITY
STANDARDS (T.A.S.) FOR ALL
MOUNTING HEIGHTS, DOOR
CLEARANCES, ETC.

8. PROVIDE FIRE RATED EXTINGUISHER
CABINET WHEN LOCATED IN RATED
PARTITION.

9. UNLESS NOTED OTHERWISE, ALL
FURNITURE IS TO BE FURNISHED AND
INSTALLED BY OWNER.

10. UNLESS NOTED OTHERWISE, ALL
EQUIPMENT IS TO BE CONTRACTOR
FURNISHED AND CONTRACTOR
INSTALLED.

11. REFER TO SHEET A9.01 FOR
PARTITION TYPES.

12 PROVIDE CORNER GUARDS AS
SPECIFIED AT ALL OUTSIDE 90
DEGREE WALL CORNERS IN STAFF
AREA, VERIFY ON PLAN

13 ALL EXPOSED STEEL AND
GALVANIZED STEEL TO BE PAINTED.

 1/8" = 1'-0"02 FOUNDATION LUG PLAN - ALTERNATE #1
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GENERAL NOTES
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FLOOR PLAN -
BASE BID

A2.02

1. ALL DIMENSIONS ARE FROM COLUMN
CENTER LINES, FACE OF CMU AND
CONCRETE WALLS, OR FACE OF
WOOD AND/OR METAL STUDS, U.N.O.
EXTERIOR WALL FRAMING IS
DIMENSIONED TO THE FACE OF STUD,
AND DO NOT INCLUDE PREFINISHED
EXTERIOR METAL WALL PANEL
THICKNESS.

2. CONTRACTOR TO VERIFY ALL
CONDITIONS AND PLAN DIMENSIONS
PRIOR TO BEGINNING ANY
CONSTRUCTION OR FABRICATION,
AND NOTIFY ARCHITECT IN WRITING
OF ANY DISCREPANCIES.

3. CONTRACTOR TO PROVIDE TREATED
WOOD BLOCKING AS NECESSARY FOR
ANY WALL MOUNTED ITEMS OR
ACCESSORIES.

4. ALL DOORS TO BE 4" FROM FACE OF
ADJACENT GYPSUM BOARD OF
PERPINDICULAR WALL TO EDGE OF
DOOR, U.N.O. IF A DIMENSION IS
SHOWN, THIS WILL NOT INDICATE
DISTANCE FROM FACE OF GYPSUM
BOARD TO EDGE.

5. PROVIDE CONTROL JOINTS (C.J.) AT
ALL HEADS OF DOOR JAMBS AND
CASED OPENINGS, AND ALL HEADS
AND SILLS OF ALL WINDOWS.

6. CONTRACTOR SHALL VERIFY ALL
DIMENSIONS TO ENSURE PROPER FIT
PRIOR TO MANUFACTURING ANY
MILLWORK OR ORDERING ANY
SPECIALTY ITEMS OR EQUIPMENT.

7. REFER TO TEXAS ACCESSIBILITY
STANDARDS (T.A.S.) FOR ALL
MOUNTING HEIGHTS, DOOR
CLEARANCES, ETC.

8. PROVIDE FIRE RATED EXTINGUISHER
CABINET WHEN LOCATED IN RATED
PARTITION.

9. UNLESS NOTED OTHERWISE, ALL
FURNITURE IS TO BE FURNISHED AND
INSTALLED BY OWNER.

10. UNLESS NOTED OTHERWISE, ALL
EQUIPMENT IS TO BE CONTRACTOR
FURNISHED AND CONTRACTOR
INSTALLED.

11. REFER TO SHEET A9.01 FOR
PARTITION TYPES.

12 PROVIDE CORNER GUARDS AS
SPECIFIED AT ALL OUTSIDE 90
DEGREE WALL CORNERS IN STAFF
AREA, VERIFY ON PLAN

13 ALL EXPOSED STEEL AND
GALVANIZED STEEL TO BE PAINTED.

PLAN

TRUE
 1/8" = 1'-0"01 FLOOR PLAN - BASE BID

1
A

D
D

E
N

D
U

M
 #

1
1
1
/0

7
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ROOF LEGEND

ROOF SLOPE (DOWN)

ROOF CRICKET

SPLASH BLOCK

DOWNSPOUT

SLOPE

D.S.

E.J.

S
.B

.

ROOF TYPE

EXPANSION JOINT

###.##

VENT THRU ROOF
VTR

ROOFING NOTES

SLOPE

S
L

O
P

E

SLOPE

S
L

O
P

E

S
L

O
P

E

S
L

O
P

E

SS1.0

SS1.0

SS1.0

SS1.0

PVC1.0

STANDING SEAM METAL ROOF

ON STEEL TRELLIS STRUCTURE

S
L

O
P

E

RAIN CHAIN ATTACHED TO

CONCRETE TROUGH, REFER TO

SITE PLAN AND DETAIL 11/A8.12

OVERSIZED METAL DOWNSPOUT, THRU-

SLAB PENETRATION TO UNDERGROUND

DRAIN, REFER TO CIVIL AND STRUCTURAL

CONCEALED OVERSIZED METAL

DOWNSPOUT TO MATCH STANDING

SEAM METAL ROOF TRIM AND COLOR

BUILDING AWNING

SS2.0

SS2.0

D.S. D.S. D.S. D.S.

D
.S

.
R

O
O

F

D
.S

.

CONCRETE PORCH SLAB

SHOWN BELOW

OVERSIZED RAKE GUTTER, REFER

TO ROOF DETAILS MATCH ROOF

TRIM DEPTH AND COLOR

OVERSIZED METAL GUTTER,

REFER TO ROOF DETAILS.  MATCH

ROOF TRIM DEPTH AND COLOR

S
L

O
P

E

CONCRETE PORCH SLAB

SHOWN BELOW

PORCH EDGE METAL

GUARDRAIL SHOWN BELOW

26' - 10"

1
6

' -
 0

" 
S

L
O

P
E

D

DEEP METAL GUTTER, REFER

TO ROOF DETAILS MATCH ROOF

TRIM DEPTH AND COLOR

DEEP METAL GUTTER, REFER

TO ROOF DETAILS MATCH ROOF

TRIM DEPTH AND COLOR

MECHANICAL YARD  SHOWN BELOW

MECHANICAL YARD

SHOWN BELOW

38" ROOF OVERHANG

D.S.

STANDARD BOX GUTTER

AND DOWNSPOUT

ALIGN  HIGH ROOF METAL

FASCIA AND WALL END

METAL TRIM WITH LOW

ROOF METAL FASCIA AND

ROOF PLANE ANGLE

VTR VTR VTR

VTR

VTR

HIGH ROOF OVERHAND

S
L

O
P

E

SS1.0 SS2.0

42' - 7"

D.S.

BASE BID - BUILDING

AWNING ROOF LINE

ALTERNATE #1 - ADULT

PORCH COVER

ALTERNATE #1 - FLEX

ROOM ROOF

BASE BID - ROOF LINE

S
L

O
P

E

BASE BID - ROOF LINE

ALTERNATE #1 - METAL GUTTER

AND DOWN SPOUT

ALTERNATE #1 - 38"

ROOF OVERHANG

17' - 6 1/2"

FACE OF CMU 10°

SLOPE

SS2.0

ALTERNATE #2 - GALVANIZED

STEEL TRELLIS STRUCTURE

S
L

O
P

E

ALTERNATE #1 - CHILDRENS

PORCH COVER

R
O

O
F

D
.S

.

BASE BID - BUILDING

AWNING ROOF LINE

50' - 4"

13' - 0". ROOF TYPE - PVC1.0 (R-26)

PVC SYSTEM MEMBRANE

4" POLY-ISO BOARD INSULATION
(2 LAYERS OF 2" MIN.)

3" METAL ROOF DECK (REFER TO STRUC.)

ROOF STRUCTURE (REFER TO STRUC.)

ROOF TYPE - SS1.0 (R-23)

ROOF STRUCTURE (REFER TO STRUC.)

1-1/2" METAL ROOF DECK (REFER TO STRUC.)

4" POLY-ISO BOARD INSULATION

ROOF UNDERLAYMENT

STANDING SEAM METAL ROOF PANEL

ROOF TYPE - SS2.0 (R-0)

ROOF STRUCTURE (REFER TO STRUC.)

1-1/2" METAL ROOF DECK (REFER TO STRUC.)

STANDING SEAM METAL ROOF PANEL

Job. No.

Date

Checked by
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ROOF PLAN AND
ROOF TYPES

A2.04

1. MANUFACTURER'S REP TO INSPECT
ALL ROOFING APPLICATIONS TO
ENSURE ADHERENCE TO MFG.
GUIDELINES AND CERTIFY TO THE
GENERAL CONTRACTOR THAT ROOF IS
INSTALLED PER MFG. GUIDELINES.

2. ROOF PENETRATIONS SHOWN ARE
SCHEMATIC IN NATURE AND FOR THE
CONVENIENCE OF THE CONTRACTOR.
GENERAL CONTRACTOR RESPONSIBLE
FOR MAKING FINAL COORDINATION OF
SIZE, TYPE AND LOCATION OF CURBS,
DEKTITES, AND ANY OTHER ROOF
PENETRATIONS THAT MAY BE
REQUIRED AT NO ADDITIONAL COST
TO THE OWNER.

3. SEE MEP DRAWINGS FOR ROOF
MOUNTED EQUIPMENT AND
PENETRATIONS, MAINTAIN 10' MINIMUM
FROM VTR TO AIR INTAKES.

4. ALL ROOFING DETAILS SHALL
COMFORM WITH "SMACNA" AND
"NRCA" REQUIREMENTS.

5. PROVIDE ROOF ACCESS WITH
REQUIRED SAFETY STANDARDS AND
ROOF WALKING PADS TO ALL
EQUIPMENT.

6. ALL DOWNSPOUTS TO BE 5" SQUARE
UNLESS NOTED OTHERWISE, VERIFY
DOWNSPOUT SIZE AND LOCATIONS
WITH FINAL ROOF RAINWATER
CALCULATION AND ARCHITECT.
WHERE NOTED, CONNECT
DOWNSPOUTS TO STORM WATER
DRAIN SYSTEM, REFER TO CIVIL.

7. DOWNSPOUT TERMINATION NOT
CONNECTED TO STORM WATER DRAIN
SYSTEM TO BE STRAIGHT SHAFT TYPE
WITH KICK-OUT AND SPLASHBLOCK.

PLAN

TRUE
 1/8" = 1'-0"01 ROOF PLAN - BASE BID

 1/8" = 1'-0"03 FLEX ROOM ROOF PLAN - ALTERNATE #1

 1/8" = 1'-0"02 CHILDREN'S PORCH ROOF PLAN - ALTERNATE #1
PLAN

TRUE

PLAN

TRUE
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MECHANICAL

130

STORAGE

110

MEETING ROOM

109

FLEX ROOM

111

BREAK ROOM

126

OFFICE

123

STUDY ROOM

117

STUDY ROOM

116

BOOK DROP

120

MECHANICAL

129

MECH. YARD

135
STAFF WORKROOM

119

HALL

122

SERVICE DESK

118

MARKETPLACE

112

STORAGE

124

STAFF T/R

128

MDF

125

JAN.

127

VESTIBULE

100

ADULT PORCH

133

PARENT/ CHILD PORCH

132

VENDING

131

FAMILY T/R

105
UNISEX T/R

106

FAMILY T/R

104
UNISEX T/R

103

LOBBY

101HALL

102

DIGITAL MEETING ROOM

108

MECH. YARD

134

CHILDREN'S ACTIVITY

AREA

115

CHILDREN'S READING

114

READING

113

HALL

121

TEEN SPACE

107

(ADD ALTERNATE #1) (ADD ALTERNATE #1)

(ADD ALTERNATE #1)

F
E

C

FEC

FEC

CONTROL JOINTS TO BE
INCLUDED IN BASE BID,
TYPICAL

CONTROL JOINTS TO BE
INCLUDED IN BASE BID,
TYPICAL

1

1

1

1

FLOOR FINISH LEGEND

PORCELAIN FLOOR TILE
- 1/3 RUNNING BOND

WALK OFF MAT

CARPET PLANKS
- HERRINGBONE PATTERN

CONCRETE

RUBBER TILE

ADD ALTERNATE #1

CARPET TILES
- MONOLITHIC PATTERN

Job. No.

Date

Checked by
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FLOOR FINISHES
PLAN - WITH
ALTERNATE

A2.11

 1/8" = 1'-0"01 FLOOR FINISHES PLAN - WITH ALTERNATE
PLAN

TRUE

1
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D
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D
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M
 #

1
11

/0
7/

14



MECHANICAL

130

STORAGE

110

MEETING ROOM

109

FLEX ROOM

111

BREAK ROOM

126

OFFICE

123

STUDY ROOM

117

STUDY ROOM

116

BOOK DROP

120
MECHANICAL

129

MECH. YARD

135STAFF WORKROOM

119
HALL

122

SERVICE DESK

118

MARKETPLACE

112

STORAGE

124
STAFF T/R

128

MDF

125

JAN.

127

VESTIBULE

100

ADULT PORCH

133

PARENT/ CHILD PORCH

132

VENDING

131

FAMILY T/R

105

UNISEX T/R

106

FAMILY T/R

104
UNISEX T/R

103

LOBBY

101

HALL

102

DIGITAL MEETING ROOM

108

MECH. YARD

134

CHILDREN'S ACTIVITY

AREA

115

CHILDREN'S READING

114

READING

113

HALL

121

TEEN SPACE

107

27
 U

N
IT

35

RFID GATES

RFID GATES

RFID GATES

(ADD ALTERNATE #1)

(ADD ALTERNATE #1)

(ADD ALTERNATE #1)

Job. No.

Date
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FURNITURE PLAN -
WITH ALTERNATE

A2.12

 1/8" = 1'-0"01 FURNITURE PLAN - WITH ALTERNATE
PLAN

TRUE

FURNITURE IS SHOWN FOR PLANNING PURPOSES ONLY.
FURNITURE IS NOT INCLUDED IN PROJECT SCOPE.
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RCP GENERAL NOTES

RCP LEGEND

2' X 2' SUSPENDED
ACOUSTICAL TILE

GYPSUM BOARD CEILING

4' X ACOUSTICAL PANEL

METAL SOFFIT PANELS
MANUF: BERRIDGE OR EQUAL
PROFILE: FW-12
MATERIAL: 24 GAUGE
FINISH: KYNAR 500
COLOR: TO BE SELECTED
FROM MANUF. FULL LINE

EXPOSED TO STRUCTURE
ABOVE

PLASTIC GLAZING
PANELS

ACOUSTICAL GYPSUM
BOARD CEILING WITH
SOUND BATTS ABOVE

2' X 4' LED TROFFER
FIXTURE, SEE ELECTRICAL

6" RECESSED CAN,
SEE ELECTRICAL

SUPPLY DIFFUSER,
SEE MECHANICAL

RETURN REGISTER,
SEE MECHANICAL

LED STRIP LIGHT,
SEE ELECTRICAL

LED WALL SCONCE

WALL-MOUNTED
PROJECTION SCREEN,
SEE TECHNOLOGY

CEILING MOUNTED
PROJECTOR AND LIFT,
SEE TECHNOLOGY

CONTROL JOINT
CJ

SLOT DIFFUSER, SEE
MECHANICAL

EXHAUST FAN,
SEE MECHANICAL

LINEAR LED RECESSED
AND SURFACE-MOUNTED
FIXTURE, SEE ELECTRICAL

LED PENDANT,
SEE ELECTRICAL

LED PENDANT,
SEE ELECTRICAL

110' - 1"

108' - 0"

108' - 0"
108' - 0"

108' - 0"

108' - 0"

110' - 0"

109' - 0" 110' - 0"
110' - 0"

106' - 4"

109' - 0"

109' - 0" 109' - 0"

112' - 0"

109' - 0"

115' - 0 3/4"

108' - 0"

MECHANICAL

130

STORAGE

110

MEETING ROOM

109

BREAK ROOM

126

OFFICE

123

STUDY ROOM

117
STUDY ROOM

116

BOOK DROP

120

MECHANICAL

129

STAFF WORKROOM

119

HALL

122

SERVICE DESK

118

STORAGE

124

STAFF T/R

128

MDF

125

JAN.

127

VESTIBULE

100

FAMILY T/R

105
UNISEX T/R

106

FAMILY T/R

104
UNISEX T/R

103

LOBBY

101

HALL

102

DIGITAL MEETING ROOM

108

CHILDREN'S ACTIVITY

AREA

115

HALL

121

108' - 0"

PROJECTION SCREEN,
REFER TO TECHNOLOGY

109' - 0"

108' - 7"

110' - 0"

109' - 2 3/4"

109' - 2 3/4" 03

A5.22

02

A5.22

07

A5.22

09

A5.21

04

A5.21

05

A5.22

110' - 0"

05

A5.21

08

A5.21

109' - 0"

115' - 0 3/4"

110' - 0"

03

A5.21

PROJECTOR
LIFT, SEE TECH.

PT-3

PT-5

PT-1

PT-4

PT-1
PT-1

PT-1

PT-1

PT-1

PT-3

PT-3

PT-1

PT-1

PT-1

PT-3 PT-3

PT-1

2' - 7 1/4"

PT-1

PT-5

CONTROL JOINT,
SEE DETAIL 04/A5.22

PT-2

PT-2, TYPICAL

PT-2

02

A5.21

06

A5.21

LOW

HIGH

S
L

O
P

E
D

 2
" 

/ 
1

2
"

6' - 0"

ALIGN  HIGH ROOF METAL
FASCIA AND WALL END
METAL TRIM WITH LOW
ROOF METAL FASCIA AND
ROOF PLANE ANGLE

6
' -

 4
"

3
' -

 8
"

4' - 0"

3
' -

 8
"

1
3

' -
 8

"

4' - 6".

10°

D.S. D.S. D.S. D.S.

D.S.

D.S.

7
' -

 0
"

7' - 0"

EXPOSED ROOF BEAMS,
PAINTED (PT-2)

GALVANIZED STEEL
TRELLIS OVER VENDING
AREA, STANDING SEAM
ROOF SHOWN DASHED

RAKE GUTTER,
REFER TO ROOF
PLAN

E
Q

E
Q

E
Q

E
Q

EQ 4' - 0" EQ

EXPOSED LOW ROOF
BEAM, PAINTED

A2.21

02
Sim

EF

EF

EF EF

EFEF

08

A3.25

EXPOSED STRUCTURE
ABOVE CEILING CLOUD -
PAINTED (PT-2)

11-PORT LIGHT CANOPY
MOUNTED TO PLASTIC
GLAZING PANEL CEILING
ABOVE

LIGHT FIXTURES, AIR DEVICES,
FIRE DEVICES, SPRINKLER
HEADS, ETC. SHALL BE LOCATED
WITHIN 6" "TECHNICAL" PANELS

LIGHT FIXTURES, AIR DEVICES,
FIRE DEVICES, SPRINKLER
HEADS, ETC. SHALL BE LOCATED
WITHIN 6" "TECHNICAL" PANELS

EXPOSED STRUCTURE
ABOVE CEILING CLOUD
- PAINTED (PT-2)

1' - 0" TYP.

2
' -

 0
" 

T
Y

P
.

2
' -

 0
" 

T
Y

P
.

5/8" TYP.

1
/2

" 
T

Y
P

.

4
' -

 0
" 

T
Y

P
IC

A
L

 P
A

N
E

L

8' - 0" TYPICAL PANEL

4' - 0" STAGGER

Job. No.

Date
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REFLECTED
CEILING PLAN -

LOW

A2.21

1. GENERAL CONTRACTOR TO
COORDINATE AND DEVELOP A LAYOUT
OF ALL MEP AND SPRINKLER SYSTEMS
THAT ARE TO BE INSTALLED "EXPOSED
TO VIEW".  SUBMIT COORDINATED PLAN
TO THE ARCHITECT FOR APPROVAL
PRIOR TO DESIGN, PERMITTING,
FABRICATION AND INSTALLATION OF
ANY SYSTEMS.

2. ALL FIXTURES ARE SHOWN FOR
DIMENSIONAL LOCATION ONLY.  VERIFY
WITH ELECTRICAL DRAWINGS.  ANY
DISCREPANCIES SHALL BE BROUGHT TO
THE ATTENTION OF THE ARCHITECT.

3. MEP ENGINEERS AND ARCHITECT TO
REVIEW AND APPROVE LOCATIONS OF
ALL LIGHTING - CONTRACTOR-PROVIDED
AND OWNER-PROVIDED, PRIOR TO
INSTALLATION.

4. REFER TO FINISH SCHEDULE FOR
GYPSUM BOARD PAINT COLORS AND
OTHER MISC. PAINT COLORS.

5. ALL EXPOSED TO VIEW STRUCTURE,
EQUIPMENT, CONDUIT AND APPLICABLE
DEVICES ARE TO RECEIVE PAINT, COLOR
AS SELECTED BY ARCHITECT.

6. ALL COUNDUIT IS TO BE CONCEALED
FROM VIEW AS MUCH AS POSSIBLE.
ROUTE CONDUITS IN FLUTES OF METAL
DECK, IN SLAB OR TIGHT AGAINST
METAL DECK AS APPROVED BY THE
ARCHITECT.

7. FIRE SEAL ALL GAPS, CRACKS AND
PENETRATIONS THROUGH CEILINGS AT
RATED ASSEMBLIES ONLY.

8 VERIFY EXACT LOCATION FOR
OWNER-PROVIDED, CEILING-MOUNTED
EQUIPMENT AND DEVICES.

9 LOCATE AIR DEVICES, SPEAKERS, FIRE
ALARM DEVICES AND SPRINKLER HEADS
THOUGHTFULLY. ALIGN DEVICES AND
CENTER IN THE CEILING PANEL WHERE
POSSIBLE. IN DIGITAL MEETING ROOM
108, MEETING ROOM 109 AND FLEX
ROOM 111 LOCATE DEVICES WITHIN THE
SPECIAL "TECHNICAL" PANEL SPECIFIED.

PLAN

TRUE
 1/8" = 1'-0"01 REFLECTED CEILING PLAN (LOW) - BASE BID

 1/2" = 1'-0"02 PLASTIC GLAZING PANEL - TYP. SCREW PATTERN
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01

A5.21

ALIGN  HIGH ROOF METAL
FASCIA AND WALL END
METAL TRIM WITH LOW
ROOF METAL FASCIA AND
ROOF PLANE ANGLE

6
' -

 4
"

1
3

' -
 8

"

EXPOSED ROOF BEAMS,
PAINTED (PT-2)

WALL END, EXTENDED TO MATCH
HIGH AND LOW ROOF EDGE

METAL SOFFIT PANELS
TURNED DOWN WALL

2' - 0" 2' - 0"

1
' -

 5
"

1' - 1"

DOWNSPOUT - DROP
FROM HIGH ROOF TO LOW
ROOF RAKE GUTTER

OVERSIZED METAL
GUTTER, REFER TO ROOF
DETAILS.  MATCH ROOF
TRIM DEPTH AND COLOR

ART (SUSPENDED FROM
STRUCTURAL BEAM) -
N.I.C.

PT-1

PT-2, TYPICAL

PT-2, TYPICAL

RCP GENERAL NOTES

RCP LEGEND

2' X 2' SUSPENDED
ACOUSTICAL TILE

GYPSUM BOARD CEILING

4' X ACOUSTICAL PANEL

METAL SOFFIT PANELS
MANUF: BERRIDGE OR EQUAL
PROFILE: FW-12
MATERIAL: 24 GAUGE
FINISH: KYNAR 500
COLOR: TO BE SELECTED
FROM MANUF. FULL LINE

EXPOSED TO STRUCTURE
ABOVE

PLASTIC GLAZING
PANELS

ACOUSTICAL GYPSUM
BOARD CEILING WITH
SOUND BATTS ABOVE

2' X 4' LED TROFFER
FIXTURE, SEE ELECTRICAL

6" RECESSED CAN,
SEE ELECTRICAL

SUPPLY DIFFUSER,
SEE MECHANICAL

RETURN REGISTER,
SEE MECHANICAL

LED STRIP LIGHT,
SEE ELECTRICAL

LED WALL SCONCE

WALL-MOUNTED
PROJECTION SCREEN,
SEE TECHNOLOGY

CEILING MOUNTED
PROJECTOR AND LIFT,
SEE TECHNOLOGY

CONTROL JOINT
CJ

SLOT DIFFUSER, SEE
MECHANICAL

EXHAUST FAN,
SEE MECHANICAL

LINEAR LED RECESSED
AND SURFACE-MOUNTED
FIXTURE, SEE ELECTRICAL

LED PENDANT,
SEE ELECTRICAL

LED PENDANT,
SEE ELECTRICAL
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REFLECTED
CEILING PLAN -

HIGH

A2.22

 1/8" = 1'-0"01 REFLECTED CEILING PLAN (HIGH) - BASE BID

1. GENERAL CONTRACTOR TO
COORDINATE AND DEVELOP A LAYOUT
OF ALL MEP AND SPRINKLER SYSTEMS
THAT ARE TO BE INSTALLED "EXPOSED
TO VIEW".  SUBMIT COORDINATED PLAN
TO THE ARCHITECT FOR APPROVAL
PRIOR TO DESIGN, PERMITTING,
FABRICATION AND INSTALLATION OF
ANY SYSTEMS.

2. ALL FIXTURES ARE SHOWN FOR
DIMENSIONAL LOCATION ONLY.  VERIFY
WITH ELECTRICAL DRAWINGS.  ANY
DISCREPANCIES SHALL BE BROUGHT TO
THE ATTENTION OF THE ARCHITECT.

3. MEP ENGINEERS AND ARCHITECT TO
REVIEW AND APPROVE LOCATIONS OF
ALL LIGHTING - CONTRACTOR-PROVIDED
AND OWNER-PROVIDED, PRIOR TO
INSTALLATION.

4. REFER TO FINISH SCHEDULE FOR
GYPSUM BOARD PAINT COLORS AND
OTHER MISC. PAINT COLORS.

5. ALL EXPOSED TO VIEW STRUCTURE,
EQUIPMENT, CONDUIT AND APPLICABLE
DEVICES ARE TO RECEIVE PAINT, COLOR
AS SELECTED BY ARCHITECT.

6. ALL COUNDUIT IS TO BE CONCEALED
FROM VIEW AS MUCH AS POSSIBLE.
ROUTE CONDUITS IN FLUTES OF METAL
DECK, IN SLAB OR TIGHT AGAINST
METAL DECK AS APPROVED BY THE
ARCHITECT.

7. FIRE SEAL ALL GAPS, CRACKS AND
PENETRATIONS THROUGH CEILINGS AT
RATED ASSEMBLIES ONLY.

8 VERIFY EXACT LOCATION FOR
OWNER-PROVIDED, CEILING-MOUNTED
EQUIPMENT AND DEVICES.

9 LOCATE AIR DEVICES, SPEAKERS, FIRE
ALARM DEVICES AND SPRINKLER HEADS
THOUGHTFULLY. ALIGN DEVICES AND
CENTER IN THE CEILING PANEL WHERE
POSSIBLE. IN DIGITAL MEETING ROOM
108, MEETING ROOM 109 AND FLEX
ROOM 111 LOCATE DEVICES WITHIN THE
SPECIAL "TECHNICAL" PANEL SPECIFIED.

PLAN

TRUE
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EXTERIOR 3D
VIEWS

A3.00

1
A

D
D

E
N

D
U

M
 #

1
1
1
/0

7
/1

4

1

NTS01 3D VIEW - NORTHWEST SIDE

NTS03 3D VIEW - SOUTHWEST SIDE
NTS04 3D VIEW - SOUTHEAST SIDE

NTS02 3D VIEW - NORTHEAST SIDE



FINISH FLOOR
100' - 0"

A

VESTIBULE

100
LOBBY

101

STANDING SEAM MTL. ROOF

PRE-FINISHED MTL.
SOFFIT PANELS

STOREFRONT SYSTEM

FLAT SEAM MTL. WALL
PANELS (WP-4)

AUTOMATIC SLIDING
DOOR AS SCHEDULED

EXPOSED STL. FRAMING,
REFER TO STRUCTURAL

2-1/2" TOPPING SLAB ON
PRECAST HOLLOW CORE
SLAB, REFER TO STRUCTURAL

DIAMOND FLAT SEAM
MTL. WALL PANEL
BEYOND W/ CORNER TRIM

06 / A8.12

03 / A8.12

08 / A8.12

13' - 6 27/32"

EDGE OF DECK ANGLE

T.O.S. = 118' - 0"

08 / A5.21

1/4" / 12"

07 / A8.12

WIDE FLANGE ROOF STRUT,
REFER TO STRUCTURAL

CONCRETE BEAM,
REFER TO
STRUCTURAL

7' - 4"

2
' -

 4
"

8
' -

 0
"

11 / A8.12

B

STANDING SEAM MTL. WALL
PANEL, ALIGN SEAMS WITH
ROOF BELOW

PVC ROOF SYSTEM

SUSPENDED CEILING PANEL

STANDING SEAM MTL. ROOF

EXPOSED STL. FRAMING,
REFER TO STRUCTURAL

STL. FRAMING,
REFER TO
STRUCTURAL

T.O.S. VARIES, CUT AT 130' - 11 1/2"

5"

13 / A8.11

09 / A8.12

EDGE OF DECK ANGLE

T.O.S. = 122' - 9"

FINISH FLOOR
100' - 0"

F

STANDING SEAM
MTL. ROOF

PRE-FINISHED MTL.
SOFFIT PANELS

FLAT SEAM MTL. WALL
PANEL (WP-4)

CONCRETE BEAM, REFER TO
STRUCTURAL

SUSPENDED CEILING CLOUD

2-1/2" TOPPING SLAB ON
PRECAST HOLLOW CORE
SLAB, REFER TO STRUCTURAL

MEETING ROOM

109

STL. FRAMING,
REFER TO
STRUCTURAL

02 / A8.12

01 / A8.12

02 / A8.11

3"

3' - 8"

EDGE OF DECK ANGLE

T.O.S. = 116' - 0"

FINISH FLOOR
100' - 0"

A

FLAT SEAM MTL. WALL
PANEL (WP-4)

STOREFRONT SYSTEM

PRE-FINISHED MTL.
SOFFIT PANELS

STANDING SEAM
MTL. ROOF

4" POLISHED CMU VENEER

STL. FRAMING, REFER TO
STRUCTURAL

SUSPENDED CEILING
TILES

2-1/2" TOPPING SLAB ON
PRECAST HOLLOW CORE
SLAB, REFER TO
STRUCTURAL

CONCRETE BEAM,
REFER TO
STRUCTURAL

BREAK ROOM

126

01 / A8.11

O.H.

08 / A3.24

01 / A8.12

O.H.

3"

3' - 8"

EDGE OF
DECK ANGLE

T.O.S. = 112' - 0"

10 / A3.24

FINISH FLOOR
100' - 0"

E

READING

113

PVC ROOF SYSTEM

HR-16 MTL. WALL PANELS

PRE-FINISHED MTL.
SOFFIT PANELS

STANDING SEAM MTL. ROOF

PRE-FINISHED MTL.
SOFFIT PANELS

7-1/4" CURTAIN WALL SYSTEM

CONCRETE BEAM, REFER TO
STRUCTURAL

T.O.S. VARIES, CUT AT 125' - 0 3/4"

SUSPENDED CEILING PANELS

STL. FRAMING, REFER
TO STRUCTURAL

2-1/2" TOPPING SLAB ON
PRECAST HOLLOW CORE
SLAB, REFER TO
STRUCTURAL

5" 3"

10 / A8.11

09 / A3.22

Sim

07 / A3.22

Sim

1' - 5"

EDGE OF DECK ANGLE

7' - 0"

T.O.B. = 116' - 2"

B

STANDING SEAM MTL. WALL
PANEL, ALIGN SEAMS WITH
ROOF BELOW

PVC ROOF SYSTEM

SUSPENDED CEILING PANEL

STANDING SEAM MTL. ROOF

STL. FRAMING, REFER TO
STRUCTURAL

STL. FRAMING, REFER TO
STRUCTURAL

T.O.S. VARIES, CUT AT 125' - 0 5/8"

3" 5"

13 / A8.11

09 / A3.24

EDGE OF DECK ANGLE

T.O.B. = 116' - 5"

E

HR-16 MTL. WALL PANELS

PVC ROOF SYSTEM

SUSPENDED CEILING PANEL

STANDING SEAM MTL. ROOF

STL. FRAMING, REFER TO
STRUCTURAL

STL. FRAMING, REFER TO
STRUCTURAL

T.O.S. VARIES, CUT AT 131' - 1 1/2"

5"

10 / A8.11

O.H.

04 / A8.12

EDGE OF DECK ANGLE

T.O.B. = 118' - 4"

FLAT SEAM MTL. WALL
PANEL W/ PERIM. TRIM
AND SEALANT

AIR BARRIER

SOLID CMU BLOCK,
SLOPE

CONT. REGLET 3/4"
DEEP, INSERT
FLASHING, FILL W/
SEALANT

24 GA. FLASHING
RECEIVER

24 GA. SNAP-IN FLASHING

B

STANDING SEAM
MTL. WALL PANEL

UNDERLAYMENT

COUNTERFLASHING,
4" END LAPS W/ CONT.
CAULK AT LAPS

CONT. BEAD OF CAULK
BTW. ZEE CLOSURE AND
STANDING SEAM PANEL

SUB-FLASHING, 4"
END LAPS W/ CONT.
CAULK AT LAPS

AIR BARRIER ON
COMPOSITE STRUCTURAL
INSULATION SHEATHING

4" RIGID BD. INSULATION

MTL. ROOF DECK,
REFER TO
STRUCTURAL
STL. FRAMING,
REFER TO
STRUCTURAL
5/8" TYPE 'X' GYP.
WALL BOARD, PAINT
AS SCHEDULED

3" 5"

STANDING SEAM MTL.
ROOF W/ CONTINUOUS
CLEAT (TYP.)

4" RIGID BD. INSULATION

16 GA. GUTTER
STRAPS @ 5' O.C.

20 GA. PRE-FINISHED
MTL. GUTTER

1/8" X 1/2" GALV. STL.
BRACKET @ 5' O.C.
ATTACHED TO 2X ROOF
BLOCKING, PAINT

TREATED WOOD
BLOCKING

PRE-FINISHED MTL.
SOFFIT PANEL W/ PERIM.
J-TRIM AND SEALANT

STL. FRAMING, REFER
TO STRUCTURAL

METAL ROOF DECK,
REFER TO
STRUCTURAL

2
4

2
4

PRE-FINISHED
BRAKE MTL. TRIM
AND SEALANT

STEEL SOFFIT ANGLE,
REFER TO
STRUCTURAL

STL. DECK ANGLE,
REFER TO
STRUCTURAL

1
' -

 1
 1

/2
"

6
"

7/8" HAT CHANNEL
@ 5' O.C.

PRE-FINISHED MTL.
DOWNSPOUT, REFER TO
EXTERIOR ELEVATIONS
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WALL SECTIONS

A3.24
 1/2" = 1'-0"01 WALL SECTION

 1/2" = 1'-0"05 WALL SECTION

 1/2" = 1'-0"02 WALL SECTION
 1/2" = 1'-0"03 WALL SECTION

 1/2" = 1'-0"04 WALL SECTION

 1/2" = 1'-0"07 WALL SECTION
 1/2" = 1'-0"06 WALL SECTION

 3" = 1'-0"08 FLASHING DETAIL

 1 1/2" = 1'-0"09 ROOF DETAIL

 1 1/2" = 1'-0"10 GUTTER DETAIL
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WP-2PT-1

CURTAINWALL AND
GLAZING AS
SCHEDULED

METAL WALL PANELS -
THREE-COLOR BLEND

PAINTED GYP. BD.

BOOK RETURN CHUTE
AND SURROUND

BASE AS
SCHEDULED

SERVICE DESK BEYOND

Q / A10.13

INFORMATION KIOSK AND
BENCH, SEE ENLARGED
PLAN 03/A4.01

PT-3

PT-1

PT-2

PAINTED STEEL
COLUMN (PT-2),
SEE STRUCTURAL

PAINTED GYP. BD.

WINDOW AND GLAZING
AS SCHEDULED - SEE
SCHEDULE FOR
WINDOW BLINDS

MCNICHOLS GW75 WELDED BAR
GRATING, PLAIN STEEL, SHOP PRIMED,
FIELD PAINTED (PT-2).
3/4" X 3/16" BEARING BARS, 1-3/16"
CROSS BARS @ 4" O.C. ON 1-5/8" 20
GA. MTL. STUD FRAMING @ 32" O.C. -
PAINT FRAMING BLACK

1
2

' -
 0

"

SECURITY CAMERA,
SEE TECHNOLOGY

SECURITY CAMERA
BEYOND, SEE
TECHNOLOGY

AIR DEVICE,
SEE MECHANICAL

4
' -

 1
0

"

2' - 0"

WINDOW AND GLAZING
AS SCHEDULED

FLAT SEAM METAL PANEL
(WP-4) - RUNNING BOND

SLIDING DOOR ASSEMBLY
AS SCHEDULED

PAINTED. GYP. BD. CEILING
PANELS (PT-1)

08

A5.21

3' - 10"

FILLER

3' - 8"3' - 8"

FILLER

3' - 10"

WP-2

PT-1

B1

PAINTED GYP. BD.

OWNER PROVIDED MULTI-TOUCH DISPLAY -
SEE ELECTRICAL AND TECHNOLOGY FOR
POWER AND DATA CONNECTIONS -
PROVIDE BLOCKING AS REQUIRED

SOLID SURFACE
COUNTERTOP (C-1)

STEEL
COLUMN -
PAINTED (PT-2)

METAL WALL PANELS -
THREE-COLOR BLEND

BUTT-GLAZED DOOR
AND WINDOW SYSTEM

SURFACE MOUNTED LIGHT
FIXTURES, SEE ELECTRICAL

S2 S2

1
0

' -
 0

"

1
' -

 6
"

B1

1
2

' -
 8

"

6
"

AIR DEVICES,
SEE MECHANICAL

AIR DEVICES, SEE MECHANICAL

AV

8
' -

 0
"

4
' -

 0
"

STEEL BEAM,
PAINTED (PT-2)

8
' -

 6
"

WAP, SEE
TECHNOLOGY

2' - 0"

P-LAM CLAD BASE
CABINETS (PL-6)

4' - 4 1/4" 4' - 4" 4' - 4"

5
' -

 0
"

PT-4

PT-1

1
' -

 6
"

2
' -

 1
1

"

PAINTED GYP. BD.

OWNER PROVIDED FLAT SCREEN TELEVISION -
SEE ELECTRICAL AND TECHNOLOGY FOR
POWER AND DATA CONNECTIONS - PROVIDE
BLOCKING AS REQUIRED

SURFACE MOUNTED LIGHT
FIXTURES, SEE ELECTRICAL

WINDOW AND GLAZING
AS SCHEDULED

S2 S2 S2

BASE AS SCHEDULEDPOWER RECEPTACLES,
SEE ELECTRICAL

PAINTED STEEL COLUMN
(PT-2), SEE STRUCTURAL

V

8
' -

 0
"

06

A5.12

1
2

' -
 0

"

8
' -

 6
"

WAP, SEE TECHNOLOGY

SECURITY CAMERA,
SEE TECHNOLOGY

CATALOG STATION -
COMPUTER BY OWNER

3
' -

 0
"

3
' -

 6
"

8
' -

 7
"

2' - 6" 2' - 6"EQEQ

B1B1 B1 B1 B1

PT-5

FILLER2' - 6"2' - 6"2' - 6"2' - 6"2' - 6"2' - 6"FILLER

PT-1

BASE AS SCHEDULED

PAINTED GYP. BD.

OWNER PROVIDED MULTI-TOUCH DISPLAY -
SEE ELECTRICAL AND TECHNOLOGY FOR
POWER AND DATA CONNECTIONS -
PROVIDE BLOCKING AS REQUIRED

B1

SOLID SURFACE
COUNTERTOP (C-1)

P-LAM CLAD BASE
CABINETS (PL-6)

PROJECTION SCREEN
AND HOUSING BEYOND,
SEE TECHNOLOGY

BASE AS SCHEDULED

CEILING CLOUD

EQ. EQ.

WINDOW AND GLAZING
AS SCHEDULED - SEE
SCHEDULE FOR
WINDOW BLINDSS

E
E

 T
E

C
H

.

4
' -

 0
"

PT-1

PAINTED GYP. BD.

1
' -

 6
"

POWER RECEPTACLES,
SEE ELECTRICAL

PAINTED STEEL JOISTS
AND DECK (PT-2), SEE
STRUCTURAL

V

8
' -

 0
"

2' - 0"

BASE AS SCHEDULED

CEILING CLOUD

EQ. EQ.

PT-1PAINTED GYP. BD.

BUTT-GLAZED DOOR
AND WINDOW SYSTEM

VINYL GRAPHIC, SEE
A10-SERIES SHEETS

POWER RECEPTACLE,
SEE ELECTRICAL

PAINTED STEEL JOISTS
AND DECK (PT-2), SEE
STRUCTURAL

1
' -

 6
"4

' -
 0

"

LIGHT SWITCH AND THERMOSTAT,
SEE MEP - GROUP TOGETHER AND
STAY WITHIN 2' - 0" OF DOOR JAMB,
TYP.

AV

8
' -

 0
"

SEMI-RECESSED FIRE
EXTINGUISHER CABINET

4
' -

 0
"

4
' -

 8
"

1
' -

 1
0

"

6
' -

 6
"3
' -

 0
"

2
' -

 8
"

105°

75
°

9' - 6"

3' - 2" 6' - 2"

PAINTED STEEL COLUMNS
(PT-2) - SEE STRUCTURAL

VINYL GRAPHICS,
SEE A10-SERIES
SHEETS

03

A5.12

PLASTIC LAMINATE
(PL-5) ON TWO (2)
LAYERS OF 3/4" MDF

2" UPHOLSTERED CUSHIONS (HIGH
RESILIENCE FOAM) ON BACK, SEAT AND
SIDES - ATTACH SEAT CUSHION WITH
HOOK AND LOOP TAPE

UPHOLSTER WITH VINYL FABRIC EQUAL
TO MAHARAM, BITMAP

PROVIDE PIPED EDGES

OWNER PROVIDED SLIM PROFILE FLAT SCREEN
TELEVISION - SEE ELECTRICAL AND
TECHNOLOGY FOR POWER AND DATA
CONNECTIONS

8' - 7"

6' - 10" +/-

PLASTIC LAMINATE
(PL-1) ON 3/4" MDF

4
' -

 8
"

1
' -

 1
0

"

PAINTED STEEL COLUMNS
(PT-2), SEE STRUCTURAL

PLASTIC LAMINATE (PL-5) ON
TWO (2) LAYERS OF 3/4" MDF

2" UPHOLSTERED CUSHIONS (HIGH
RESILIENCE FOAM) ON BACK, SEAT
AND SIDES - ATTACH SEAT CUSHION
WITH HOOK AND LOOP TAPE

UPHOLSTER WITH VINYL FABRIC
EQUAL TO MAHARAM, BITMAP

PROVIDE PIPED EDGES

PLASTIC LAMINATE (PL-5)
ON 3/4" MDF

GENERAL NOTES:

1. ALL GYP. BD. WALLS AND CEILINGS
SHALL BE TEXTURED WITH LEVEL 4,
VERY LIGHT ORANGE PEEL FINISH.
PREPARE MOCK-UP FOR ARCHITECT'S
APPROVAL.

2. CONTRACTOR SHALL COORDINATE
WITH THE MEP DRAWINGS AND SHALL
THICKEN WALLS AS REQUIRED TO
INSTALL MEP ITEMS CALLED FOR.
VERIFY WITH THE ARCHITECT
THICKENED WALLS THAT MAY EFFECT
HANDICAP ACCESS REQUIREMENTS.

3. ALL COLORS (INCLUDING LIGHT
FIXTURES) SHALL BE SELECTED /
APPROVED BY ARCHITECT

4. THERE SHALL BE NO EXPOSED
ELECTRICAL BOXES NOR CONDUITS
THROUGHOUT THE INTERIOR. VERIFY
WITH ARCHITECT LOCATIONS WHERE
EXPOSED ELECTRICAL BOXES AND
CONDUIT MAY BE REQUIRED PRIOR TO
INSTALLATION. PAINT ALL EXPOSED
ELECTRICAL BOXES AND CONDUITS.

5. PAINT MATERIALS TO BE AS SPECIFIED
IN WET AREAS.

6. ALL HOLLOW METAL DOORS AND
FRAMES SHALL BE PAINTED.

7. TOP AND BOTTOM OF INSIDE CORNERS
AND CABINET FILLERS SHALL BE
CLOSED OFF WITH MATERIAL SIMILAR
TO THE TOP AND BOTTOM OF THE
CABINETS.

8. VERIFY THAT ALL SINK TYPES
SPECIFIED WILL FIT IN THE STRUCTURE
OF THE CABINET THE SINK IS MOUNTED
IN WHILE MAINTAINING ALL NECESSARY
CLEARANCES. NOTIFY ARCHITECT IF
SINK SIZE CONFLICTS WITH SIZE OF
OPENING BEFORE ORDERING SINK.

9. EXPOSED WALL BENEATH CABINETS TO
RECEIVE FINISH AS SCHEDULED.

10. PROVIDE LOCKS AT MILLWORK WHERE
INDICATED.

11. VERIFY WITH OWNER EXACT SIZE OF
ALL EQUIPMENT FURNISHED BY OWNER
TO ENSURE PROPER FIT WITH
CONTRACTOR SUPPLIED MILLWORK.

12. MODIFY MILLWORK AS REQUIRED FOR
COLUMN BUMP-OUT AND FURRING TO
CONCEAL CONDUITS, PIPES, ETC.
REFER TO ARCHITECTURAL,
STRUCTURAL AND MEP DRAWINGS FOR
POTENTIAL LOCATIONS.

13. PROVIDE CONTROL JOINTS AS
INDICATED AND AS SPECIFIED.

INTERIOR ELEVATIONS

MILLWORK TYPE - SEE
SHEETS A5.11 AND A5.12

LEGEND

B1
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A5.01

 1/4" = 1'-0"01 VESTIBULE 100 AND LOBBY 101 - SOUTH
 1/4" = 1'-0"02 LOBBY 101 - WEST

 1/4" = 1'-0"03 TEEN SPACE 107 - EAST

 1/4" = 1'-0"06 TEEN SPACE 107 - WEST

 1/4" = 1'-0"07 DIGITAL MEETING 108 - WEST
 1/4" = 1'-0"08 MEETING ROOM 109 - EAST

 1/4" = 1'-0"09 MEETING ROOM 109 - WEST

 1/4" = 1'-0"05 INFORMATION KIOSK - EAST
 1/4" = 1'-0"04 INFORMATION KIOSK - SOUTH
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2
' -

 6
"

1
' -

 4
"

4
"

2
' -

 1
0

"

3' - 0" 2' - 6" 2' - 6" 2' - 6"

7
' -

 0
"

P-LAM CLAD UPPER
AND BASE CABINETS,
TYPICAL

2
' -

 3
"

1
0

"

1
' -

 6
"

CEILING CLOUD

PAINTED
GYP. BD.

PAINTED STEEL JOISTS
AND DECK (PT-2), SEE
STRUCTURAL

PT-1

PT-3

BASE AS
SCHEDULED

POWER RECEPTACLE,
SEE ELECTRICAL

DOOR AND FRAME
AS SCHEDULED

PAINT EXPOSED  DUCTWORK,
SEE MECHANICAL

COUNTERTOP C-1

B2 B1 B1 B1

U1U1U1U1

9
' -

 5
"

"DIAMOND" METAL PANELS -
THREE COLOR BLEND

PAINTED GYP. BD.

PT-1

CURTAINWALL ASSEMBLY
AS SCHEDULED

PENDANT LIGHT FIXTURES,
SEE ELECTRICAL

AIR DEVICE, SEE
MECHANICAL

1
' -

 6
"

EXIT SIGN, SEE
ELECTRICAL

POWER RECEPTACLE,
SEE ELECTRICAL

PAINTED STEEL BEAM
(PT-2), SEE STRUCTURAL

"DIAMOND" METAL PANELS,
THREE-COLOR BLEND

BUTT-GLAZED DOOR AND WINDOW
SYSTEM WITH CARD READER ACCESS
CONTROL - COORDINATE LOCATION OF
READER WITH ARCHITECT PRIOR TO
ROUGH-IN

VINYL GRAPHIC ON GLASS,
SEE A10-SERIES SHEETS

CURTAINWALL SYSTEM
AS SCHEDULED

PAINTED STEEL COLUMN (PT-2),
SEE STRUCTURAL

PUBLIC ART COMPONENT - PROVIDE STRUCTURAL
BRACING, POWER AND DATA AS REQUIRED

PAINTED STEEL COLUMN
(PT-2), SEE STRUCTURAL

BUTT-GLAZED SLIDING DOOR
AND WINDOW SYSTEM

PAINTED STEEL COLUMN
(PT-2), SEE STRUCTURAL

PAINTED STEEL BEAM,
SEE STRUCTURAL

PT-3

VINYL GRAPHIC ON
GLASS, SEE A10-SERIES
SHEETS

EXIT

BASE AS SCHEDULED

4
' -

 0
"

10"

DEVICES, SEE ELECTRICAL

8
' -

 0
"

AVAV

ANN

F

WP-2

8
' -

 0
"

SECURITY CAMERA AND
WAP, SEE TECHNOLOGY

1
2

' -
 0

"

1
3

' -
 0

"

PAINTED STEEL COLUMN
(PT-2), SEE STRUCTURE,
TYPICAL

PAINTED GYP. BD.

CONTROL JOINTS, SEE
DETAIL 04/A5.22, TYPICAL

VINYL GRAPHIC, SEE
A10-SERIES SHEETS

BUTT-GLAZED DOOR
AND WINDOW SYSTEM

CURTAINWALL SYSTEM
AS SCHEDULED

DOOR AS SCHEDULED

EXIT

RECESSED LINEAR LIGHTS,
SEE ELECTRICAL

PAINTED STEEL COLUMN
(PT-2), SEE STRUCTURE,
TYPICAL

CURTAINWALL SYSTEM
AS SCHEDULED

CURTAINWALL SYSTEM
AS SCHEDULED

1
' -

 6
"

POWER RECEPTACLES,
SEE ELECTRICAL

BASE AS SCHEDULED

AV

8
' -

 0
"

SECURITY CAMERA AND
WAP, SEE TECHNOLOGY

AV

F

4
' -

 0
"

AV

EXIT SIGN - ROUTE CONDUIT THROUGH
CURTAINWALL MULLION AND UP
THOUGH BASE OF SIGN, TYPICAL AT
EXIT DOORS IN CURTAINWALL

1
4

' -
 6

"

8
' -

 0
"

1
4

' -
 6

"

8
' -

 0
"

1
4

' -
 6

"

1
2

' -
 0

" 1
4

' -
 6

"

SECURITY CAMERA AND
WAP, SEE TECHNOLOGY

SECURITY CAMERA AND
WAP, SEE TECHNOLOGY

SECURITY CAMERA,
SEE TECHNOLOGY

SECURITY CAMERA,
SEE TECHNOLOGY

SEE SHEET A5.01 FOR
GENERAL NOTES AND
LEGEND
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A5.02

 1/4" = 1'-0"01 MEETING ROOM 109 - NORTH
 1/4" = 1'-0"02 MARKETPLACE 112 - NORTH

 1/4" = 1'-0"03 READING 113 - EAST
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01

A5.22

06

A5.22

1
' -

 6
"

PAINTED STEEL COLUMN
(PT-2), SEE STRUCTURAL,
TYPICALPAINTED GYP. BD.

CONTROL JOINTS, SEE
DETAIL 04/A5.22, TYPICAL

BUTT-GLAZED WINDOW
SYSTEM

POWER RECEPTACLES,
SEE ELECTRICAL

BASE AS SCHEDULED

PAINTED STEEL COLUMN
(PT-2), SEE STRUCTURAL,
TYPICAL

VINYL GRAPHIC, SEE
A10-SERIES SHEETS

AIR DEVICE, SEE
MECHANICAL

OPEN TO
STUDY ROOM

BEYOND

DOOR AND FRAME
AS SCHEDULED

BUTT-GLAZED WINDOW
AND DOOR SYSTEM

PRINT STATION,
SEE ENLARGED
PLAN 03/A4.01

POWER RECEPTACLES
MOUNTED IN FACE OF
MILLWORK, SEE ELECTRICAL

SERVICE DESK, SEE
ENLARGED PLAN 03/A4.01

INFORMATION KIOSK AND
BENCH, SEE ENLARGED
PLAN 03/A4.01

SLIDING DOOR ASSEMBLY
AS SCHEDULED

PENDANT LIGHT FIXTURES,
SEE ELECTRICAL

RECESSED LIGHT FIXTURES,
SEE ELECTRICAL

CEILING CLOUD WITH
RECESSED LIGHT FIXTURES
OVER SERVICE DESK

WINDOW AND GLAZING
AS SCHEDULED

FLAT SEAM METAL PANEL -
RUNNING BOND

PAINTED. GYP. BD.
CEILING PANELS

PAINTED STEEL BEAM (PT-2),
SEE STRUCTURAL

PLASTIC GLAZING PANELS ON
BOTH SIDES OF 6" METAL
STUDS AT 24" O.C., TYPICAL

PAINTED STEEL CHANNEL
(PT-2) AROUND PERIMETER
OF PLASTIC GLAZING
STRUCTURE AND OPENING

AIR DEVICE, SEE
MECHANICAL

WINDOW AND GLAZING
AS SCHEDULED

AV

SECURITY CAMERA,
SEE TECHNOLOGY

AV AV

1
2

' -
 0

"

7
' -

 0
"

1
2

' -
 0

"

EXIT

EXIT

1' - 4". 2' - 0" 1' - 11" 2' - 0".

1 1/4"

2' - 0" 2' - 0" 2' - 0"

2
' -

 0
".

2
' -

 0
".

2
' -

 0
".

2
' -

 0
".

5
' -

 1
0

".
1

' -
 3

".
9

".
1

' -
 3

".

4
' -

 0
" 

T
Y

P
.

VINYL GRAPHIC, SEE
A10-SERIES SHEETS

1

01

A5.22

PLASTIC GLAZING
PANELS ON BOTH SIDES
OF 6" METAL STUDS AT
24" O.C., TYPICAL

PAINTED STEEL CHANNEL
(PT-2) AROUND PERIMETER
OF PLASTIC GLAZING
STRUCTURE AND OPENING

PAINTED STEEL COLUMN
(PT-2), TYPICAL

PAINTED GYP. BD.

CEILING AS SCHEDULEDLIGHT FIXTURES,
SEE ELECTRICAL

PAINTED GYP. BD.

CONTROL JOINTS,
SEE DETAIL 04/A5.22,
TYPICAL

CURTAINWALL
SYSTEM AS
SCHEDULED

PAINTED STEEL CHANNEL
(PT-2), SEE STRUCTURAL

PT-1

EXIT

EXIT SIGN - ROUTE CONDUIT THROUGH
CURTAINWALL MULLION AND UP
THOUGH BASE OF SIGN, TYPICAL AT
EXIT DOORS IN CURTAINWALL

8
' -

 7
".

2
' -

 0
".

2' - 0" 1' - 4".

VINYL GRAPHIC ON
GLASS,
SEE A10-SERIES
SHEETS

5
' -

 9
"

4' - 4" 3' - 0" 2' - 3" 5' - 4" 3' - 6" 2' - 6" 2' - 0"

78°

5
' -

 6
"

1
' -

 1
0

"
4

' -
 8

"

9
' -

 0
"

2
' -

 8
"

1
' -

 1
0

"

99.46°

3
' -

 1
"

2
' -

 3
"

S1

S1 S1

S1

FIXED

ADJ

ADJ

ADJ

09

A5.11

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

ADJ

S1

SUSPENDED LIGHT
FIXTURES, SEE
ELECTRICAL

PAINTED GYP. BD.

OPEN SHELVING

POWER RECEPTACLES
IN FACE OF CABINETRY,
SEE ELECTRICAL

1
' -

 6
"

CUSHIONS AT BACK ,
SIDES AND SEATS

PT-1

V

7
' -

 0
"

SECURITY CAMERA,
SEE TECHNOLOGY

SEE SHEET A5.01 FOR
GENERAL NOTES AND
LEGEND
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A5.03

 1/4" = 1'-0"01 READING 113 - WEST

 1/4" = 1'-0"02 CHILDREN'S READING 114 - SOUTH
 1/4" = 1'-0"03 CHILDREN'S ACTIVITY AREA 115 - SOUTH
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4

PAINT UNDERSIDE AND PORTIONS
OF STEEL BEAM EXPOSED TO VIEW,
SEE STRUCTURAL

LARGE FORMAT CEILING TILES -
PROVIDE STABILIZER CLIPS AS
RECOMMENDED BY PANEL
MANUFACTURER

HEMMED ANGLE
MOLDING

HANGER WIRE
AS REQUIRED

PRE-FINISHED BREAK
METAL TRIM AND SEALANT

AUTOMATIC SLIDING
DOOR AS SCHEDULED

5/8" TYPE 'X' GYP. BD. ON
6" MTL STUD FRAMING
@ 16" O.C. - PAINT (PT-2)

(WP-4) FLAT SEAM MTL. PANEL
ON 7/16" OSB ON 6" MTL STUD
FRAMING AT 16" O.C.

SEALANT - BOTH SIDES

(WP-4) FLAT SEAM MTL. PANEL
ON 7/16" OSB ON 6" MTL STUD
FRAMING AT 16" O.C.

LIGHT GAUGE BOX
BEAM HEADER

10.1

1
' -

 5
"

108' - 0"

CORNER BEAD, TYPICAL

5/8" TYPE 'X' GYP. BD. ON 6"
METAL STUDS AT 16" O.C.,
TYPICAL - BRACE AS REQUIRED

AIR DEVICE, REFER TO
MECHANICAL

10 1' - 4"

109' - 0"

112' - 0"

5/8" TYPE 'X' GYP. BD. ON 6" MTL
STUD FRAMING AT 16" O.C.

CEILING AND 4" PERIMETER TRIM
AS SCHEDULED

CORNER BEAD, TYPICAL

5/8" TYPE 'X' GYP. BD. ON 3-5/8"
MTL STUD FRAMING AT 16" O.C.

5/8" TYPE 'X' GYP. BD. ON 6" MTL
STUD FRAMING AT 16" O.C.

CEILING AS SCHEDULED

F

CEILING AND 4" PERIMETER TRIM
AS SCHEDULED

112' - 0"

WALL MOUNTED PROJECTOR
SCREEN AND HOUSING,
SEE TECHNOLOGY

10 3/8"

89.B 8.1

CORNER BEAD, TYPICAL

5/8" TYPE 'X' GYP. BD. ON
3-5/8" MTL STUD FRAMING
AT 16" O.C. WITH BATT
INSULATION

METAL STUD BRACING
AS REQUIRED

DOOR MOTOR

STEEL BEAM, REFER TO
STRUCTURAL

STEEL CHANNEL AS REQUIRED
BY DOOR MANUFACTURER

AUTOMATIC VERTICALLY
RETRACTABLE ACOUSTIC WALL

5/8" TYPE 'X' GYP. BD. ON
3-5/8" MTL STUD FRAMING
AT 16" O.C. WITH BATT
INSULATION

THIS WALL TO DECK THIS WALL TO DECK

A
S

 R
E

Q
'D

 B
Y

 D
O

O
R

 M
A

N
U

F
A

C
T

U
R

E
R

AS REQUIRED BY DOOR MANUFACTURER

D

'DIAMOND' FLAT SEAM
METAL WALL PANEL -
THREE-COLOR BLEND
ON 7/16" OSB

5/8" TYPE 'X' GYP. BD. ON
6" MTL. STUDS AT 16" O.C.
WITH BATT INSULATION

5/8" TYPE 'X' GYP. BD. ON
7/8" RESILIENT HAT
CHANNELS

5/8" TYPE 'X' GYP. BD. ON
6" MTL. STUD FRAMING
AT 16" O.C.

5/8" TYPE 'X' GYP. BD. ON
3-5/8" MTL. STUD FRAMING
AT 16" O.C.

THIS WALL TO
UNDERSIDE OF
DECK

B

6mm PLASTIC GLAZING PANELS
ON BOTH SIDES OF 6" METAL
STUDS AT 24" O.C., TYPICAL

SELF-DRILLING STAINLESS
STEEL SCREWS AT 12" O.C.,
SEE SHEET A2.21 FOR PATTERN

LIGHT GAUGE JOISTS AT
24" O.C., REFER TO
STRUCTURAL

PAINTED STEEL BEAM (PT-2),
REFER TO STRUCTURAL

5/8" TYPE 'X' GYP. BD.
ON 6" METAL STUDS
AT 16" O.C., TYP.

SOUND ISOLATION BATTS

ATTACH LIGHT GAUGE
JOIST TO STRUCTURAL
BEAM

J-BEAD AND SEALANT

ROUTE SPRINKLER PIPING
MAIN FROM FIRE RISER TO
RESTROOM ABOVE CEILING,
REFER TO MEP

3" 5"

1 1/2"

METAL ROOF DECK, REFER
TO STRUCTURAL

V
E

R
IF

Y

6
 1

/2
"

BRIDGING, REFER TO STRUCTURAL

D

6mm PLASTIC GLAZING PANELS
ON BOTH SIDES OF 6" METAL
STUDS AT 24" O.C., TYPICAL

SELF-DRILLING STAINLESS
STEEL SCREWS AT 12" O.C.,
SEE SHEET A2.21 FOR PATTERN

LIGHT GAUGE JOISTS AT
24" O.C., REFER TO
STRUCTURAL

STEEL BEAM - PAINT
PORTIONS EXPOSED TO
VIEW, REFER TO
STRUCTURAL

SOUND ISOLATION BATTS

'DIAMOND' FLAT SEAM
METAL WALL PANEL -
THREE-COLOR BLEND

5/8" TYPE 'X' GYP. BD. ON
7/8" RESILIENT HAT
CHANNELS

5/8" TYPE 'X' GYP. BD. ON
6" MTL. STUD FRAMING
AT 16" O.C.

PRE-FINISHED BREAK METAL TRIM

5/8" TYPE 'X' GYP. BD.
ON 3 5/8" MTL. STUD
FRAMING AT 16" O.C.

BRIDGING, REFER TO STRUCTURAL
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INTERIOR DETAILS

A5.21

 1 1/2" = 1'-0"01 SECTION AT CEILING

 1 1/2" = 1'-0"08 SECTION AT SLIDING DOORS

 1 1/2" = 1'-0"05 SECTION AT FURR DOWN

 1 1/2" = 1'-0"09 SECTION AT FURR DOWN

 1 1/2" = 1'-0"04 SECTION AT PROJECTOR SCREEN

 1 1/2" = 1'-0"07 SOFFIT SECTION AT VERTICALLY-RETRACTABLE WALL

 1 1/2" = 1'-0"02 SECTION AT FURR DOWN
 1 1/2" = 1'-0"03 SECTION AT PLASTIC GLAZED CEILING

 1 1/2" = 1'-0"06 SECTION AT PLASTIC GLAZED CEILING
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INTERIOR MATERIALS LEGEND

PORCELAIN TILE
MANUFACTURER: STONEPEAK CERAMICS
STYLE/SIZE: CITY 2.0 / 8" X 48"
COLOR: OLIVE CAST
NOTES: 1/3 RUNNING BOND
GROUT: LATICRETE, SMOKE GREY 89

PFT MODULAR CARPET PLANKS
MANUFACTURER: INTERFACE
STYLE/SIZE: URBAN RETREAT / UR501 / 25 cm X 1m
COLOR: ASH 103617
NOTES: HERRINGBONE PATTERN

CPT-1

FLOORING

BASE

WALLS

PAINT
MANUFACTURER: SHERWIN WILLIAMS
COLOR: SNOWBOUND SW 7004

PT-1

CEILING

WB-4 PORCELAIN TILE
MANUFACTURER: AMERICAN OLEAN
STYLE/SIZE: REFINED METALS / 2" X 8"
COLOR: STAINLESS / HAMMERED SATIN
GROUT: LATICRETE, SMOKE GREY 89

PT-5

RUBBER BASE
MANUFACTURER: JOHNSONITE
STYLE/SIZE: 4" COVE
COLOR: 32 PEBBLE WG

WB-1

RUBBER TILE
MANUFACTURER: JOHNSONITE
STYLE/SIZE: OLIO / 24" X 24" / HAMMERED
COLOR: CUSTOM USING ONE FIELD COLOR AND UP
TO THREE (3) ACCENT COLORS - COORDINATE
WITH ARCHITECT
**BASIS OF DESIGN - FIELD: 32 PEBBLE;
   ACCENT: 294 BIGTOP; ACCENT: 148 PAPRIKA

RT

PT-2

SEALED CONCRETE
REFER TO SPECIFICATIONS

SC

COUNTERTOPS

C-1

WALK-OFF MAT
MANUFACTURER: SHAW CONTRACT GROUP
STYLE: PORTAL TILE 5T035
COLOR: STERLING 34557
NOTE: MONOLITHIC PATTERN

WOM

SOLID SURFACE
MANUFACTURER: CORIAN
COLOR: ANTARCTICA

WINDOW COVERINGS

B-1 DUAL WINDOW SHADES
MANUFACTURER: MECHOSHADE
STYLE: SHEAR AND BLACK-OUT / ELECTRIC
COLOR: TO BE SELECTED FROM MANUFACTURER'S

FULL RANGE

ACT-2

GWB GYPSUM BOARD CEILING
COLOR: REFER TO REFLECTED CEILING PLANS

B-2 WINDOW SHADES
MANUFACTURER: MECHOSHADE
STYLE: SHEAR / MANUAL
COLOR: TO BE SELECTED FROM MANUFACTURER'S

FULL RANGE

CARPET BASE
MANUFACTURER: INTERFACE
STYLE/SIZE: URBAN RETREAT / UR501
COLOR: ASH 103617
NOTES: BIND TOP EDGE OF CARPET WITH  

COORDINATING COLOR THREAD

WB-2

WB-5 PORCELAIN TILE
MANUFACTURER: STONEPEAK CERAMICS
STYLE/SIZE: CITY 2.0 / COVE BASE 6" X 12"
COLOR: OLIVE CAST
GROUT: LATICRETE, SMOKE GREY 89

PT-3

PT-4

PWT PORCELAIN TILE
MANUFACTURER: STONE PEAK CERAMICS
STYLE/SIZE: CITY 2.0 / 8" X 48"
COLOR: OLIVE CAST
GROUT: LATICRETE, SMOKE GREY 89
NOTES: 1/3 RUNNING BOND

WT METAL AND GLASS WALL TILE
MANUFACTURER: AMERICAN OLEAN
STYLE/SIZE: MORELLO / 5/8" X 5/8" MOSAIC
COLOR: MOONSTONE MM02
GROUT: LATICRETE, SMOKE GREY 89

PAINT
MANUFACTURER: SHERWIN WILLIAMS
COLOR: PORPOISE SW 7047

PAINT
MANUFACTURER: SHERWIN WILLIAMS
COLOR: GLADIOLA SW 6875

PAINT
MANUFACTURER: SHERWIN WILLIAMS
COLOR: REAL RED SW 6868

PAINT
MANUFACTURER: SHERWIN WILLIAMS
COLOR: KNOCKOUT ORANGE SW 6885

WP-2 FLAT SEAM METAL WALL PANEL
MANUFACTURER: MBCI
STYLE/SIZE: DIAMOND / 18"W X 24"H
COLOR: EQUAL BLEND OF BRICK RED UC4335,
RIVER ROUGE RED UC52006 AND
ROASTED RED PEPPER UC10230XL

WP-4 FLAT SEAM METAL WALL PANEL
MANUFACTURER: MBCI
STYLE/SIZE: RECTANGULAR / 37"W X 21"H
COLOR: CHARCOAL GRAY

ACT-3

A-GWB ACOUSTICAL GYPSUM BOARD CEILING
MANUFACTURER: GYPSORB
STYLE: STRATA 12-20-35
COLOR: REFER TO REFLECTED CEILING PLANS

ACOUSTICAL CEILING TILE
MANUFACTURER: ARMSTRONG
STYLE/SIZE: OPTIMA SQ. TEGULAR 3251 / 24" X 24"
COLOR: WHITE
GRID: SUPRAFINE XL 9/16"
TRIM: HEMMED ANGLE MOLDING

ACOUSTICAL CEILING TILE
MANUFACTURER: ARMSTRONG
STYLE/SIZE: OPTIMA SQ. TEGULAR 3249 / 48" X 54"
WITH 6" TECHZONE OPTIMA TECHNICAL PANELS
COLOR: WHITE; GRID: SUPRAFINE XL 9/16"
TRIM: 4" AXIOM CLASSIC

ACT-1 ACOUSTICAL CEILING TILE
MANUFACTURER: ARMSTRONG
STYLE/SIZE: OPTIMA SQ. LAY-IN 3154 / 48" X 96"
COLOR: WHITE
GRID: PRELUDE 15/16"
TRIM: HEMMED ANGLE & HEMMED CHANNEL MOLDING

WP-4 FLAT SEAM METAL WALL PANEL
MANUFACTURER: MBCI
STYLE/SIZE: RECTANGULAR / 37"W X 21"H
COLOR: CHARCOAL GRAY

B-3 WINDOW BLINDS
MANUFACTURER: LEVOLOR
STYLE: 1" METAL BLINDS
COLOR: TO BE SELECTED FROM MANUFACTURER'S

FULL RANGE

EXP EXPOSED STRUCTURE - UNFINISHED

EXP-PT-2 EXPOSED STRUCTURE - PAINTED
MANUFACTURER: SHERWIN WILLIAMS
COLOR: PORPOISE SW 7047

DOORS AND FRAMES

WD WOOD DOORS CLAD IN PLASTIC LAMINATE
MANUFACTURER: ABET LAMINATI
FACES OF DOOR: 406, MILLERIGHE
EDGE BANDING ON DOOR: 1820, SEI

F ALUMINUM DOOR FRAMES
MANUFACTURER: FRAMEWORKS
COLOR: WHITE PAINTED FINISH

CABINET BODIES AND CABINET DOORS

PL-1 PLASTIC LAMINATE
MANUFACTURER: ABET LAMINATI
COLOR:834, MILLERIGHE

PL-2

PLASTIC LAMINATE
MANUFACTURER: ABET LAMINATI
COLOR: 835, MILLERIGHE

PL-3

PLASTIC LAMINATE
MANUFACTURER: ABET LAMINATI
COLOR: 1820, SEI

PL-4

PL-5PLASTIC LAMINATE
MANUFACTURER: ABET LAMINATI
COLOR:834, SEI

PLASTIC LAMINATE
MANUFACTURER: ABET LAMINATI
COLOR: 835, SEI

PLASTIC LAMINATE
MANUFACTURER: ABET LAMINATI
COLOR: 406, MILLERIGHE

PL-6

PLASTIC LAMINATE
MANUFACTURER: ABET LAMINATI
COLOR: 406, SEI

PL-7

MODULAR CARPET TILES
MANUFACTURER: MILLIKEN
STYLE/SIZE: ART MEDIA / CHARCOAL / 1 m X 1m
COLOR: CINNABAR CHA03-147
NOTES: MONOLITHIC PATTERN

CPT-2

CARPET BASE
MANUFACTURER: MILLIKEN
STYLE/SIZE: ART MEDIA / CHARCOAL
COLOR: CINNABAR CHA03-147
NOTES: BIND TOP EDGE OF CARPET WITH  

COORDINATING COLOR THREAD

WB-3

1

GENERAL NOTES:

1. PROVIDE AND INSTALL METAL EDGE
CHANNELS WHERE GYP. BD. WALLS AN`D
CEILINGS ABUT CMU WALLS. CAULK THE
JOINT BETWEEN THE CMU AND THE
METAL EDGE TRIM.

2. ALL GYP. BD. WALLS AND CEILINGS SHALL
BE TEXTURED WITH LEVEL 4, VERY LIGHT
ORANGE PEEL FINISH. PREPARE MOCK-
UP FOR ARCHITECT'S APPROVAL.

3. CONTRACTOR SHALL COORDINATE WITH
THE MEP DRAWINGS AND SHALL THICKEN
WALLS AS REQUIRED TO INSTALL MEP
ITEMS CALLED FOR. VERIFY WITH THE
ARCHITECT THICKENED WALLS THAT MAY
EFFECT HANDICAP ACCESS
REQUIREMENTS.

4. SEAL ALL GAPS BETWEEN ELECTRICAL
CONDUITS AND CEILINGS AND WALLS.

5. PAINT ALL EXPOSED ELECTRICAL BOXES
AND CONDUITS.

6. SEE PLANS AND PARTITION TYPES FOR
SUBSTRATES OF WALL FINISHES.

7. PROVIDE 4" MARBLE TRANSITION STRIP
BETWEEN PORCELAIN TILE AND
ADJACENT FLOOR SURFACE AT TOILET
ROOMS AND JANITOR'S CLOSET. BEVEL
EDGE DOWN TO MAXIMUM OF 1/4"
VERTICAL TRANSITION BETWEEN TILE
AND ADJACENT FLOOR SURFACE AT ALL
CONDITIONS TO MEET ADA
REQUIREMENTS. PROVIDE
MANUFACTURER'S STANDARD
TRANSITION STRIPS FOR ALL OTHER
TRANSITIONS.

8. REFER TO REFLECTED CEILING PLANS
FOR CEILING HEIGHTS.

9. ALL HOLLOW METAL DOORS AND FRAMES
SHALL BE PAINTED.

10. REVIEW INTERIOR ELEVATIONS FOR
SPECIAL CONDITIONS RELATING TO
FINISHES.

ROOM FINISH

ROOM FINISH

1. SOUTH WALL TO RECEIVE HI-IMPACT
TYPE "X" GYPSUM BOARD

2. ALL INTERIOR WALLS TO RECEIVE HI-
IMPACT TYPE "X" GYPSUM BOARD

3. REFER TO DETAIL 01/A6.01 FOR CARPET
BASE AND RUBBER BASE DETAILS

4. PROVIDE 8'-0" X 3/4" FIRE-RATED
PLYWOOD WAINSCOT ON ALL WALLS.
INSTALL PLYWOOD 2'-0" AFF, VERTICALLY.

5. PROVIDE 5/8" GLASS MAT FACED TILE
BACKER BOARD BEHIND ALL WALL TILE
INDICATED IN ROOM FINISH SCHEDULE.

6. 2-HOUR SEPARATION WALL - ALL FOUR
(4) SIDES. PROVIDE TWO (2) LAYERS OF
5/8" GYP. BD. ON EITHER SIDE OF METAL
STUDS UP TO CEILING LID.

7. REFER TO DETAIL 13/A7.01 FOR TYPICAL
FLOOR DRAIN DETAIL.

SCHEDULE REMARKS

DOOR SCHEDULE

MATERIAL LEGEND

SCW - SOLID CORE WOOD
AL - ALUMINUM
HM - HOLLOW METAL
STL -         STEEL

DOOR MATERIAL

PT - PAINT
ST - STAINED
ANOD. - ANODIZED - FACTORY FINISHED
FF - FACTORY FINISHED
TR - TRANSPARENT - FACTORY FINISHED
STL - STEEL - FACTORY FINISHED
PL - PLASTIC LAMINATE - 1 COLOR AT 

DOOR FACES & 1 COLOR AT EDGES

DOOR MATERIAL FINISH

FRAME MATERIAL

AL -          ALUMINUM
HM -         HOLLOW METAL
CW - CURTAIN WALL

FRAME MATERIAL FINISH

PT -    PAINT
ANOD. -   ANODIZED - FACTORY FINISHED
FF -       FACTORY FINISHED
TR -    TRANSPARENT - FACTORY FINISHED

GLAZING TYPE

T -    TEMPERED

DOOR SCHEDULE

1. AUTOMATIC SLIDING BI-PARTING
DOORS.

2. ALL GLASS SLIDING BI-PARTING DOORS.
3. ALL GLASS DOOR.
4. NOT IN BASE BID. REFER TO ALTERNATE

BID #1.
5. PREP FRAME FOR CARD READER.
6. STEEL GATES - REF: MECH. YARD WALL

HEIGHT
7. OVERHEAD STEEL COILING DOOR
8. LOUVER ABOVE DOOR HEAD IN DOOR

FRAME
9. REFER TO DETAIL 02/A6.01 FOR TYPICAL

CLEARANCES AT DOORS.

REMARKS

FIN. FLOOR

DOOR TYPES
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ROOM FINISH AND
DOOR SCHEDULES

A6.01

ROOM FINISH SCHEDULE

NO. ROOM NAME

FLOOR WALLS

CEILING FINISH

WINDOW

COVERING REMARKSFINISH BASE NORTH EAST SOUTH WEST

100 VESTIBULE WOM -- WP-2 -- WP-2 -- WP-4

101 LOBBY WOM / CPT-1 WB-2 PT-1 -- PT-1 PT-1 / WP-4 ACT-1 / EXP-PT-2 3

102 HALL PFT / WOM WB-4 / WB-5 PT-1 PT-1 -- PT-1 GWB

103 UNISEX T/R PFT WB-4 / WB-5 PWT PWT PWT PWT / WT GWB 5, 7

104 FAMILY T/R PFT WB-4 / WB-5 PWT PWT PWT PWT / WT GWB 5, 7

105 FAMILY T/R PFT WB-4 / WB-5 PWT PWT / WT PWT PWT GWB 5, 7

106 UNISEX T/R PFT WB-4 / WB-5 PWT PWT / WT PWT PWT GWB 5, 7

107 TEEN SPACE CPT-1 WB-2 -- WP-2 / PT-1 -- PT-1 / PT-4 PLASTIC GLAZING 3

108 DIGITAL MEETING ROOM CPT-1 WB-2 PT-1 PT-1 PT-1 PT-1 / PT-5 ACT-2 / EXP-PT-2 3

109 MEETING ROOM CPT-1 WB-2 PT-1 / PT-3 PT-1 PT-1 PT-1 ACT-2 / EXP-PT-2 B-1 3

110 STORAGE CPT-1 WB-2 PT-1 PT-1 PT-1 PT-1 ACT-3 3

111 FLEX ROOM CPT-1 WB-2 PT-1 PT-1 PT-1 PT-1 ACT-2 / EXP-PT-2 B-1 3

112 MARKETPLACE CPT-1 WB-2 -- PT-1 -- PT-1 ACT-1 / EXP-PT-2 3

113 READING CPT-1/CPT-2 WB-2 -- PT-1 -- PT-1 ACT-1 / EXP-PT-2 3

114 CHILDREN'S READING CPT-1/CPT-2 WB-2 -- PT-1 PT-1 PLASTIC
GLAZING

ACT-1 / EXP-PT-2 3

115 CHILDREN'S ACTIVITY AREA CPT-2 WB-3 za PLASTIC
GLAZING

PT-1 PT-1 / PT-5 GWB / PLASTIC
GLAZING

3

116 STUDY ROOM CPT-1 WB-2 PT-3 PT-3 PT-3 PT-3 A-GWB 3

117 STUDY ROOM CPT-1 WB-2 PT-3 PT-3 PT-3 PT-3 A-GWB 3

118 SERVICE DESK CPT-1 WB-2 -- -- PT-1 PT-1 A-GWB 3

119 STAFF WORKROOM RT WB-1 PT-1 PT-1 PT-1 PT-1 A-GWB / ACT-3 B-2 3

120 BOOK DROP RT WB-1 PT-1 PT-1 PT-1 PT-1 GWB 2, 3, 6

121 HALL RT WB-1 -- PT -- PT ACT-3 3

122 HALL RT WB-1 PT PT PT PT ACT-3 1, 3

123 OFFICE CPT-1 WB-2 PT-1 PT-1 PT-1 PT-1 ACT-3 B-3 3

124 STORAGE RT WB-1 PT-1 PT-1 PT-1 PT-1 ACT-3 3

125 MDF SC WB-1 PT-1 PT-1 PT-1 PT-1 EXP 3, 4

126 BREAK ROOM RT WB-1 PT-1 PT-1 PT-1 PT-1 ACT-3 B-2 3

127 JAN. SC WB-1 PT-1 PT-1 PT-1 PT-1 EXP 3

128 STAFF T/R PFT WB-4 / WB-5 PWT / WT PWT PWT PWT GWB 5, 7

129 MECHANICAL SC WB-1 PT-1 PT-1 PT-1 PT-1 EXP 3

130 MECHANICAL SC WB-1 PT-1 PT-1 PT-1 PT-1 EXP 3

131 VENDING CONC -- -- -- -- -- EXP-PT-2

DOOR SCHEDULE
DOOR FIRE

RATING

HARDWARE

SET

FRAME DETAILS

REMARKSNO. LOCATION TYPE PAIR WIDTH HEIGHT THICK. MAT'L FINISH GLAZING TYPE MAT'L FINISH HEAD JAMB THRESHOLD

100 VESTIBULE AS PR 14' - 6" 8' - 0" 0' - 1 3/4" AL FF T - 01 - AL FF 13/A6.21 3/A8.01 12/A6/21 1

101 VESTIBULE AS PR 14' - 6" 8' - 0" 0' - 1 3/4" AL FF T - 01 - AL FF 13/A6.21 3/A8.01 12/A6/21 1

103 UNISEX T/R F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 10 A AL FF 2/A6.21 2/A6.21 - 9

104 FAMILY T/R F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 10 A AL FF 2/A6.21 2/A6.21 - 9

105 FAMILY T/R F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 10 A AL FF 2/A6.21 2/A6.21 - 9

106 UNISEX T/R F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 10 A AL FF 2/A6.21 2/A6.21 - 9

107A TEEN SPACE 3' - 6" 9' - 8" 0' - 0 1/2" - T - 01 FF 16/A6.21 - 16/A6.21 2

107B MARKETPLACE AG - 3' - 3" 8' - 0" 0' - 0 1/2" GL - T - 02 W24 - FF 15/A6.21 14/A6.21 - 9

108 DIGITAL MEETING ROOM AG - 3' - 0" 8' - 0" 0' - 0 1/2" GL - T - 13 W26 - FF 15/A6.21 14/A6.21 - 3, 5, 9

109A MEETING ROOM AG - 3' - 0" 8' - 0" 0' - 0 1/2" GL - T - 02 W25 - FF 16/A6.21 - 16/A6.21 2, 9

109B MEETING ROOM 3' - 6" 8' - 0" 0' - 0 1/2" T - 01 FF 15/A6.21 14/A6.21 - 2, 9

110 STORAGE F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 08 A AL FF 1/A6.21 1/A6.21 - 9

111A MARKETPLACE AG - 3' - 0" 8' - 0" 0' - 0 1/2" GL - T - 02 W25 - FF 15/A6.21 14/A6.21 - 3, 4, 9

111B READING 3' - 6" 8' - 0" 0' - 0 1/2" T - 01 FF 16/A6.21 - 16/A6.21 2, 4, 9

111C FLEX ROOM FG - 3' - 0" 8' - 0" 0' - 1 3/4" AL FF T - 03 W27 - FF 14/A6.11 11/A8.04 10/A6.21 4, 9

113 READING FG - 3' - 0" 8' - 0" 0' - 1 3/4" AL FF T - 03 W12 - FF 14/A6.11 11/A8.04 10/A6.21 9

114 CHILDREN'S READING FG - 3' - 0" 8' - 0" 0' - 1 3/4" AL FF T - 03 W15 - FF 14/A6.11 11/A8.04 10/A6.21 9

116 STUDY ROOM AG - 3' - 6" 8' - 0" 0' - 0 1/2" GL - T - 02 W23 - FF 15/A6.21 14/A6.21 - 9

119 STAFF WORKROOM AG - 3' - 0" 7' - 0" 0' - 0 1/2" GL - T - 13 W19 - FF 15/A6.21 14/A6.21 - 5, 9

120 BOOK DROP F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - 2 HR 12 A HM FF 3/A6.21 3/A6.21 - 9

122A HALL F - 3' - 6" 7' - 0" 0' - 1 3/4" SC/WD PL - - 06 A AL FF 1/A6.21 1/A6.21 - 5, 9

122B HALL F - 3' - 6" 7' - 0" 0' - 1 3/4" HM PT - - 04 A HM PT 4/A6.21 4/A6.21 10/A6.21 5, 9

123 OFFICE 3' - 0" 7' - 0" 0' - 1 3/4" PL T - 09 FF 1/A6.21 1/A6.21 - 9

124 STORAGE F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 08 A AL FF 1/A6.21 1/A6.21 - 9

125 MDF F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 07 A AL FF 1/A6.21 1/A6.21 - 5, 9

127 JAN. F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 08 A AL FF 1/A6.21 1/A6.21 - 9

128 STAFF T/R F - 3' - 0" 7' - 0" 0' - 1 3/4" SC/WD PL - - 10 A AL FF 2/A6.21 2/A6.21 - 9

129 MECHANICAL F - 4' - 0" 7' - 0" 0' - 1 3/4" HM PT - - 05 C HM PT 9/A6.21 8/A6.21 - 8, 9

130 MECHANICAL F - 3' - 0" 7' - 0" 0' - 1 3/4" HM PT - 05 B HM PT 12/A6.21 8/A6.21, 5/A6.21 - 8, 9

131A VENDING 8' - 2" 7' - 6" 0' - 1" FF - - - FF 4/A4.11 5/A4.11, 6/A4.11 - 7

131B VENDING 8' - 2" 7' - 8" 0' - 1" FF - - - FF 4/A4.11 5/A4.11, 6/A4.11 - 7

134 F - 4' - 0" 4' - 5" 0' - 1" STL PT - - 11 - - - - 6/A6.21 - 6

135 F PR 3' - 2" 6' - 8" 0' - 1" STL PT - - 11 - - - - 7/A6.21 - 6
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 3" = 1'-0"01 CARPET AND RUBBER BASE
 1/2" = 1'-0"02 TYPICAL CLEARANCE AT DOORS
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/A
7

.0
1

V
E

R
IF

Y
2

" 
M

IN
. 
- 

4
" 

M
A

X
.

±10' - 2 1/2"

1
0
' - 0

 1
/2

"

±
8
 1

/2
"

±
3
' - 7

 3
/4

"

0
6

/A
7
.0

1

6 8

EQ4' - 0"4' - 0"EQ EQ(7) PANELS EQUALLY SPACED = 28' - 0"EQ

08 / A7.01

AT ANGLE

BASE BIDBASE AND ALT. BID

08 / A7.01

Sim

EQ(3) PANELS EQUALLY SPACED = 12' - 0"EQ AT ANGLE

10 / A7.01 08 / A7.01

Sim

(SLOPED)

VERIFY

EQ

(2) PANELS
EQUALLY SPACED = 8' - 0"EQ ±3' - 7 3/4"

±8 1/2"

AT ANGLE

09

A7.01

2 1/2" X 1/2" GALVANIZED
STEEL BAR TOP RAIL,
CONTINUOUS AT ALL TURNS

CORNER POST (2) 2 1/2" X 1/2"
GALVANIZED STEEL RISERS,
1/2" OFFSET EACH SIDE

1/4" STAINLESS STEEL
CABLE WITH INVISIBLE STUD
TURNBUCKLE ASSEMBLY

2 1/2" X 1/2" GALVANIZED
STEEL BAR BOTTOM RAIL
WITH EASED EDGES

2" X 2" GALVANIZED STEEL
ANGLE EACH SIDE WELDED TO
GALV. CONT. EMBED ANGLES
AND/OR PLATE, REFER TO
STRUCTURAL

RISER THROUGH BOLT
CONNETION TO ANGLES,
COORDINATE ALL BOLTS IN
THE SAME DIRECTION, TYP.

1/2" OFFSET

1
' -

 0
"

3
' -

 6
"

1
0

"
3

"
2

' -
 9

"
6

"

SEE PLAN 2 1/2"

04

A7.01

3
' -

 6
"

1
' -

 0
"

6
"

2
' -

 9
"

3
"

3
 1

/4
"

2
 3

/4
"

3
" 

T
Y

P
.

2 1/2"

2 1/2" X 1/2" GALVANIZED
STEEL BAR TOP RAIL
WITH EASED EDGES

2 1/2" X 1/2" GALVANIZED
STEEL RISER WITH
EASED EDGES

PRE-DRILLED HOLE TO
ALLOW FOR STUD SHAFT
TO PASS THROUGH

2 1/2" X 1/2" GALVANIZED
STEEL BAR BOTTOM RAIL
WITH EASED EDGES

1
0

"

6
"

2" X 2" GALVANIZED STEEL
ANGLE EACH SIDE WELDED TO
GALV. CONT. EMBED ANGLES
AND/OR PLATE, REFER TO
STRUCTURAL

RISER THROUGH BOLT
CONNETION TO ANGLES,
COORDINATE ALL BOLTS
IN THE SAME DIRECTION

EQ EQ

1/2"

1
/2

" 2 1/2" X 1/2 GALV. STL. RISER

CONT. TOP RAIL ABOVE

STAINLESS STEEL
CABLE ASSEMBLY

FLOOR EDGE BELOW

1/2"

1
/2

"

OUTSIDE INSIDE

2 1/2" X 1/2" GALVANIZED STEEL
BAR TOP RAIL TURNED DOWN
TO RISER, EASED EDGES

END POST 2 1/2" X 1/2"
GALVANIZED STEEL BAR

1/4" STAINLESS STEEL
CABLE WITH INVISIBLE STUD
TURNBUCKLE ASSEMBLY

2 1/2" X 1/2" GALVANIZED
STEEL BAR BOTTOM RAIL
WITH EASED EDGES

2" X 2" GALVANIZED STEEL
ANGLE WELDED TO GALV.
CONT. EMBED ANGLES
AND/OR PLATE, REFER TO
STRUCTURAL

RISER THROUGH BOLT
CONNETION TO ANGLES,
COORDINATE ALL BOLTS IN
THE SAME DIRECTION, TYP.

09

A7.01

Sim

2 1/2"

15

A7.01

7
' -

 0
" 

V
E

R
IF

Y

1
' -

 0
"

1
' -

 0
" 

T
Y

P
.

GALVANIZED
STEEL LADDER

CONCRETE SLAB,
REFER TO CIVIL

CLIP ANGLE WITH
ELONGATED BOLT
HOLES TO ALLOW FOR
SLIP CONNECTION -
WELDED TO CONCRETE
SLAB EMBED PLATE

3' - 0"

2' - 0"

FOUNDATION BEAM,
REFER TO STRUCTURAL

FLOOR ACCESS HATCH,
REFER TO
SPECIFICATIONS

CLIP ANGLE - WELDED
TO CONCRETE EMBED
PLATE AND BOLTED
TO STEEL LADDER

2 1/2" X 2 1/2" X 3/16" STEEL
ANGLE

2 1/2" X 2 1/2" X 3/16" STEEL ANGLE

FLUSH METAL WALL PANEL

1
' -

 0
"

R
E

F
: 
D

O
O

R
 S

C
H

E
D

U
A

L
E

4
"

PORCELAIN TILE AS SCHEDULED

OPENINGS
1/4" MAX.

SEALANT

SQUARE FLOOR DRAIN, SEE PLUMBING

TOPPING SLAB ON
HOLLOWCORE PLANKS,
SEE STRUCTURAL

SEE STRUCTURAL FOR
HOLLOWCORE PLANK
PENETRATION DETAILS

TOPPING SLAB

FLOOR ACCESS HATCH FRAME

(2) 5" X 5" STEEL EMBED PLATE,
COORDINATE LOCATION WITH
24" WIDE STEEL LADDER

WELD STEEL LADDER CLIP
ANGLE TO EMBED PLATE

BOLT LADDER TO CLIP ANGLE

CONCRETE FLOOR OPENING,
REFER TO STRUCTURAL

GENERAL NOTES
1. ALL EXTERIOR EXPOSED STEEL TO BE

PAINTED. COLOR SHALL BE SELECTED
BY ARCHITECT.
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MISC. DETAILS

A7.01

 1/2" = 1'-0"14 FLOOR ACCESS HATCH

 1/4" = 1'-0"01 ENLARGED PLAN - GUARDRAIL - BASE BID

 1/4" = 1'-0"07 ENLARGED PLAN - GUARDRAIL - ALTERNATE #1

 1/4" = 1'-0"03 ELEVATION

 1/4" = 1'-0"05 ELEVATION

 1/4" = 1'-0"02 ELEVATION

 1/4" = 1'-0"06 ELEVATION - ALTERNATE

 1" = 1'-0"08 GUARDRAIL DETAIL
 1" = 1'-0"09 GUARDRAIL SECTION

 1 1/2" = 1'-0"04 GUARDRAIL CORNER DETAIL

 1" = 1'-0"10 GUARDRAIL END
 1" = 1'-0"11 FLOOR ACCESS LADDER

 1" = 1'-0"12 MECH YARD GATE SECTION
 3" = 1'-0"13 SECTION AT FLOOR DRAIN

 1 1/2" = 1'-0"15 FLOOR ACCESS DETAIL

1
A

D
D

E
N

D
U

M
 #

1
11

/0
7/

14

1



B

1.9

A.8

02/A7.02

05

A7.02

10 / A7.02 09 / A7.0205 / A8.01

18' - 0"

±1' - 5" 8' - 0" 8' - 0"

4
' -

 8
" VENDING

131
11 / A7.02

FINISH FLOOR
100' - 0"

BA.8

3' - 0"

6' - 0"

1' - 0" 1' - 6" 6"
2' - 0"

2' - 0"
1' - 0"

04 / A7.02

T.O.W. = 108' - 8"

T.O.S. = 108' - 8"

2" / 12"

GALVANIZED STEEL TRELLIS, REFER
TO 09/A4.11 AND STRUCTURAL

REINFORCED CMU WALL,  INFILLED
BETWEEN GALVANIZED STEEL
TRELLIS STRUCTURAL FRAMES

EDGE OF BUILDING CMU BEYOND

VENDING

131

PORCH SLAB

STRUCTURAL STEEL COLUMN
(EXPOSED), REFER TO STRUCTURAL

STANDING SEAM METAL ROOF

PRE-FINISHED HR-16 METAL
WALL PANEL

R
E

F
E

R
 D

O
O

R
 S

C
H

E
D

U
L

E

PRE-FINISHED HR-16 METAL
WALL PANEL BEYOND

OVERHEAD COILING DOOR

FINISH FLOOR
100' - 0"

1.9

05

A7.02

2' - 0" 8' - 0" 8' - 0" ± 1' - 5"

OVERHEAD COILING DOOR

PRE-FINISHED HR-16 METAL
PANEL WITH PERIMETER TRIM

GALV. STEEL TRELLIS
STRUCTURE

STANDING SEAM METAL ROOF

8" CMU WALL TO BOTTOM
OF ROOF PURLIN, SLOPED

PRE-FINISHED METAL COVER TRIM,
REFER TO PLAN DETAIL

1 1/2" CLR. TYP.

EXTERIOR BUILDING WALL

PORCH SLAB (SLOPED)

B

1/2" CLEAR

E
Q

E
Q

PRE-FINISHED METAL
COVER TRIM

HAT CHANNEL SPACER

O.H. COILING DOOR

ATTACH COVER TRIM
WITH DOOR TRACK

B

1/2" CLEAR

E
Q

E
Q

PRE-FINISHED METAL
COVER TRIM

METAL CLEAT

O.H. COILING DOOR

CMU WALL

B

STRUCTURAL STEEL COLUMNS
(EXPOSED), REFER TO STRUCTURAL

PRE-FINISHED HR-16 METAL PANEL
WITH PERIMETER TRIM AND SEALANT

PRE-FINISHED PERIMETER TRIM

STRUCTURAL STEEL HEADER
ANGLE, REFER TO STRUCTURAL

OVERHEAD COILING DOOR ON STEEL
COLUMN, REFER TO DOOR
SCHEDULE

STRUCTURAL STEEL HSS BEAM,
REFER TO STRUCTURAL

STRUCTURAL STEEL TRELLIS
BEAM, REFER TO STRUCTURAL

METAL STUD FRAMING @ 4' - 0" O.C.

STRUCTURAL STEEL HSS
PURLIN, REFER TO STRUCTURAL

STANDING SEAM METAL ROOF ON
HSS PURLINS, REFER TO ROOF
PLAN

A.8

E
Q

E
Q

GALVANIZED STEEL
TRELLIS COLUMN

REINFORCED CMU
INFILL WALL

GROUT FILL

SAW CUT CMU EDGE
AND SEALANT, TYPICAL

A.8

3' - 0"

6' - 0"

1' - 0" 1' - 6" 6"
2' - 0"

2' - 0"
1' - 0"

T.O.S. = 108' - 8"

GALVANIZED W FLANGE BEAM

GALVANIZED 2 X 4 LIVESTOCK
PANEL TACK WELDED TO TOP AND
BOTTOM ANGLE, AND INSIDE OF
COLUMN FLANGES, BOTH SIDES

GALVANIZED W FLANGE COLUMN

PLAYGROUND SURFACE (BY OTHER)

GALVANIZED 4 X 4 LIVESTOCK PANEL

STIFFENER PLATE, MATCH
COLUMN FLANGE WIDTH

PERIMETER CURB,
REFER TO CIVIL

V
A

R
IE

S

R
E

F
E

R
 L

A
N

D
S

C
A

P
E

R
E

F
E

R
 C

IV
IL

CONCRETE FOOTING, REFER TO STRUCTURAL

GALVANIZED 2 X 2 HHS PURLIN

07

A7.02

08 / A7.02

4
' -

 0
"

4
" 

M
A

X
.

103' - 8"

V
A

R
IE

S

SCREEN PANEL FRAME - 2 1/2" X 2 1/2"
GALVANIZED STEEL ANGLE WELDED
BETWEEN STEEL TRELLIS COLUMNS.

06

A7.02

4' - 2"8' - 0"8' - 0"6' - 0" VERIFY8' - 0"8' - 0"6' - 0"2' - 2"

PLAY AREA CURB,
REFER TO CIVIL

1 1/2" MAX.

ALTERNATE #1 PORCH
COVER AND STRUCTURE

ALTERNATE #1 - START
STANDING SEAM METAL
ROOF ON SECOND PURLIN
FROM THE TOP, BEHIND
BATTERED COLUMN

GALVANIZED STEEL
TRELLIS STRUCTURE

R0.9

GALVANIZED STEEL
SCREEN PANEL, TYP.

8" GALVANIZED STEEL
CHANNEL, BOLTED TO
CMU WALL @ 24" O.C.

A.8

GALV. 2 X 4 LIVESTOCK PANEL,
CENTER GRID AND TACK WELD
BETWEEN COLUMN FLANGES
AND STEEL ANGLES

STEEL TRELLIS COLUMN

2 1/2" X 2 1/2" GALVANIZED
STEEL ANGLE

GALV. 4 X 4 LIVESTOCK PANEL
TACK WELD TO PURLIN, TYP.

STEEL TRELLIS PURLIN

STEEL TRELLIS BEAM

4
' -

 0
"

5' - 0 1/2"

1
' -

 0
"

2
' -

 5
 1

/2
"

6
 1

/2
"

3"

1' - 1 1/2"

BUILDING SIGN, 1/2" STEEL
PLATE, CONTINUOUS
AROUND CORNER

CUT OUT TEXT - LOWER
CASE ARIAL FONT

6
"

6
"

STEEL BRACKET, TYPICAL

CMU BUILDING CORNER

STRUCTURAL STEEL
COLUMN, SHOWN HIDDEN

15 / A7.02

STEEL BRACKET, TYPICAL

4
' -

 0
"

7' - 6 1/2"

1
' -

 2
 1

/4
"

1
' -

 9
 3

/4
"

1
' -

 0
"

6"

14

A7.021' - 1 1/2"

6
"

6
"

2
' -

 0
"

2
' -

 0
"

BUILDING SIGN, 1/2" STEEL
PLATE, CONTINUOUS
AROUND CORNER

CUT OUT TEXT - LOWER
CASE ARIAL FONT

CMU BUILDING CORNER

STRUCTURAL STEEL
X-BRACE, SHOWN HIDDEN

15 / A7.02

STEEL BRACKET, TYPICAL

STEEL BRACKET, TYPICAL

STEEL BRACKET, TYPICAL

3
" 

M
IN

.

VERIFY

V
E

R
IF

Y
4

"

2 3/8"

3/8" STEEL PLATE
BRACKET ARM

9/16" ELONGATED
BRACKET HOLE

COUNTERSUNK 1/2"
BOLT, WASHER AND NUT

BRACKET FACE

3/8" STEEL PLATE
BRACKET FACE

BUILDING SIGN

2"

BRACKET ARM,
SHOWN DASHED

PLAN

ELEVATION

A

4"

4
' -

 0
"

6
"

6
"

2
' -

 0
"

2
' -

 0
"

STRUCTURAL X-BRACING MEMBER,
REFER TO STRUCTRUAL

STEEL SIGN BRACKET (WEST SIDE
ONLY), COORDINATE LOCATION
OF STEEL SIGN BRACKET WITH X-
BRACING MEMBER, VERIFY
LOCATION OF SIGN BOLT HOLE
WITH ARCHITECT

BUILDING SIGN

STEEL SIGN BRACKET BEYOND,
REFER TO PLAN DETAIL 04/A8.01

STEEL SIGN BRACKET BEYOND,
REFER TO PLAN DETAIL 04/A8.01

GENERAL NOTES
1. ALL EXTERIOR EXPOSED STEEL TO BE

PAINTED. COLOR SHALL BE SELECTED
BY ARCHITECT.
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MISC. EXTERIOR
DETAILS

A7.02
 1/4" = 1'-0"01 ENLARGED FLOOR PLAN - VENDING AREA

 1/2" = 1'-0"05 WALL SECTION - VENDING AREA

 1/4" = 1'-0"02 EXTERIOR ELEVATION - VENDING AREA

 1 1/2" = 1'-0"10 PLAN DETAIL

 1 1/2" = 1'-0"09 PLAN DETAIL

 1 1/2" = 1'-0"04 SECTION DETAIL

 1 1/2" = 1'-0"11 PLAN DETAIL

 1/2" = 1'-0"06 TRELLIS STRUCTURE - VENDING/PLAY AREA

 1/4" = 1'-0"03 EXTERIOR ELEVATION - TRELLIS ALTERNATE #2

 1 1/2" = 1'-0"07 TRELLIS PLAN DETAIL

 1 1/2" = 1'-0"08 TRELLIS SECTION DETAIL

 1/2" = 1'-0"13 BUILDING SIGN TYPE T (NORTH)
 1/2" = 1'-0"12 BUILDING SIGN TYPE T (WEST)

 3" = 1'-0"15 DETAIL - BRACKET
 1" = 1'-0"14 SECTION - SIGN
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 #
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1
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1



MECHANICAL

130

STORAGE

110

MEETING ROOM

109
FLEX ROOM

111

BREAK ROOM

126

OFFICE

123
STUDY ROOM

117
STUDY ROOM

116

BOOK DROP

120
MECHANICAL

129

MECH. YARD

135STAFF WORKROOM

119

HALL

122

SERVICE DESK

118

MARKETPLACE

112

STORAGE

124
STAFF T/R

128

MDF

125

JAN.

127

VESTIBULE

100

ADULT PORCH

133

PARENT/ CHILD PORCH

132

FAMILY T/R

105
UNISEX T/R

106

FAMILY T/R

104
UNISEX T/R

103

LOBBY

101

HALL

102

DIGITAL MEETING ROOM

108

MECH. YARD

134

CHILDREN'S ACTIVITY

AREA

115

CHILDREN'S READING

114
READING

113

HALL

121

101

1
0

3

1
0

4
1

0
5

1
0

6

1
0

7
A

110

120

130

1
2

2
A

1
2

2
B

128

1
2

7

1
2

3

1
2

4

1
2

5

129

114

TEEN SPACE

107

1
1

3

VENDING

131

24 LOCKERS

100

1
0

9
A 109B

108

135

134

131A 131B

107B

1
1

9

E D

E D

111C

1
1

1
A 111B

D
CA

A A A

R

R

F

G

H J

K

LL

M

M

N P

Q

ST

SEE EXTERIOR

ELEVATIONS FOR

EXTERIOR SIGN DETAILS

A

W

U V

B

B

B

B

B

B

1

LEGEND

DENOTES SIGNAGE TYPE - REFER
TO SHEETS A10.11, A10.12 &
A10.13

?
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SIGNAGE PLAN -
WITH ALTERNATE

A10.01

 1/8" = 1'-0"01 SIGNAGE PLAN - WITH ALTERNATE
PLAN

TRUE

1
A

D
D

E
N

D
U

M
 #

1
1
1
/0

7
/1

4



OVERLAP LETTERING TO CREATE
SOLIDS AND VOIDS

VINYL GRAPHIC ON GLASS. FONT AND
TEXT TO BE DETERMINED BY OWNER.
ALLOW FOR 15 CHARACTERS (EACH
WORD).

HEIGHT VARIES BETWEEN 4", 6", 8", 10"
AND 14" TALL.

COLOR TO MATCH PT-1, SHERWIN
WILLIAMS, SNOWBOUND SW 7004.
OPACITY TO VARY BETWEEN 0%, 25%,
45% AND 75%

101' - 10"

3/8" ACRYLIC PANEL -
COLOR TO BE SELECTED BY
ARCHITECT FROM
MANUFACTURER'S FULL
RANGE OF COLORS

BOOK RETURN CHUTE

4" HIGH LETTERS
ENGRAVED INTO
ACRYLIC PANEL

EXPOSED FASTENERS WITH
RUBBER WASHER - PROVIDE
BLOCKING AS REQUIRED

1' - 10"

VERIFY

1' - 8" 2"

6
"

V
E

R
IF

Y

1
' -

 1
"

1
' -

 5
"

3
"

4
"

3"

CHUTE BEYOND
SHOWN DASHED

3' - 8"  - VERIFY

3
' -

 0
" 

 -
 V

E
R

IF
Y

VINYL GRAPHIC ON PLASTIC LAMINATE.
FONT AND TEXT TO BE DETERMINED BY
OWNER. ALLOW FOR 15 CHARACTERS.
6" TALL LETTERS. COLOR TO MATCH PT-1,
SHERWIN WILLIAMS, SNOWBOUND SW 7004.

1/2" STEEL PLATE

BOOK RETURN CHUTE

4" HIGH LETTERS CUT
OUT OF STEEL PLATE

CHUTE BEYOND
SHOWN DASHED

3
"

3"

2"

VERIFY

1' - 8" 2' - 2"

6
"

V
E

R
IF

Y

1
' -

 1
"

1
' -

 8
"

101' - 3 1/2"

1

A10.13

VINYL GRAPHIC ON GLASS. FONT AND TEXT TO BE DETERMINED BY
OWNER. ALLOW FOR 20 CHARACTERS. 10" TALL LETTERS. COLOR
TO MATCH PT-1, SHERWIN WILLIAMS, SNOWBOUND SW 7004.

VINYL GRAPHIC ON GLASS. FONT AND TEXT TO BE DETERMINED BY
OWNER. ALLOW FOR 20 CHARACTERS. 8" TALL LETTERS. COLOR TO
MATCH PT-1, SHERWIN WILLIAMS, SNOWBOUND SW 7004.

A

1/2" STEEL PLATE

BOOK RETURN
FACE PLATE

SURFACE BED OF
EPOXY ON CMU TO
RECEIVE STEEL
PLATE SIGN

1/2" DIA. X 4" THREADED
STEEL STUDS @ 16" O.C.
VERT. AND HORIZ. SET IN
EPOXY

3/4" PRE-DRILLED
HOLE IN CMU, TYPICAL

COORDINATE CUT
OUT LETTERS WITH
EPOXY APPLICATION
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SIGNAGE DETAILS

A10.13 1" = 1'-0"P STAFF WORKROOM
 1 1/2" = 1'-0"Q BOOK DROP - INTERIOR

 1/2" = 1'-0"R INFORMATION KIOSK

 1 1/2" = 1'-0"S BOOK DROP - EXTERIOR

 1/2" = 1'-0"U STUDY ROOM
 1/2" = 1'-0"V STUDY ROOM
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 1 1/2" = 1'-0"1 SECTION - BOOKDROP SIGN
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